

Assessment of the medical equipment of Mother and Child Health Center 
11/8/2022

	ITEM
	[bookmark: _GoBack]Descriptions
	QTY 
	Level of Priority

	Deliver to: Mother & Child Health Center, al-Turbah City, beside al-Wahada School, ash-Shamayatayn District, Taiz Gov

	1
	Ultrasound System Image With/2 Probes/ printer and UPS
	1
	 Priority

	 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
	Ultrasound System for OB/GYN and General Applications
	 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
	 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

	
	Computerized ultrasound system relies on the latest advances of digital technologies in control, acquisition and processing of ultrasound images.
	
	

	
	* Digital scan converter and Digital transmit beam former.
	
	

	
	* Digitally controlled receive beam former and Continuous dynamic reception Focusing.
	
	

	
	* 256 gray levels.
	
	

	
	* Penetration Depth up to 22 cm.
	
	

	
	* Frequency range: 2-10 MHz
	
	

	
	* Moving average technology with up to 8 frames at no loss in frame rate.
	
	

	
	* Multiple transmit focusing with up to 4 focal points.
	
	

	
	* Zooming/magnification including 5-step panning zoom in real-time and freeze modes and moving lens for local image detail magnification in freeze mode.
	
	

	
	* Alphanumeric Keyboard.
	
	

	
	* Ergonomic design of control panel for user comfort.
	
	

	
	* 15" high-resolution  monitor.
	
	

	
	Convex Probe
	
	

	
	  - Multifrequency operating (2.5-5 MHz
	
	

	
	  - Abdominal, Renal, OB/GYN.
	
	

	
	Transvaginal Probe
	
	

	
	  - Multifrequency operating 5-7.5 MHz
	
	

	
	ACCESSORIES
	
	

	
	Trolley 
	
	

	
	B&W printer
	
	

	
	Paper for printer: 4 boxes of 5 rolls each
	
	

	
	Gel: 5x250ml
	
	

	
	Suitable UPS 
	
	

	
	Operation Manual
	
	

	
	
	
	

	2
	Semi Automated Biochemistry Analyzer
	1
	Priority

	
	1. Should be microprocessor controlled general purpose bi-chromatic photometer system with
    at least 6 filters ranging from 340 to 630nm.
2. Light source: Tungsten/ halogen or higher grade with one additional bulb.
3. Should have end point, kinetic and two point kinetic measurement modes.
4. Should have flow cell measuring device.
5. Should have inbuilt printer or External Printer to be supplied.
6. Should have a measurement range from 0.001 to 2.300Abs
7. Should have facility for reading results on LCD display.
8. Should have quality control – two control/test QC survey of at least 30 points, Levy Jenny plot.
9. Should have a filter half bandwidth of 10nm or lesser.
10. Should have a test programme memory of 50 or more.
11.Should be provided with sample carry over prevention facility.
12. Aspiration should be based on Bellow/Peristaltic Pump/ Vacuum pump.
13. Should provide 500 ml of reagents for urea, S. creatine, S. bilirubin, sugar، cholesterol,
      and quality control 5ml one each for normal abnormal.
14. Supplied with:
a. Operation Manual in English.
b. Shall comply with CE marked certificate.
         c. 2 years comprehensive warranty, from the date of installation and commissioning 
d. Users training, by specialist from the supplier.
	
	

	
	Reliable and easy to use,
Co-axial wash heads for trouble-free washing and low residual volumes 8 and 12 way  
interchangeable wash heads,
In-line rinse capability automatic pump shutdown. 
Wash/waste bottle capacity: 2 L+ 2 L. 
Additional wash bottle capacity: 2 L. 
Priming consumption: 15-20 ml. 
Wash heads: 8-and 12 ways. 
Program cards: 1-4 washes. 
	
	

	
	Accuracy: ˃2%, 
Max dispense volume (ml/well): ˂1
	
	

	
	Power Supply / Input Power: 220 / 50 Hz 
	
	

	
	Backup suitable UPS
	
	

	
	Supplied with :
  a. Operation Manual in English.
  b. Shall comply with CE marked or FDA Certificate.
  c. 1 Year comprehensive warranty, from the date of installation and commissioning 
  d. Users training, by Specialist from the Supplier.
	
	

	3
	Hot Air Oven
	1
	Priority

	
	STERILIZER / OVEN
Useful volume : 20 liters
Temperature range : 30° to 300°C
Interior chamber : Electro-acid coated aluminum
Programmable microprocessor control system
Digital display for temperature and time
Timer : 1 min. to 1 hours and hold position 
Safety thermostat
Two shelves
All accessories, if any must be included to put the system in to fully operational. 
	
	

	4
	Dressing Trolley, 2 Shelves Steel
	1
	Priority

	
	Mobile On Swivel Castors 
Include The Followings:
· a. Dressing Drum Holder.
· b. Thermometer Holder.
· c. Forceps Container Holder.
· d. Instrument Tray.
· e. Collapsible Table.
· f. Drawer.
· g. Sponge Bowl.
· i. Dressing Jar.
· j. Stainless Steel Made.
	
	

	5
	Gynecological Exam. Bed
	1
	Priority

	
	Three sections, metal construction,epoxy coated,with four castors of diameter five inch
with central brake, heavy duty ABS mattress base, 80 mm durable hygienic mattress,
collapsible side rails, leg section mattress, adjustable foot supports, retractable foot
section
Adjustments:
* Height: from 550 to 900 mm
* Back section: 70 degree gas spring assisted
* Trendlenburg: + 12 degree & -3 degree
Complete with:
          - mattress
         - sliding st/st bowl 
         - leg rest with straps
         - side rails
         - adjustable IV stand
5 protective pampers
	
	

	6
	Double Foot Steps
	1
	Priority

	
	Steps for Examination Couch
Metal construction, painted with electrostatic powder, two steps
dimensions: 50* 50 * 45 cm
	
	

	7
	Examination light mobile
	1
	Priority

	
	
SPECIFICATIONS
Heavy base with low center of gravity.
Single light head with LED lights in cluster.
Articulating arm between light and base stand.
Base with 5 anti-static swivel castors in a star formation.
At least two castors have been equipped with brakes.
Minimum 14 cm fixed focus field of view.
Minimum illumination of 60,000 lux at 0.5m.
Minimum colour temperature between 4,000°K.
Minimum colour rendering index (CRI) of 95.
Minimum LED life more than 40,000 hours.
Floor to light height adjustable to include at least range of 1.1 m to 1.75 m.
On/Off switch.
Power requirements: 100 - 240 Volts - 50/60 Hz.

SUPPLIED WITH
Instructions for assembly, use and maintenance in English
	
	

	8
	Gynecological Examination Set
	1
	Priority

	
	Each set contents of :
· Instrument tray with lid stainless steel 225x125x50mm               
· Kidney basin with lid stainless steel   200x30                                      
· Speculum vaginal, Cusco’s  - medium                                                          
· Speculum vaginal, Cusco’s  - small                                                            
· Speculum vaginal, Cusco’s  - large                                                             
· Speculum vaginal, duckbill, Simm's double - ended small             
· Speculum vaginal, duckbill, Simm's double - ended medium         
· Curette uterine blunt- sharp combined 240 mm                                  
· Curette uterine, Simm's pliable shaft 250mm small 6mm                
· Curette uterine, Simm's pliable shaft 250mm medium 10mm           
· Curette uterine, Simm's pliable shaft 250mm large 13mm              
· Dilator cervix, hegar double ended 3-18mm                                            
· Forceps ovum, Greenhaigh's 240mm                                                               
· Sound uterine, Simpson's 290mm                                                                    
	
	

	9
	Procedure Light (Mobile)  
	1
	Priority

	
	-Surgical Operating Mobile Lamp. Shall be very stable on  castors with antistatic rubber
 bands. 
-The lamp shall be shadowless ( with battery OR suitable UPS )
-Requested luminous intensity: From 125000 Lux at 1.0 m
-Lamp rod shall be adjustable in height. As an indication: 1200/2000mm, whilst the
 distance rod/center of lamp head shall not exceed 850mm (stability)
-Shall comply with EN 60601-1. CE marked
-Power Supply: 100 - 240V,50/60 Hz   (46 watt)
	
	

	10
	Small dressing set
	1
	Priority

	
	Each Set Consists of:
· Gallipot/Cup  S/S 180 ml 2 pcs
· Tray Instrument with Lid  320 X 125 X 50 mm Deep 2 pc
· Forceps artery kocher COF BJ.S/S 180mm. 1 pc
· Forceps Dissecting Bonney's 1X 2 Teeth S/S 150 mm 1 pc
· Forceps Dissecting Plain serrated jaws S/S 150 mm 1 pc
· Forceps Dressing Bryant’s serrated jaws S/S 125mm 2 pcs
· Scissors Blunt Point Straight SJ. S/S 120mm 1 pc
· Sterilizing and storing case St. St. with filters 230x130x50 mm 2 pc
	
	

	11
	Suture set
	1
	Priority

	
	Set content
· 1 x Scissors, Deaver, 140mm, curved, sharp/blunt.
· 1 x Needle holder, Mayo-Hegar, 180mm, straight.
· 1 x Forceps, artery, Kocher, 140mm, straight.
· 1 x Forceps, tissue, standard, 145mm, straight
· 1 x Scalpel handle, no 4
· 1 x Probe, double-ended, 145mm

	
	

	12
	Resuscitation set for newborn
	1
	Priority

	
	SPECIFICATIONS
Hand-operated in a horizontal position.
Portable, self-inflating and reusable
The resuscitator is autoclavable between 121°C and 134°C.
The capacity of the self-inflating ventilation bag is between 250 - 280ml.
Ventilation can be done with ambient air or with oxygen.
The resuscitator has an inlet valve with a nipple for oxygen tubing.
The resuscitator is equipped with a non-rebreather valve.
Resuscitator can be fully disassembled, is easy to clean, disinfect, and reassemble.
The resuscitator is equipped with a pressure release (limiting) valve which safeguards
against generating ventilation pressures over 45 cmH₂O, while still allowing for airway
pressures up to at least 30 cmH₂O.
The pressure release valve is equipped with a feature allowing it to be overridden by the
user when higher pressures need to be generated in the airways.
When the pressure release valve is not overridden by the user,it should either automatically
return to its default position whereby it protects against excess pressures or be clearly
visible so there is no doubt as to its closed position, even during an emergency. 
To ensure users are fully aware that the limiting valve is in closed position.
All parts are manufactured from high-strength, long-life materials that require no special
maintenance or storage conditions.
The resuscitator, all its components and accessories are free of natural rubber latex.
The (intake, non-rebreather) valves and nipple are made from polycarbonate/polysulfone .
The masks made are of silicone rubber.
The self-inflating ventilation bag is made of transparent or translucent silicone rubber.
SUPPLIED WITH
· Instructions for assembly, use and maintenance in English.
· 1 x Plastic protective pouch which can contain the full set
· 1 x Mask, transparent: size 0 for preterm and low-weight baby, round type, 
· diameter 35–50mm
· 1 x Mask transparent: size 1 for term baby, round type, diameter 50–65 mm
· 1 x Oxygen reservoir bag with an appropriate capacity
· 1 x Required tubing and other accessories to connect to oxygen supply

	
	

	13
	Instrument Cabinet(glass, lockable, 2 door)
	2
	Priority

	
	Specifications:
Instruments storage cabinet, double door
Mounted on 4 sturdy supports, all finished with height adjustable feet
Recessed safety glass in the doors allows for viewing of cabinet content
Safety glass is supported by door frame on both sides, leaving no glass edges exposed
Inside reinforced fixtures facilitate height adjustment of the 4 shelves
Doors are triple hinged, closed with handle and lockable with key
Two-point lock, slides in frame at the top and base
Key is unique for each single cabinet, key-bow folds away from key-blade avoiding breakage when inside lock.
Clearance underneath the cabinet allows for easy cleaning
Materials:
· High resistance to corrosion (tropical environment)
· Adjustable feet: rubber or nylon
· Frame, side panels, base, top and shelves: epoxy coated plate steel
· Doors: hardened safety glass, grounded edges, with key-lock.
Dimensions:
· Cabinet, overall: 80 x 40 x 180-190cm (l x w x h).
· Clearance underneath: 10cm.
· Safety glass: 4 mm (thickness).
· Front glass area: 65-70%.
· Frame, drawer, door and panels: 1.2 mm (thickness).
· Door, opening angle: 180 degree
· Carrying capacity, each shelf: 25 kg.
Knockdown construction: yes
 supplied with:
· 1 x complete set of tools required for assembly
· 1 x set of 4 shelves
· 1 x set of 2 keys, unique per cabinet
	
	

	14
	Basic surgery set (minor surgery)
	1
	Priority

	
	Set contains
· 4 x Clamp, towel, Backhaus, 130mm.
· 2 x Forceps, tissue seizing, Allis, 150mm.
· 6 x Forceps, artery, Halsted-Mosquito, 125mm, curved.
· 1 x Forceps, artery, Kocher, 140mm, straight.
· 1 x Forceps, dressing, standard, 155mm, straight.
· 1 x Forceps, tissue holding, Collin, 160mm.
· 1 x Forceps, tissue, standard, 145mm, straight.
· 1 x Forceps, dressing and polypus, Cheron, 250mm.
· 1 x Needle holder, Mayo-Hegar, 180mm, straight.
· 1 x probe, double-ended, 145mm.
· 1 x Retractor, Farabeuf, double -ended, 145mm
· 1 x Scalpel handle , no.4
· 1 x Scissors, Metzembaum,140 mm, curved, blunt/blunt.
· 1 x Bowl, stainless steel, 180 ml.

	
	

	15
	Bed newborn phototherapy 
	1
	Priority

	
	-Achieves the phototherapy for a single surface utilising LEDs only.
-Bulb lifetime at least 50,000 hrs.
-The wavelength bandwidth should cover at a minimum 450 – 470 nm.
-Minimum effective surface area ≥ 1,220 cm².
-Standard phototherapy irradiance within range: 8 - 15 µW/cm²/nm.
-Intensive phototherapy minimum irradiance range: ≥ 30 µW/cm²/nm.
-Ultraviolet levels shall not exceed a maximum effective radiance of 0.1
 μW/cm² for ultraviolet B radiation (280 to 315 nm).
-Ultraviolet levels shall not exceed a maximum irradiance of 1,000 μW/cm² for
 ultraviolet radiation (315 to 400 nm).
-Near-infrared (780 to 1,400 nm) radiation shall not exceed safe limits.
SUPPLIED WITH
· Instructions for assembly, use and maintenance in English.
· 1 x Plastic protective dustcover.
· 2 x replacement sets of fuses, if replaceable types are used.
· 10 x eyes protection masks newborn very small size.
· 10 x eyes protection masks neonatal small size.
· 10 x eyes protection masks neonatal medium size
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