

       Assessment of medical needs of equipment and furniture
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	Description 
	Quantity 
	

	Deliver to: Samaritan’s Purse, Khormaksar, October Area behind the Institute of Administrative Science Building Number 2, Aden

	1
	Refrigerator for laboratory solution (door glass)
	1
	Priority

	
	Maintains internal air temperature between +2°C and +8°C
	
	

	
	Smooth, molded steel cabinet with rust-proof enamelled finish and bevelled edges 
	
	

	
	Internal capacity shall be minimum 250 lit.
	
	

	
	Lockable door, 2 keys for security
	
	

	
	Main power supply 100-240V ,50/60Hz
	
	

	
	Supplied with :
	
	

	
	4 removable shelves
	
	

	
	Operation Manual
	
	

	
	1 year comprehensive warranty, from the date of installation and commissioning 
	
	

	2
	Sphygmomanometer Mercury Stand type
	2
	Priority

	
	-Sphygmomanometer, Stand type on castors , Mercury column-Based
-Measuring scale shall be made from injected transparent polymethacrylate
encases in metallic structure protected with Epoxy paint or baked-enamel
-Range of measurement shall be 0 to 300mmHg as standard with at least a
 precision of +/-3mmHg (static measure). Display of digits shall be easily
 readable (4mm high minimum)
-Cuff shall be made of PVC, and shall ensure a constant and precise
decompression, Velcro fixation 
-The unit shall be recessed in a closable metallic container 
Supplied with:
. 1 Cuff for Adult
. 1 Cuff for Children
	
	

	3
	Stethoscope. Binaural (Adult & children)
	2
	Priority

	
	-Stethoscope, Binaural type, Cardiac and Pulmonary examination.
-Receptor shall be of dual membrane in single monobloc Stainless Steel casing.
-Adult membrane shall be 45mm diameter. Children membrane shall be 36mm diameter
-Ear frame shall be made of Stainless Steel and orientable as well as
 interchangeable. Nickel-steel spring.
	
	

	4
	Pulse Oximeter (Finger Sensor)
	2
	

	
	· Transcutenous blood gases monitor + Heart rate 
· For neonates & infants
· Table top with its shelf
· SpO2 1-100%
	
	

	5
	Small dressing set
	1
	Priority

	
	Each Set Consists of:
•	Gallipot/Cup  S/S 180 ml 2 pcs
•	Tray Instrument with Lid  320 X 125 X 50 mm Deep 2 pc
•	Forceps artery kocher COF BJ.S/S 180mm. 1 pc
•	Forceps Dissecting Bonney's 1X 2 Teeth S/S 150 mm 1 pc
•	Forceps Dissecting Plain serrated jaws S/S 150 mm 1 pc
•	Forceps Dressing Bryant’s serrated jaws S/S 125mm 2 pcs
•	Scissors Blunt Point Straight SJ. S/S 120mm 1 pc
•	Sterilizing and storing case St. St. with filters 230x130x50 mm 2 pc
	
	

	6
	Dressing Trolley, 2 Shelves St.Steel
	1
	Priority

	
	Mobile On Swivel Castors 
Include The Followings:
a. Dressing Drum Holder.
b. Thermometer Holder.
c. Forceps Container Holder.
d. Instrument Tray.
e. Collapsible Table.
f. Drawer.
g. Sponge Bowl.
i. Dressing Jar.
j. Stainless Steel Made.
	
	

	7
	Gynecological Exam Bed
	1
	Priority

	
	-Three sections,metal construction ,epoxy coated, with four castors of diameter five inch with central brake, heavy duty ABS mattress base, 80 mm durable hygienic mattress,collapsible side rails, leg section mattress, adjustable foot supports, retractable foot section
Adjustments:
* Height              : from 550 to 900 mm
* Back section   : 70 degree gas spring assisted
* Trendlenburg  : + 12 degree & -3 degree
Complete with:
· Mattress
· sliding st/st bowl 
· leg rest with straps
· side rails
· adjustable IV stand
5 protective pampers
	
	

	8
	Double Foot Steps
	1
	Priority

	
	-Steps for Examination Couch
-Metal construction,painted with elecrostatic powder, two steps
 dimentions: 50* 50 * 45 cm
	
	

	9
	Examination light mobile
	1
	Priority

	
	
SPECIFICATIONS
Heavy base with low centre of gravity.
Single light head with LED lights in cluster.
Articulating arm between light and base stand.
Base with 5 anti-static swivel castors in a star formation.
At least two castors have been equipped with brakes.
Minimum 14 cm fixed focus field of view.
Minimum illumination of 60,000 lux at 0.5m.
Minimum colour temperature between 4,000°K.
Minimum colour rendering index (CRI) of 95.
Minimum LED life more than 40,000 hours.
Floor to light height adjustable to include at least range of 1.1 m to 1.75 m.
On/off switch.
Power requirements: 100 - 240 Volts - 50/60 Hz.

SUPPLIED WITH
Instructions for assembly, use and maintenance in English

	
	

	10
	Stretcher for patient side rails and I.V. stand
	1
	Priority

	
	Painted with elecrostatic powder with removable top, with mattress and IV stand.
Four castors five inch diameter two of them with brakes
Guiding Dimensions of trolley : 190 * 60 * 75 cm
	
	

	11
	Procedure Light (Mobile)  
	1
	Priority

	
	Surgical Operating Mobile Lamp. Shall be very stable on castors with antistatic rubber bands. 
The lamp shall be shadowless ( with Batery OR Sutabl UPS )
Requested luminous intensity: From 125000 Lux at 1.0 m
Lamp rod shall be adjustable in height. As an indication: 1200/2000mm, whilst
the distance rod/center of lamp head shall not exceed 850mm (Stability)
Shall comply with EN 60601-1. CE marked
Power Supply: 100 - 240V,50/60 Hz   (46 watt)
	
	

	12
	Autoclave benchtop 40 liter.
	1
	

	
	The unit fitted with a front-loading door.
The internal chamber made from stainless steel 316Litre.
The internal chamber has a volume of 40 Liters or more.
Vacuum relief line should be filtered with ≤0.3 µm pore size to allow sterile air into chamber.
The unit is provided with a minimum of three (3) internal shelves.
The unit has a standard program at 2.2 bar at a temperature of 134°C.
The unit has a standard program between 1.0 and 1.1 bar with a temperature between 118 – 121°C.
The unit is fitted with a safety lock on the front door, preventing the door to be opened when the unit is under pressure.
The unit provided with an internal water tank with a capacity of 4.2 litre or more.
The unit equipped with a steam generator.
The unit is designed in such a way that outer surfaces remain at safe temperatures when the unit is in operation.
The unit is designed and constructed in such a manner that it is able to withstand frequent disinfection with hospital-grade products.
The unit is able to function on a single-phased power grid.
Power requirements: 240 Volts - 50/60 Hz (A 110 Volt unit is not available
SUPPLIED WITh:
     3 x sterilizer baskets.
     3 x spare gaskets (chamber/door) 
     User manual in English
     Shall comply with CE marked or FDA Certificate.
     1 Year comprehensive warranty, from the date of installation and commissioning
	
	

	13
	Bed, hospital, standard, with mattress.
	4
	Priority

	
	
Specifications:
Mounted on 4 swivel castors, heavy duty, 2 with brake.
Transfer bars connect lower distal portions of the 2 foot-end and the 2 head-end legs, providing maximal structural strength.
Protective bumpers at all four corners.
Bed-ends, finished with panels.
Two-section platform, epoxy-painted steel mesh with side supports to immobilize the mattress.
Mattress cover removable via side zipper.
Manually operated crank allows adjusting the backrest to 45-70 degree.
Crank-handle folds away underneath the bed.
Material
· High resistance to corrosion (tropical environment).
· Frame: epoxy coated tubular steel.
· Mattress: high density polyurethane foam, density is 30kg/m3.
· Cover: plastic, flexible highly tear resistant, anti-static, flame
    retardant, disinfectant - and liquid proof, washable.
· Castor frame/bracket: steel.
· Caster brake: total-lock type (wheel and rotational lock).
· Caster wheel: single wheel, mold-on type, non-hooded (for easy maintenance).
· Wheel bearing: sealed bearing in the swivel and the wheel.
· Swivel is ball-bearing.
Dimensions:
· Sleeping surface: 200x90cm (l x w).
· Height of surface, without mattress, fixed: 50-51cm.
· Mattress: 12cm (h).
· Bed frame: 5-7x3 cm (h x w) 2mm (thickness).
· Leg frame: 3-3.2cm x 2.0mm (thickness).
· Swivel castor wheels: 3x12.5cm (w*diameter).
2 castors with brakes.
Carrying capacity: 150-240kg
Knockdown construction
Supplied with:
· 1 x complete set of tools required for ass-70embly
· 1 x fitting mattress with cover
	
	

	14
	Instrument Cabinet (glass, lockable, 2door)
	2
	Priority

	
	Specifications:
Instruments storage cabinet, double door
Mounted on 4 sturdy supports, all finished with height adjustable feet
Recessed safety glass in the doors allows for viewing of cabinet content
Safety glass is supported by door frame on both sides, leaving no glass edges exposed
Inside reinforced fixtures facilitate height adjustment of the 4 shelves
Doors are triple hinged, closed with handle and lockable with key
Two-point lock, slides in frame at the top and base
Key is unique for each single cabinet, key-bow folds away from key-blade 
avoid in breakage when inside lock
Clearance underneath the cabinet allows for easy cleaning
Materials:
· High resistance to corrosion (tropical environment)
· Adjustable feet: rubber or nylon
· Frame, side panels, base, top and shelves: epoxy coated plate steel
· Doors: hardened safety glass, grounded edges, with key-lock.
Dimensions:
· Cabinet, overall: 80 x 40 x 180-190cm (l x w x h).
· Clearance underneath: 10cm.
· Safety glass: 4 mm (thickness).
· Front glass area: 65-70%.
· Frame, drawer, door and panels: 1.2 mm (thickness).
· Door, opening angle: 180 degree
· Carrying capacity, each shelf: 25 kg.
· 
Knockdown construction: yes
 supplied with:
· 1 x complete set of tools required for assembly
· 1 x set of 4 shelves
· 1 x set of 2 keys, unique per cabinet
	
	

	15
	Instrument stainless steel tray 
	1
	

	
	  Content 
· 3 x Tray, dressing, ss , 480x330x20mm
· 3 x Tray, dressing, ss, 300x200x30mm
· 3 x Tray, Instrument, ss ,225x125x50mm w/cover 
· 3 x Tray, Instrument, ss, 310x195x60mm w/cover
	
	

	16
	Instrument sterilizing drum
	1
	

	
	Content 
· 2 x Drum, cylinder, diameter, 165
· 1 x Drum, cylinder, diameter, 260
· 1 x Drum, cylinder, diameter, 290
	
	

	17
	Small dressing set
	1
	Priority

	
	Each Set Consists of:
•	Gallipot/Cup  S/S 180 ml 2 pcs
•	Tray Instrument with Lid  320 X 125 X 50 mm Deep 2 pc
•	Forceps artery kocher COF BJ.S/S 180mm. 1 pc
•	Forceps Dissecting Bonney's 1X 2 Teeth S/S 150 mm 1 pc
•	Forceps Dissecting Plain serrated jaws S/S 150 mm 1 pc
•	Forceps Dressing Bryant’s serrated jaws S/S 125mm 2 pcs
•	Scissors Blunt Point Straight SJ. S/S 120mm 1 pc
•	Sterilizing and storing case St. St. with filters 230x130x50 mm 2 pc
	
	

	18
	Gynecological Examination Set
	1
	Priority

	
	Each Set Consists of:
•	Gallipot/Cup  S/S 180 ml 2 pcs
•	Tray Instrument with Lid  320 X 125 X 50 mm Deep 2 pc
•	Forceps artery kocher COF BJ.S/S 180mm. 1 pc
•	Forceps Dissecting Bonney's 1X 2 Teeth S/S 150 mm 1 pc
•	Forceps Dissecting Plain serrated jaws S/S 150 mm 1 pc
•	Forceps Dressing Bryant’s serrated jaws S/S 125mm 2 pcs
•	Scissors Blunt Point Straight SJ. S/S 120mm 1 pc
•	Sterilizing and storing case St. St. with filters 230x130x50 mm 2 pc
	
	

	19
	Infusion stand mobile
	3
	Priority

	
	Specifications:
Movable height adjustable infusion stand.
Heavy carriage mounted on 5 swivel castors.
Lower-end support column is deep and securely fixed into the carriage-base.
Solid manual lever at the upper-end of the support column, allows setting telescopic upper part at the required height.
A brake prevents exceeding the maximum height setting.
Double hook fixed at the top of telescopic rod.
Material:
High resistance to corrosion (tropical environment).
Support and telescopic column: Austenitic stainless steel 18/10.
Carriage-base: single molded unit, polypropylene.
Castor frame/bracket: polypropylene or nylon
Wheel bearing: polypropylene or nylon
Castor fixation into carriage base: stainless steel.
Dimensions:
Height, adjustable: 135-226cm.
Carriage-base, diameter: 58-60cm.
Support column: 3-3.2 cm (outside, across), 1-1.5mm thickness.
Telescopic upper part: 2.5 cm (outside, across), 1-1.5mm (thickness).
Swivel castor twin-wheel: 4-5x5cm (w x diameter).
Carrying capacity: 10 kg.
Knockdown construction: yes.
supplied with:
· 1 x complete set of tools required for assembly
· List of accessories and parts
· Detailed step-by-step instructions for assembly and safe use,
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