Project: Scaling Up Integrated Humanitarian Support to Yemen IV (SUIHAY 1V)

Bill of Quantities (BoQ) for Typical multifamily latrine construction
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PRELIMINARIES / g sall &y sasl s 234

11

Mobilization and demobilization of equipment, tools,
personnel to and from the site
&sall Ny e 281l 5ol g Cilamall s g e

sum

1.00

1.2

Clear site and excavate to remove top soil average 150m,
curt away excess soils 30m from site.
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EXCAVATION AND EARTH WORKS / dada i) Juiyy ial)

21

Excavate for the pit at any kind of soil commencing at
ground level. dia. 1m and 2 m deep and not less than
1.5m above the water table including all earth work
support, keeping the excavation free from water and
spreading excavated materials away.
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2.2

-do- but 415mm wide strip foundation to a firm ground
level not exceeding 1.0M deep and refill.
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2.3

Load wheel and deposit surplus excavated materials in
the Temporary spoil heaps around the site and level
where directed.
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SUB-STRUCTURE / 4 a) Jsbgd)

Strip foundation details / 4 il 1o/ sl Juadi

3.1

150mm thick concrete (1:3:6/38mm aggregate) and
415mm wide as strip foundation for latrine block and pit
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3.3

200mm imported hardcore wall as plinth wall beded in C/S
(1.4 mix) and raised 200mm above ground level.

4.37




3.4

75mm thick concrete (1:2:4/19mm aggregates) cast on
ditto (pit and as floor slab-refer to drawings for details)
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12mm high yield steel bars at 200mm C/C
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3.6

Binding wire for holding ditto
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Form work support and floor /4« ¥y cullsill acs
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300X25mm wide timber boards
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1.00

3.8

Erect 1:2 mortar as for APC, 20mm thick ready to
received DPC

5.60

3.90

Lay 150mm wide bituminous felt or other approved
materials as DPC to the precast concrete slabs. Overlaps
of 200mm.
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WALLING /oo

4.1

150mm thick concrete block wall beded in cement/sand
1:4, well cured for superstructure with well finished
joints/surfaces
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4.1

150X200mm reinforced concrete (1:2:4/19mm
aggregates) beam fixed as per the drawings running on
top of the door opening .
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Y12 as reinforcement to ditto
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4.1

ditto but R6 as styrups also protuding to hold rafters and

other roof members at a spacing of 175 C/C
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5.90

4.1

Provide 6"X1" formwork as shuttering to ditto.
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4.1

Ditto but 75x50mm props for supporting bottom of form
work at opennings
sl die ) g3l gl acal e 50 X 75 ulie e
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ROOFING CONSTRUCTION /ghaes) sl

Well treated 75x50mm as wall plate for rear wall
G sl # 1 & s dallas a0 50* 750k 7 5

2.60

51

-do-50x50mm rafters at 2M C/C.
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Ditto but 50x 50mm swan purlin
?450 X 503)}.&.&3)\34

5.70
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32 gauge galv corrugated roofing iron sheets as roof

covering
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DOORS /< s

6.1

Supply and installation of steel door(0.8 *2) M thickness 2
mm and the price includes: the supply of materials and
implementation and installation of side angle thickness of
4 mm and the installation of the hand locks from two side
and cleaning and polishing the door and painting works
with anti-rust paint two layers and all necessary to
complete the work on the full face of the drawings
attached and technical specifications and instructions of
supervisor engineer.
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GENERAL PLUMBING AND ACCESSORIES /aalall dSLaudl
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7.1

Supply and installation Arabic lavatory not less than
40*60cm, elbow and connecting 4" pipe PVC 10 bar to
the Cesspit, height of 2 meters 2" ventilation pipe PVC for
the latrine, removable gate valve on lavatory. The item
includes and washing facilty of plastic jar with tap and
fittings and all needed to finish the work according to
drawings, specifications, the technical asset &
workmanship, general & specific conditions and
instructions of the supervisor engineer or his
representative
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1.00

7.2

Solar lamp
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1.00

7.3

Construct a masonry base of at least 400mm of height at
one corner of the latrine from concrete block to received a
20 liters plastic bucket as load which is fitted with
handwashing tap. the base should be finished using
cement - sand of mix ratio 1:3 mortar in a single layer not
more than 10mm thick.
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BOQ SUMMARY

Total price USD
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Total for 50 latrines




