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OFFER FORM ACTED [YEMEN]
[Call] — 28] Laliiay o jal) 3 gad

Tender N-° (filled in by ACTED):
duablial) éJ

T/15FSY/6S5CSM/Site Maintenance/South/LOG/Marib&Al-dhalee/YEM/04-12-2024/001

Order ID (filled in by ACTED):
sl (aldl) Gy il 28

OF/15FSY/6S5CSM /SOUTH/ADN/PROG/20/11/2024/
Date (filled in by Bidders):

e
04-12-2024
To be Filled by Bidder (COMPULSORY)
slanll adia 5k (8 A Jgaad) b b i) Lt
Company’s Name A ) ad
(as per registration documents) (Gl G55 o)
Company Authorized Representative’s KSJ{M Lalizal) o gaiall and
Name S Al g gl Jonatlll 3l 5 s )
(as per registration documents or duly (B 5all 5 2inall can )l
signed Power of Attorney)
Company Registration Number ¢ Jaad) 28
Registration body Jraaal) A
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Company’s mailing address AS,all 53 O gind
Shop/Office/Building No il /Sl / jaiall o
Street name & kil aul
City Al
Governorate/province/district A paall / dadalaall / ddadlsall
Country ALl

Commercial representative for the bid
(if different from authorized representative)

s laall ol Siaal)
(ainal) Jindl ye AT Lasl S 13))

Phone contact number Jual i) iila a8
Landline s
Mobile o) s

Email address

AN 3l o) e

I undersigned (to be filled in by Bidders)

agree to provide ACTED, non-profit NGO, with items answering the following specifications, according to the general conditions and responsibilities that | engage myself to

follow.

PLEASE FILL IN THE FOLLOWING TABLES, ONE FOR EACH LOT:
- If the tender is divided into lots, the Bidder

Each lot

indicated for the different lots cannot be divided.

T/15FSY/6S5CSM/Site Maintenance/South/LOG/Marib&Al-dhalee/YEM/04-12-2024/001

be subject to a separate contract and the quantities

(lelanll alia (31 5k e L bl L) solial &8 sall Ul
lee Lol s e 31T 3 il g el 5 Aialiadl o g il 8 5 200 il gl Mo a3 e slrally s ) o 53 sSa e Aaliie & 5 ((ACTED) xS dadiie 25 33 e 380

Claasll Juab Sy ¥ 5 Juadia Sie 8 of [
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Description:
Implementing disaster and site reduction site maintenance for the sites affected by

flood in Marib and Al-dhalee Governorates.

Project Location:
sites affected by flood in Marib and Al-dhalee Governorates.

- The applicant has the right to apply to one LOT only or for two LOTSs.

-Prices should the cost of suppling and transportation and installation to the
IDP’s sites, where it includes the labors, machinery equipment, and materials,
and all necessary to achieve the work , and do all efforts to finish the work in
the best way. and according to specifications and the instructions of Acted
engineer.

- The applicant should submit and fill out all the part tables for one LOT. If
applying for just one part of the LOT, the price offer will be rejected

- Bidders should fill all prices requested in the Price Table below.

-Bidders must sign and stamp all pages in this document and in all supporting
documents provided by ACTED.

- Bidders must complete a mandatory Technical Offer template which includes
technical requirements.

ALL ATTACHED DRAWINGS MUST BE SIGNED AND STAMPED BY BIDDER’S ALONG WITH THE
OFFER.

PLEASE FILL IN THE FOLLOWING TABLES:
THE BIDDER MUST SUBMIT OFFER FOR THE ENTIRETY OF THE ITEMS AND QUANTITIES.

UNIT AND TOTAL PRICES MUST BE INCLUSIVE OF ALL COSTS
(TRANSPORTATION, LOADING/OFFLOADING, ETC.).

LOGISTICS
PRO-06
Version 01/2022

siua gl

2Lty ole iladles § gl (o 8y makell adlgall Liluog EylgSIl oy dodll Jlosl a3

‘ 18 9dal) ddiga
_éw‘ijuﬁmémgédM| Cra By paalall é“’-ﬂ-“

) Q#M\&GJ\BQS&‘J&GWUJQ?QM\?M&-

Jloall U3 8 Loy Jady Eua (Sl @l gal s 3 9 SR 5 5 550 ARISE (65 ) g Jlaa)-
A3y o Juably Jand) £lgY 3 ggadl 0S5 abill g Jaadl (38atl a5k La JS gl gal) g Culanall g <Y
.dﬁd\wﬁ&d\&hﬁﬁj&hiﬂﬁé&g

S Al A B¢ Baa) gl) Ao ganally Aalld) &) Y1 Jglan aran 5ty andlil) adiiall Jo caay -
) e (b i A8 ganall (e 2309 5 52

U ) Jgaa B A slhaall Jead) e sda Clplanl) atha o G -

das ) Cilafioall gran B9 dlieall 138 A Cladiall aas ald g ad gl Cilplaal) adia o qing -
ACTED gt Al

Al cldiial) ey @A) el Y1 ALY (a ad) g gl Jlas) cilpland) adia o cang -

el (a8 e LGB ) g Jglhall 8 (ha Lgaih g Lgad o8 gy 488 sal) e guu )1 gaed

40l Jghaadl sda (0

[l g Cilia¥) AB1Sy (a o aaaki] planl) atia o cang

(& .. il g cadd) ) cBlal gall) il 4818 Jad o g S ) g Baa gll jrm
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Safety and environmental impact mitigation measures:

The supplier/contractor is committed to providing safety and environmental impact mitigation measures at the site as follows:

* Personal Protective Equipment: The contractor must provide personal protective equipment to all workers in (such as helmets,
gloves, goggles, and protective footwear).

» Safety at work: The contractor must place warning signs and clear warning signs within the scope of the work sites.

* Provide a first aid kit

» Construction of a temporary bath (1.5 m * 1 m), a covered drainage pit, and water saving throughout the project time.

* Removal and transfer of construction waste with the transfer of these materials from the site to the places authorized and permitted
for such waste by the official authorities

adgall A ) SEY) Cdd g dadlwd) Cig) )
F SIS 2B gall B ) Y Al g Aadlad) il jal b sl J gliallfa s sall a3l

(AR08 a5 (A8 gl cul UAR (i RN (3l Jia) B cpalalad) asaad duadldd) laal) Cildra b gl gl o o rdaadldd) Alaal) Cilae
LJaad) é\yd&lé@b%xlﬁ&bﬁb{ulﬁ&bﬂ\ aladle pua g Jollall e :M\&LM\

LY cldlany) Godia b

G asial) g ) gh olaall b gy cBlha iy poali B oda g ¢(p 1 * 2 1.5) g alas ¢l

Laan ) cilgad) 38 Ga LI 038 Jial L 7 gamall g 7 paal) (SLaYT ) a8 gall (e 3) gall 038 JA5 aa s Uil cililiie Jua g A3
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LOT 1: Implementing disaster and site reduction site maintenance for the sites affected by flood in Marib GOV.

i ba Addblaa B J gaad) (pa By puaiall ad) gall Al g ) oSl (e aad) Jlas| 3dT ;1 J 4V de ganal)

To be filled in by ACTED To be filled in by the Bidder
SiS) Aaliia b cpa Lk plal) adka J (ya Lal
Unit Price Total Price
Clinal gall g cilia) ciay Excluding Excluding sales
il sales tax tax
N° Items description & technical specifications Unit Quantity
g 3aa gl Aaasl) 2 baagll 2 Ay )
A pia Aali Glaal) Ay yuda ALali
Slaseal ( )
( )

PART1: Implementing disaster and site reduction site maintenance for the sites affected by flood in Marib Al-Wadi district - Aal
Jalal sub district- Al-Hami Camp site.

_‘fw\ﬁhé}a-dﬁéd\:\.‘jﬁ-gé\j\ ‘%JL‘L,#ML;AJM‘O‘SJM‘ é‘}d\hlﬂﬂ\g&jﬂ\&.ﬁéﬂ\ dhﬁ\m1 & )

Cleaning the concrete irrigation canal and s SY) g Al A (g ) BLB (Al Jles)
shoulders: L yiall 2 il 5 clalaall Al ) 5 ol Jlaed 1 Jshall ially
in length meters: Cleaning and removing waste, iV sl slalall 5 jusall clils Al g jlaall s
sedimented soil, stones and crushed concrete Ju 2y g L L) die agle culS LS 3Ll 2 gad Cumy la je
dumped in the canal, trees and other, so that it Oy Ley 3Ll a8 g0 (go day Aliall Banall aladinly culalill
1 returns as it was when it was established and the ) Y Cuag s Walaial gl bl I clalaall 33 8350 a2e ML 1000
waste is transported using the appropriate e eld@Bl b b man g ple o) Gald o gl e ) i
equipment away from the canal site to ensure L pdiall adigall Calaglad g Cldia gall Wl g Jaall
that these residues do not return to the canal or
its extension, so that no damage to others results
in private or public mischief. And all that is
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necessary to complete the work in accordance
with the specifications and instructions of the
supervising engineer.

Supply of plastic Tarpaulins / (Plastic
Sheets):In numbers: Supply of high-quality
plastic Sheets ( super shield) to be used to
shelter displaced people in flood-affected
shelters. The item requires the provision of
plastic Sheets to meet the specifications
described below.Technical Specifications: -
Material: Polyethylene (PE) or Polypropylene
(PP) UV cured. - Color: Color: Orange with a
different colored inner layer that distinguishes it.
(customized). - Weight/thickness: not less
than 14 KG. - Water Resistant: 100% water
resistant. - UV resistant: treatment to ensure
that tarabil is not damaged under direct sunlight
fora minimum of 12 months. - Edges:
Reinforce the edges with nylon ropes or metal
rings (eyelets) every 1 meter for easy installation.
- Required sizes: 10 x 10 Yard. - Tear
resistance: High tear resistance to ensure that
the tarabil endures intensive uses. - Thermal
endurance: resistance to temperatures from -20
to +70 ° C. - Painting ACTED and donor logos
on the plastic Tearpaulins/Sheets. - the logo
must be approved in advance by ACTED's
engineer.The supervising engineer or the
representative of the organization must be
present in person at the time of delivery of each
sheet in order to be fingerprinted according to
the list name approved by the organization, and
no sheet will be counted without his
presence.The contractor / supplier will be

Alle 48l Julob a5 el LSiadly dul b 3,465
Gania o U o) ) (B LeelafBuN (g g all ) Bagall
Jalob s il Callay liladll (4 6y puaiall { a3l

- Al Clial gall obiol daua gall clieal gall ol 3850000
@it (PP) calus e (A sl (PE) cubitl (e 3okl

Oe Aty aih g M ol - Assdill (358 AL
14 oo Ju Y o8l - (Qllall cn) e jaad caliza o4l
GO daglia - oLl %100 G slin relll i glia - KG
el a3 ol plall (i pae Glasal Aadles dgmdill (558
Sadalall o 156512 e JE Y saal bbbl Geeddl
1 IS (Eyelets) 4nae Slils 5l o sHUl e Jhsy sl sall
535 10 x 10 st alaaly) - il Jygustd yia
Sle sl o A8 cilaladindl dal lall Jead lasal
70+ ‘;;\ 20- %) 3)\);.“ QL.;)J AA}LSA :‘.5)\)3'“ Saadll
sl S Aahia alall sl delh - Aysieds

Oe il dlaie) caag - AU Jyl okl e aclal)
osigall (558 O s sl Aelida U8 ST uiga

Ol Aadaiall (yo Acinall CaZSl Wi apml) &y S J sk
el e il o) san (550 48 a8 Jlsh () oning
pul) L ) sSha Balgudi 5 3 sall dpe Jliaal 3 5all /
Opaidal o L je ol Lo aisg 5 4l Cliaal sall
Ll o) LgiiUae o pdall uaigall e, laalaie

pcs

100
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required to bring a sample of the materials and a
certificate mentioning the name and technical
specifications and stamped to be presented to
the specialists for approval. And the supervising
engineer must match them.

Nylon rope, Length: 30m (x 0.5 m), rope Type: nylon,

¢ O9bb el 95 ¢ (@ 0.5 ) ¢ 30 :ghall ¢ G Jo

tapered or pointed edge.

dude 9l dude ddl>g

3 | Thickness:14 mm ( 0.3 mm) (2 034) o 14326kt | 1O 200
Metal Iron bar 10 Pegs, Length: 30 cm (+ 3cm), Diameter: | :yhadll ¢ (oo 3 £) v 30 :ghall ¢ 3651 10 Jubao Cibollas-
4 ® 14 mm (x 1mm), Type: Iron bar with circular head and ol G513 (S b iEeill ¢ (ke 1 2) oo p 14 set 100

Fujayh sub district- Al-Mabed Camp site.

PART 2: Implementing disaster and site reduction site maintenance for the sites affected by flood in Marib Al-Wadi district - Aal

. ) anda 2B gan praad Jf Ajen 5318l Gole o pda A Jgand) e B paiial) 2Bl gall dllua g iyl o< (pa dad) Jlas ) 2815 12 ¢ 5l

Covering latrine pits:

In cubic meters: supplying and implementing
covers for open manholes in the camp so that
the covers are made of reinforced concrete
and are in a circular shape and have a
diameter of not less than 2 meters, and the
thickness of the cover is not less than 15 cm
and the reinforcing steel is not less than 5

1 rebars with a diameter of 10 mm per meter
and the price includes materials, work wages,
casting and reinforcing iron according to
specifications and operations of the
supervising engineer.

2 sl dphas

b da giball il jlall kel ) At g 3y 68 rcasal) ally

il 541 (m BV (1555 sy b 38 232 il

Jh ¥y, e 2 8kl g8 Vg (g ia ISy (ST Aadual)
S8 Flw 5 oo el 2a g a 15 (o sl dlaw
30 ) 331n G gy e Jas o Sia 051 a1 0
okl plad LSS ) Adlia (58 ) Glana g A g sUadl)

iy g pon slad) 8 b pr 25 0 JALe 5l s
5309 A gall Jady radly sUsill G 5 8 5 L) g

A glly Bl ) Al ) il g JBS Glasa g Jand)

i e Juee) (519 gl paa 5 quall g dalial)
el Gudigal) cilanat g cila gus ) g cilinal gall 188 g atul)

M3

20
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Shabwan sub district- Al Kuwait Camp site.

PART 3: Implementing disaster and site reduction site maintenance for the sites affected by flood in Marib Al-Wadi district - Aal

Ca 9Sh) andia 4B gan ) gad J) ALjem (530 81 Gubla Ay pida B Jgaad) (e B puaiial) aB) gal) ilpa g il oS0 (pa ) Jlas | 2855 13 ¢ o)

Covering latrine pits:

In cubic meters:_supplying and implementing
covers for open manholes in the camp so that
the covers are made of reinforced concrete and
are in a circular shape and have a diameter of
not less than 2 meters, and the thickness of the
cover is not less than 15 cm and the reinforcing

s o) Aykas

prdall 3 A giaal) il jlall Al | 335 5 2y 5 58 tSall jially
05855 Andusall Bl 3l e At W) () 5S5 Cumy 3 )y 78 2am
slaall dlaws Jiy Vs, e 2 0o Wkl oy W5 50l IS
&o e dS1 a0 ki sl 5 e et yaa s 2 15 (0
U s slandl el ol bl daa (g @b ) Gadie o

8okl il g (e Bl ellae HISS ) Al 0 5S3 O)) Qe

barriers around the shelters of IDPs affected by
floods, and to direct rainwater (Floods) away
from the roads inside the camps. The work
requires filling the bags with dry sand (not less
than 30 kg / bag) and then tying or sewing tightly
to ensure that the sand does not leak and the
bags are placed next to each other so that the

pSae JS5y ALl o) oy 5l 3 (LuS/paS 30 e &)
s Lea i GV iy g dajl) i p2e ezl
P qia Ay yhay AsaSa LSV (555 Cumy anll Luiany
¢L~u:}[ 9 o\.._ud‘ @Aj USLAB UPJL‘!‘ uSLu.A d}; ‘aw\

s ) e Ll (g lae sai JUaaYl sle dn5i alss

S Y3 e e ge il 2 A () ks Gy e
JS G piall (paigall 230l g olaall (3835 Cnaany LgiSas)

1| steel is less than 5 bars with a diameter of 10 5l mdan 4 gudi e olat) JS (8 an 25 e JiVLe M3 36.8
mm per meter and the price includes materials, i Glaay daall Hgaly ol gall Jady )y slarll (uS 5
work wages, casting and reinforcing iron sy cuall y Al A 5ll s Ll ) Adae VI
according to specifications and operations of the 5 Cildal gall g ol HasY Ay )5 im Jlee) (55 bl
supervising engineer. el Gavigall Cilaglad 5 Sl gua Ml
Supply and implementation of sandbags of cilada laal andl) (Al (e dda) absST 3T 3468
burlap to protect IDP camps from floods: In Ao sican dila ;) (LT 2 g 3 ) 68 taaallrd gead) (e g U
numbers: Supply and implementation of pslia (228 60 - 50 2 daw) (Csall) oapdall (o) (1
sandbags made of natural burlap (jute) (total e _piall uigall (e laalaie ] Cang 5 uedd) Aail 5 JSUN
capacity 50-60 kg) resistant to corrosion and O Gpowaiall Cpa Ul (Slise Jga A0 Jal gaS LgaladinY
sunlight and must be approved by the lE L e 13y (lilbiagd) JUae) ol 4 sil5 e sand
5 supervising engineer, to be used as temporary calall Ja b (ulSY) 2t Jaadl ey Slapdall Jaks NoO 2000
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bags are stacked in a way that prevents water S jleall oy 5 M LaLall Sy Jd Saw Lee Lalis
leakage, around the shelters of the displaced weigall Glgaa 5 laalad Cuay g Jaladall vy Adagiall
and places where water collects and to establish REPRA

barriers directing rainwater towards temporary
waterways or towards natural drainage outside
the camp. While ensuring that it does not slip or
slip due to the flow of water. The supervising
engineer for each activity must receive from the
above before moving to the next activity, and the
targeted paths are carried out according to the
plan and according to the instructions and
directives of the supervising engineer

PART 4: Implementing disaster and site reduction site maintenance for the sites affected by flood in Marib city district - Al
Ashraf sub district- Al-Jabool Camp site.

Joall asiia ad gam Gl HEY) A e - Adyaal) e At A Jgaad) (e B uaiial) ad) gal) dilua g & )9S (e aad) Jlas Ll 14 ¢ 50

site leveling and waste removal : s ClAliall A)3) g ¢ 4 geal) Jlas
in square meteres: including works of cutting and A aa g adadl) Jlee ) Jadin g @ sall &g g 10 yall jiall
backfiling and the clearing land, filling holes, &l s addlly elly g Caanill Jady g o sall Apmlall a5V
1 removing rocks, trees, high parts, debris ...etc. Gl ia g Glbadad e iV 5 Al o) a5 Jlaa M2 5000
The price includes the removal of any wastes AUl ge gl ililaae (o A Jady el g ¢ &l Sl
and any debris from the site to an agreed plae by sled¥ aib e IS dae s ulia aiga I Ll g a8 5all (0
the authorities and the local communities and the Capdiall Ganigall Clgan 65 Cuuny Jaall
supervising engineer.
Rehabilitation of roads and internal streets: Ak 3 ga) 418N £ ) gl g cildplall Sl Bals)
(free base coarse materials from the quarries dadlisaS Ciuaaal) painall salaa (e dpilaa (i gSenl)
of the host community as a contribution) (pga
5 in cubic meters: Sl il M3 1000
compaction of the previous layer, the supply and | 45 4dda 2t 5 35 65 oh o3 Lpaplall 2 )Y Adgal Sl Sl
implementation of the soil layer B.C base coarse o am 20 ASlewy (R e 4 ) 22 )8 e B.C
for 95% compaction density with a 5% g il Loy gl Waasy ASISH alasiudy Sall 5 ()l
longititudal slant and 3% width slant; as well as %95 (e all AU Zoud JB5 Y5 cladidl daba (8 Jaal)
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the item includes repairing any damage that may
result During implementation, whether for public
services or private property, the price includes all

Jedy 2l 9 %2.5 (a2 s Jsas %4 o8 Jsh S,
Claial gall 5 Dle gus ) oy 21l S a5k e gaea
Sl uigall Cllagladi

that is necessary to complete the work in
accordance with the specifications and
instructions of the supervising engineer.

PART 5: Implementing disaster and site reduction site maintenance for the sites affected by flood in Marib city district - Al
Ashraf sub district- Al- Hajibah Camp site.

dala anda ad gan il Y A e Adaall Gle 4y uta A Jgaed) (e By puaial) 2B gall dilua g &) gSI) (e 3ad) Jlas | Ll 15 ¢ sl
Cleaning the concrete irrigation canal and 2o A1) ALY g Al AN (5 )) BLB CilaT Jlas)
shoulders: Ao i) 2l 5 clalaal) 413 Caudati Jueed anSall el
in cubic meters: Cleaning and removal of waste, Al i) GBS 5 Al Al 8Ll (5 jma (e W e 5 sl
sedimented soil, trees and other streams of the o Bl A5l Calats Jlae ) (e A0 4y 53) Ledlad 5 Lgiaa
concrete canal and its earthen shoulders to the LS 358 sy (DAl (5 )a) jalian 5 CHUSY) b Lgauia
right and left (soil resulting from previous Banall aladinly clalaall Ji a5 laelil e agle cuilS
cleaning work of the canal is placed in the Claliall 338 330 ade Ganay ey BLEN 1 g0 o ey Al
shoulders and other sources of waste) so that it s ll o) (o) @Y Cuay s aalaial sl sl )
returns as it was when it was established and the | &l 3 ball Jaby (e elatl 3 5S3all 3LN 2a5 5 ale o) pals
waste is transported using the appropriate Blaily 5 peaall s s Gk O el ) (ALY Jadl) s
equipment away from the location of the canal to b asally yie 360 Jsby saall caa )l a8 ga
1 | ensure that this waste does not return to the @8 5 Jeall e elgii a3k Lo gpen 5 Sla gl g Slaladall m3 900
canal or its extension and so that no harm to L piall udigall Cilaglat g liaa gall
others results in general/ special. canal length
shall be determined starting from inside the
channel under the asphalt line connecting Mfraq
Harib and Marib City, towards the stone paving
site with a length of 360 meters and shown in the
drawings and drawings and all that is necessary
to complete the work in accordance with the
specifications and instructions of the supervising
engineer.
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Backfilling works:

in cubic meters: Supply and implementation of
the soil layer B.C base coarse for backfilling
(gravel soil) with spraying and compaction using
the Road Roller/Compactor determined by the
supervising engineer for the need to repair and
re-fill the shoulder of the road and the lateral
inclination of the road backfill that was eroded
and washed away by the torrent, which has a
depth of more than 30 cm and what was less, it
is loaded on the item of Paving works with
squared balag stones. the compaction rate is
not less than 95%, and the backfill is done in
layers, provided that the thickness of each layer
is compacted with (30 cm) and to ensure that it is
forbidden to unload the dump load directly in the
place of backfilling or Wheel Loader, and it is
preferable that the layers of the base coarse are
furnished with wheelbarrow with spraying and
leveling with shovel and compaction (because
the quantity is small) and this ensures that the
torrential water (flood) does not descend into the
soil or fall from under the paving, which will be
implemented later, and the price includes the
removal of any waste or materials that are not
valid because The basis of the backfill or paving,
such as the large stones that have been
backfilled as a temporary emergency repair, all
that is necessary to complete the item according
to the drawings, specifications and instructions of
the supervising engineer.

) Js i

el e sS G B.C 40 Alida 5 0y 58 tansal) il
Uty 1 AUl ARl Gy ) e (s e )
&#\dﬂejjﬁdb\}ch\ (’}J u‘).umj\ uu.\..\g_‘d‘
s Jamall Lgd a5 S AN (3 pdall Agen )1 il Juall 5
2 e deae s Bl S Lo o 30 (0 S) Lgdae (555
%95 oo lall A8 Ao JB Y5 Gl JlaaVh pa )l Jlac
OeleSa o Ak JS dlaw 3 5 Y e clida e ao)ll
(o8 Bilae DAl Al gan & 5 ey Al (lasial y (s 30)
eS8 ol Glinda (558 &5 () dadady 5 J sl 5l a3 1) 1S
el () 5S) @l 5l S A gutll 5 Y e il jadly

Oe b ol &l Jsadl Bl jad ade (e dlly g (AL
Clilie (5l D) ddy el s ¢ Gin i (53} Cam ) i
leiey Caa ) ) daed ) bl 585 Y Aadla 2 3l 5e )

L geniie (5l 7 30alS Loy a3 ) 3 3l 35Sl laal)
Slaglai s Cldaal gall 5 Gla su ) avny 2l Sl 250
Gyl utigal

m3

30
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Paving works with squared stones and
cement mortar:in squer meters: The paving
works using squared stones (type: Balq) are to
be executed beside the canal at the cross
drainage outlets of the secondary road, as
indicated in the plan, to protect the road
embankment. The work includes leveling, cutting,
and filling up to a depth not exceeding 30 cm,
with the filling material being gravelly soil, not
clayey. Proper compaction and spraying must be
performed to prevent any future settlement or
erosion under the pavement, ensuring a smooth,
stable surface for the paving. No paving should
be carried out in any section until the stability of
the area and the required longitudinal and
transverse slopes are approved by the
supervising engineer. All work must be done in
accordance with the dimensions and shapes
detailed in the accompanying drawings and the
supervising engineer’s instructions.The paving
stones should be free from veins, cracks, or any
defects, and should not be water-absorbent. The
stones must be squared, with regular edges, and
securely placed on their bedding at the required
thicknesses and dimensions. A sample of the
stone must be approved by the consultant before
use. The paving is to be laid in a single layer,
with a thickness of no less than 15 cm, and the
bond between the stones should not be less than
10 cm. The paving must be executed in a way
that the paving strips have a minimum width of
25 cm. These stones should be placed on a
cement mortar layer of no less than 7 cm in
thickness, and the gaps between the stones

 Afiian) Aigally (31 Jlaaly ga ) Jue

g5 Esisall aaly Cha Jll Jleel it i sl Sially
Gl dus jall bl (o jlan die 3Ll uilas ((3L1)
Gkl Las o Aailadll Llaidl) a Ll il e il
o 30 o wn Y Gars ad )l el 5 Ay suill Janll Jaly s,
Gally il Al e 4 gean Ay 5 a3 )l 05 O Sle
@ aa,ll A i Vg da s o el Lay 2l

At )Y e s (g e 4ns e Jsemally Sl Coa )
(o Aasthaall A shall 5 Apia yall J saall i) 55 padall 4 ) il
JEY) 5 sl Gy oyl avigal) Ji (e adailal) ll
ntigal) Cilaglat s 48 jal) Ayl o o)) 8 daria sl
oo ARl laa) e Caoa ) Jlee 385y (o il

5 okaall abiaial ALE e 5 e gl }i‘ G5l s (35 )
Gl all dakiiia g Ao g p0 Caiall Jlaal 5S35 Ay sk )

3 laall abasy) 5 lSlanally g o) jo e 5 it g A8diina g
OsSes 28l I8 el Al (g LiiuY) 23 L yidy

Jo Y G an 15 oo J8 Y ASLewy sl 5 Ak (s )l
Ju Y Gumy Gl Gy au0 o Saal) g o Sl

e ik o Jlaal¥l ol pun s aiy au 25 (o g ) e
O Gl il B Y 5o 7 e J8 Y ASLeuy dfiany) 43 5all
las Lot a5 35 5 aliite U a2 o JlaaY)
(e oy rian) (3:1) Bl gy Aitany) 255l

& Oe oaall Joa b il Giag Layy Aad Adaliy

OB s obaally (355 5 Juaal sl el i of e cilalasy)
O el 8l 50l iianVL anne Jee 5 At 46 gall pua g
bl muan (8 daa o 5 A sl A el 25 G5 ) laal
bl i iz IS e gun 5 il pall Caneny il
Ll shall A 3aY) Bt eall 2 Cua Y I3 e

Lalatia g g e A a Y1 O a5 (g g A all g

w3 Y Cum g s ) G Aaliiie dual 5y 5 Lgaans ge Balnia s
abliall J shy a5 A ghall daJaY) - a2 (e Jualdll G ge
il e L) Gkl s Ao uilall (e b gea sl
Al - aull g8 Glaea e slaie W) Sasd JauY)

m2
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must not exceed 2 cm, and should be evenly and
neatly spaced. The gaps must be filled with
cement mortar, mixed in a ratio of 3:1 (cement:
sieved sand), using a soft mixture that spreads
around the stones from all sides. The gaps
should be thoroughly cleaned and wetted with
water before applying the cement mortar. A
raised cement joint should be made for the gaps
between the paving stones. Longitudinal and
transverse bands must be constructed in all
paving sections as per the specifications and
drawings, as follows.The sections should be
paved in strips, starting with the construction of
the longitudinal and transverse bands, followed
by paving between the bands in uniform and
perpendicular rows. The gap between the rows
should not exceed 2 cm.-Longitudinal bands:
These are executed along the entire length of the
paved section on the upper side, next to the
road. On the lower side, the concrete of the
canal can be used for support.Transverse
bands: These should be installed at intervals no
longer than 5 meters, and at the start and end of
each paved section.The construction of
longitudinal and transverse bands (with a
width of 50 cm and a height of no less than 50
cm) for earthen sections (with 25 cm embedded
in the road structure) should be done using solid
stones, free from veins, cracks, and water
absorption, with cement mortar mixed at a ratio
of 3:1 (cement: sand). The stones’ sides must be
smoothed, and the upper surface must be
squared, ensuring that the gaps between the
stones do not exceed 1 cm. These gaps should

JKie 505 ge 25 Y sk il o M 14 )
gl Aol Ale BE i Cogea yall adaiall g5 Al
chliall (o 50 o Ji Y gl 5 auB0 (2 n) Apaally

Daall e (B k) aus (8 s st an2Blga ) A i
slall paliaiel AL juall 5 (3881 5 (35 pll (e ALl bl
criaud ) 301 Bl Ay Aiteny) A all pladiuly 45kl
T (g ball Leadaw w5 Jlaa¥) cail s candel 3 (Jay
Leiond oy a o Jlaa¥) O deal sl G 33 Y S

oM Ll dae e elally o el ) e Ainans¥) 4 ally

leall mpan e &lu Al 5 HlaaV) G Bl Al 1

Lo ol & jaY) oy 5w Lein cile) i gl @ i ae

45 Gars jial ) Jeadl Jed 5 ¢ il oU1 Al da a0
il gyl 5 il sall Casny Jlae ) maen 25 ¢ s
Ofie I i) ) Jady s o pdiall Guaigal) Cilaglasis
Cigall Cllaglat g il sall oy s oll dsed 33al 5 Lia sy
(ayisal
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be filled with cement mortar after thoroughly
wetting them with water, with proper bonding and
filling between the stones and concrete from all
sides, leaving no gaps. The transverse bands
should be tied to the longitudinal bands during
execution. The work includes excavation to a
depth of 45 cm and should be completed in
accordance with the specifications, drawings,
and instructions of the supervising engineer.The
task also includes spraying the paved surface
twice daily for five days, as per the specifications
and the supervising engineer's instructions

Project Board
Installing a metal plate for the project made of

sheets of iron thickness 2 mm, dimension 90
*120 cm, and installing galvanized pipes (2"
diameter and 2 m height from ground level),
painting with paint resisting rust three layers,
paint columns and iron sheets with the colour
specified by the supervising engineer.

The iron columns pipes supported by concrete
footing 60 cm height (20 cm abov the ground
level) and 40 * 40 cm dimensions as per
instructuion of supervising engineer.

- The board must be approved in advance by
ACTED's Enginee

- To include ACTED's and donor's logos as well
as the location and fabricate the sign board
according to ACTED's model.

The price includes all materials and work
required to complete the work according to the
drawings, SoPs and technical requirements
given by ACTED's site engineer.

1£.9 ) da gl Jlas

e 2 pa e gleall (e de gian ¢ g pdall didns da gl Jee
b (il ol 3aee 2 8 difie o 12090 a5

2 @s¥) Jind aalis (¥ mhan e e 2 g LA5)) (a2
Ola ol a5l A3 Taall o lia glasy (adiy oal jalls (lali
i g piall Gadigall Ui (e dasal) 516 #1515 3aeeY)
s (558 (555 ams 20) ane B0 oo Al A 20 gy 52ec Y
digall lagled s o 40*40 AVl (0a)Y)

ST Goviga U8 e Aa sl slaie) ang -
Sl Aol e 28U Galdll 73 gaill s Jaall 2 -

& sall 5 J sadll

g Jan) JLiSY 4y sllal) Jae Y15 3 sall paen el Jadiy
Gllatall y Jlae Y1 285 juilaa s clealH (Jglas g il g 1

ihal) tigall U8 (pa Retiall Gl

2221l
No
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PART 6: Implementing disaster and site reduction site maintenance for the sites affected by flood in Marib Al-Wadi district - Aal
Shabwan sub district- Al- Al-Hany Camp site.

Al anda a8 gan Ol gad J) Ao 538l Gule Ay pda (B sl (B patiall @) gall Alsa g &l Sl G dad) Jlas ) 3455 16 ¢ 3ad

Supply and implementation of barrier of
sandbags of burlap to protect IDP camps
from floods:

In numbers: Supply and implementation of
sandbags made of natural burlap (jute) (total
capacity 50-60 kg) resistant to corrosion and
sunlight and must be approved by the
supervising engineer, to be used as temporary
barriers around the IDPs camps and temporary
barriers around the shelters of IDPs affected by
the floods affected by floods, and to direct
rainwater (Floods) away from the roads inside
the camps. The work requires filling the bags
with dry sand (not less than 30 kg / bag) and
then tying or sewing tightly to ensure that the
sand does not leak and the bags are placed next
to each other so that the bags are stacked in a
way that prevents water leakage, around the
shelters of the displaced and places where water
collects and to establish barriers directing
rainwater towards temporary waterways or
towards natural drainage outside the camp.
While ensuring that it does not slip or slip due to
the flow of water. The supervising engineer for
each activity must receive from the above before
moving to the next activity, and the targeted

paths are carried out according to the plan and

Ca ddilad) Jajlly olaa Al ) (i 9di) (ulsS) 39 2 )4
Glasda e djlaal e jalea Jaad (k) Ghdl)

: Jgmad) o cpa Ul bl dglead g gpa Ul

bl (Al e de siinn dola ) QuUST it 5 55 a1l
Gaadll Al 5 JSUI o slia (a8 B0 - 50 Gl dans) (asall)
il saS Leal a2y i il Cputigal) e aslaie) canys
sl e G peaiall s SN (Slase Clay o J g A5
¢Japnd) g G il U (Sl J s A 3a D) 58
Jdala L\lﬁ)}:&\ e \Syu (Q\JLAA&))LLAY\ al,.m 4.\;)35‘5

o i) caladl da il (ubSY) dias Jaall ey Silapiiall
pae Glaal aSae JS Alabad) ) day il &5 (LuS/aaS 30
) lany )l g Lua g bS5 Ja )l s
Jon colall ot i 48y play TS ulSY) () 65 g
$obae sni JUael) ol 4pn 5 als sLEY Ges U @ se
Olas g adall 7 Ja () oxds iy i gad ) A5 Aile
Cndigall w3l iy obaall (3835 Caansy LI 5l LgBY il pae
o5 Ml Ll JEY1 i s Lae TS JSI iyl
Cilaglat s 9 488 yall dans I ooy Adagriuall il jlusall
el aigall Sl 555

No
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according to the instructions and directives of the
supervising engineer
lyall Oildao Juygs
) Maintenance tools: ' . AW Ooluaad! 2oz Jlasly duygs ddally Total kit
In numbers supply and deliver all these tools:
51 Tool box: 50*50*150cm 2mm welded Galvanized a2 ASLaw 2u15090%50 pas sl (e Gilaa (B53ia Pcs 1
' Iron plate, painted with door and lock. 4 & 5aY) aa o Jaal) g Sl ae g I Alas
59 Arabic shovel, Local wooden hand, high quality, Baga 50 (gl il Aad o) e gl paa e ol bes 5
' and molded. claaill 48 jle S L dle
2.3 | Steel shovels with steel hand, high quality. Slhaloall (A Lt B 52 s and m:jj pcs 5
Arabic Hoe, medium-size, Local wooden hand, c e s . .
2.4 high quality. Temsah brand or equivalent. it 2 Sl aals et g s (e Rae) Siae | PCS 5
o5 pick-axe, rocky type from two side (pointed), B iy LVl g sl (o) ol (g sha (@) 8) silaa pes 5
) wooden hand high guality, molded. Adle Bagap dpda
26 Black plastic Bucket for the construction use (8 53 A0y Glaladiund i (8) A 3 gad @lindl Jshans 5
C L. e o | PCS
bal iy ) ae Ala Cusa(o i) 4aba 2 4n e
2.7 | Wheelbarrows with additional tube B39 53 (uligii ) 5368 il gla aa s B il o pcs 5
e
2.8 | measuring tape 5m Se 5 dsk Jue i lys | pes 5
Supply of plastic Tarpaulins / (Plastic LSl gl sk 38
Sheets): i gl ) Bl Alle AL Jul yh ) 8 raaally
In numbers: Supply of high-quality plastic Sheets (e b_aliall poaSlall Cpana cpa 5L o) sl (B Lgalatin¥(
( super shield) to be used to shelter displaced Claial gall 08 400 ol e 5 5 il ety cliladl)
people in flood-affected shelters. The item ool daia sl
3 | requires the provision of plastic Sheets to meet Al Sl sall pcs 100
the specifications described below. et (PP) Galis e S sl (PE) ol e 1ol -
Technical Specifications: Al (358 A8V
-Material: Polyethylene (PE) or Polypropylene L acs alide o f (e 4plala dida wa (M 5 10 -
(PP) UV cured. (SN REWEN)
- Color: Color: Orange with a different colored KG 14 g J8 Y g4 -
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inner layer that distinguishes it. (customized).

- Weight/thickness: not less than 14 KG.

- Water Resistant: 100% water resistant.

- UV resistant: treatment to ensure that tarabil is
not damaged under direct sunlight for a
minimum of 12 months.

- Edges: Reinforce the edges with nylon ropes
or metal rings (eyelets) every 1 meter for easy
installation.

- Required sizes: 10 x 10 Yard.

- Tear resistance: High tear resistance to
ensure that the tarabil endures intensive uses.

- Thermal endurance: resistance to
temperatures from -20 to +70 ° C.

The supervising engineer or the representative of
the organization must be present in person at the
time of delivery of each sheet in order to be
fingerprinted according to the list name approved
by the organization, and no sheet will be counted
without his presence.

The contractor / supplier will be required to bring
a sample of the materials and a certificate
mentioning the name and technical specifications
and stamped to be presented to the specialists
for approval. And the supervising engineer must
match them.

oLl 9100 e slie olall da glia -

il pae laal Aallae damadil) (358 42U Aa ke -
e 12 oo JE Y saal b _pdliall Geedd) dadl caas Jul yhall

Aiaee lala o LUl e Jlay ol gall 3 35 1l all -
o) Qi yia 1 JS (Eyelets)

Sl cwn) 035 10 x 10 A sladll slasyl -

daali Glasal (8 3aill i dlle sl (3 el A slia -
AES clalaaind Ja Ll

- ol all s 50 A gl 1l all Jasdl) e 50l -
Ausiedan 70+ N 20
el Aabiall Jiag e 5l el uigal) 0585 ) g
a8 5 apail) oy S)Jl sk JS sl die duadidy
O A a a3 Ju b () cntiag g Aadaiall (e adiadll
L)
0583 Balgdy N sall A jlias) 3 ) gall / Jgaal) e il
e e e il Lle aiy 5 Al Clieal sall 5 aul) e
S Lgitlae G i) (eigal ey | Waldie Y Cpaial)
Aaid)

Nylon rope, Length: 30m (x 0.5 m), rope Type: nylon,

¢ O3l el 895 ¢ (£ 0.5 ) ¢ 30 :Jghall ¢ Ol Ju>

Thickness: 14 mm (£ 0.3 mm) (00 0.3 1) oo 14 135kl roll 200
Metal Iron bar 10 Pegs, Length: 30 cm (+ 3cm), Diameter: | bl ¢ (o 3 %) w30 :Jskall ¢ 2Us1 10 Qeae Casblhas
® 14 mm (£ 1Tmm), Type: Iron bar with circular head and ol 63313 (S b igeill ¢ (phe 1 2) oo ¢p 14 set 100

tapered or pointed edge.

dode 3T dode d8l>9

Total Price with out sales tax (USD)
SiaY) N gally clagaall Ay Alaldi o aad) Alaa
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DELIVERY CONDITIONS: asluil) Ja g i

DELIVERY CONDITIONS OFFERED BY THE

DELIVERY CONDITIONS REQUESTED BY o
co ONS REQUES BIDDER (if different)

;,A,CTED, . ; . Ul B) clplanl) adia lgud o Al arluadl) Ja g i
(ACTED) <581 fuliia Lgullat ) aslecll J g ) T
INCOTERM bad) adel 4dgal) 4 el 43 3 bag i | DDP TO DP SITES IN AL-WADI AND MARIB
(as per last version) (poissi) alud) g CITY DISTRICTS MARIB_.GOVERNORATE
(Y JlaaY) ) INCLUDING THE DELIVERY AND THE INSTALLATIONS.

(ot Gplinal) 28 ga ) S Sl g Jana i) Jall
b ddadlagy o jle dbirag A

DELIVERY ADDRESS adedll ¢lgie | IDP’s SITES IN AL-WADI AND MARIB CITY
Office/Building No il /Sl o8 DISTRICTS IN MARIB GOVERNORATE
Street name & oLl aul cole ddag g3l ol (A pda (A cpa U Bl ga B
City Governorate/province/district Country Al 4y paal) / dadalial) / dadla iyl ke Adadlae
DELIVERY DATE Al g U5
(either X days/months from contract g sl dmal) s )l e e/ ase X L) ONE MONTH
signature or fixed date DD/MM/YYYY) (A /e / a5 23na aa) g g
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LOT 2 : Implementing disaster and site reduction site maintenance for the sites affected by flood in Al-Dhalee GOV.

pdual) ddlaa B J gand) (e By palial) 2Bl gall Ailua g &yl oS (pa dad) Jlas | 34 1 AL de ganal)

To be filled in by ACTED
2iS) dalita S8 cpa Lk

To be filled in by the Bidder
slaal) atia 38 (e Lad

Unit Price Total Price

Clia) gal) g Cilial) Cia g Excluding Excluding

L - ) sales tax sales tax

o Items description & technical . .
b specifications il QUETMIY
Ky sas gl sty Al | sy el
Ay i Alalis Ay pa dlalss
Clagaall Slaall

( ) | ( )

components for Flood Mitigation in Qa'tabah district - Qa'tabah City sub district- Sahda Camp B site.

PART 1: Implementing disaster ,site reduction site maintenance for the sites affected by flood and distributing the required work

A ata (b O geall g cililiadl) ) pudal (ra chBRAN 4 glhaal) Jlae¥) il 3Sa &35 9 O gamad) (o B puiall @B gal) Ailpaaa g )5S (pa 2ad) Jlas ]
o A ) Baguw andia 8 gan didaad dlpaa Al jo - dukand

AT 11 o0l

* 00

The price including the labors, machinery
equipment, and materials, and all
necessary to achieve the work , and do all
efforts to finish the work in the best way.
and according to specifications and the
instructions of Acted engineer.

Note:The Supplier/contractor must provide
all the safety tools needed for the works
either to site staff or to the working site

9 Oldanly OVl Jloatl €l § Loy Jodo yeadl
Syl 5o pelly Jall i) il s 55 Sl
Olisolgall Bhgg ddsybo Juadly Joall slgiy

oD ol usigoll Ciloglady

oDl Bs dgis Jgliall/dygell p b :dla>Hlo
Joadl 2890) ol Jloall elgu 289001 § Joxld Ao
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1 | Excavation works: Lyl Jles!

Execution earthworks to a depth of 0.5
metres, level the bottom of the excavation dgud 2o s 0.5 Gon Aol ©bya=ll Jlasl duiss m3

1.1 | and do everything necessary to complete Gy Joadl £lg3Y a3k Lo S Jos g yal g3 3 100
the work according to the instructions of the B adl Judigell Olgaz gl £
supervising engineer.

2 | Backfilling works : : Olea gl Jlesi

Implementation backfilling works with soil
from the same site after completing the do cldg dundd xBgall (po DAL Oles)l Jlael duais
gabion works, so that backfilling is done plodl (e p3)l 0 Cuon Wb gl Jlael JleSoeu

2.1 | from the front, back and sides, where the Olids e 0ol 0950 Eum Cilgarll ey Calsdl g ?3 70
backfilling process is carried out in layers 25 prble 5 Josg i HuGg clodb ()3 o3 o 25 £
cm thick according to the specifications and B all Gudigell Oladaly Olasolgall G
instructions of the supervising engineer.
Supply and installation of filter cloth: Doy S (aled (389 L)yg3
This item includes the supply and Folan ine Jiled (uSyig dygi maiall lda esaiy
installation of filter cloth made of polyester, | Jaxi pasas cosbld! ol kg ngjj.@%n o
polypropylene or nylon, designed to condlall Jolge g 219 dughoyl e duiad) (B9 L)l
withstand environmental conditions such as Jeosd e 5089 Gl laglie el 9950 O o
humidity, salts and weather factors. The (aSAl U8 4898 Poubgall panlall b (o Jasiall

29 cloth must be tear-resistant and able to e S ghledl gudg Olasa) (o)1 gl o L.M 95
withstand the pressure from the gabion sl olasl gl b.e
structure placed on top of it. Before (b)) ) el 3 I T oo 2yl
installation, the ground must be leveled to e e 2l Cllall Caw) ST o1 50 100 :Jghall
ensure the cloth is placed correctly. (poweld!
Technical Specifications: (bl ) Sl 91 gl 105U
Width: 1 to 3 meters (on request). 20/ply> 3005 100 o t0)9)
Length: 100 meters or more (on request oo 1 dl 00 0.2 9o ol il
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based on the gabion size).

Color: Black or grey (on request).
Weight: Between 100 and 300 grams/m?2,
Thickness: 0.2 mm to 1 mm.

UV resistant.

High tear resistance.

Installation: The cloth is secured using
ground pegs or specialized clips, with the
edges overlapping by 15-30 cm between
layers to prevent water leakage. and to do
everything necessary according to the
specifications and instructions of the
supervising engineer..

i) 398 dadd) daglie

el B Aaglia

9l dudyl Sl plasiwl Guledl ol ok reuSH
30-15 sMies Blgadl J515 o cduasaiiio chlie
pble S Josg slodl Cud pind wlidall (e
O eall odigall Solodlady ol gall G

3 | Cement Concrete works: rdiiowd! Blwysell Jlos
Plain concrete: dole Blw,s
implement cement concrete of salty- polaell (SS9l Cowuedl (po didle diluwys- Juais
resistant Portland cement with a resistance s 200/ 025 180 e J&5 Y dogliey DWW
of not less than 180 kg / cm2 with mixing duo)y (8S - oy - cinwsl) (4:2:1) lals
ratios (1: 2: 4) (Cement : Sand : Aggregate) Otiye Bl Bed (il JodtS 9 010 oo qu M3
3.1 | for the floor of the corridors, 10 cm thick, Jnaia Aoy Aleatly slgald palll po o3 Lo S5 Lia g 3
and includes spraying for a week twice a day 2B nadl peaigall Olgazr g5 9 Slisolgal) Tad Jaall £
and all the necessary price for the materials
and labor needed to carry out the work.
According to the drawings, specifications
and directions of the supervising engineer.
a Defenses (Gabiones) Works: (b gualodl) el Jlash
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Supply and implementation of gabions
(excellent quality iron mesh, 3 mm thick,
with openings not exceeding 4 cm, in
different longitudinal sizes) to protect the
soil and ground from rainwater and floods.
The height of the gabion mesh must be 1 m,
its width 1 m, and the length of each gabion
basket (2 m, 3 m, 5 m) according to the

Bilias dus g (S i) Dol daily dyg
Glulioy e 4 e LY Olally olo 3 dSlew

oo o 2V 9 LA Dlaxe) (Adlizeall ddglall

0 Ogredl s )1 0550 Cmmy Jgaand] 9 5lna)
£2) Ogar daw S Jsbo 0950 Cu 9 01 256 5 £1
g o ¢ ZlimYlg Cllall s (05 ¢ p3 ¢

op ©lelyall dal g dalisee plax>b duwlindl HlxadIb
S e o @ 9 ol g oYl uSs sl

the work as per the drawings and the
specification instructed by ACTED engineer

9 Ou-@b,d‘j CJLAj_w_).U Ln.da dAa.” ;L@J)’ ﬁ_}b
Wl Gudigall Oladas

4.1 | request and need, with filling them with gz Obgoldl oy o o de Qg Wi r;?, 185
suitable stones of different sizes and filling e S Jol dpnaidd a3 Lo S Jos g paae £
the spaces between the stones with crushed 8 nadl edigell laadad Cawsug
stones and gravel. It is built in the form of a
gabion mesh, with the gabions connected to
each other and doing everything necessary
to implement the work well and according
to the instructions of the supervising
engineer.
Sign Board : Supply and installation of . . . . .
metallic sign board to includes ACTED and ) ‘t}jj “‘f“s’)’i J:D.y gl ‘.bjj f’f‘sfﬁﬁ“))y
L . @Mbw@\cJW|W@M@WW\
5 the donor logos, project's details, and the e 5 Jado Jall . absally Jgaally i) lats Al NO 1
location. includes all necessary to complete i ’ dde

PART 2: Implementing disaster ,site reduction site maintenance for the sites affected by flood and distributing the required work
components for Flood Mitigation in Qa'tabah district - Qa'tabah City sub district- Central Security Camp site.

Ay g A Jgadl g cililiadl) ) pudal (pa Al & glhaal) Jlas¥) il gSa g s 9 O gaal) (ra By suaiall @8] gal) Ailpaa g ) 58N (pa dad) Jlasf 1T 12 ¢ jal
L S al) OaY) asdia 2B gan dgand Aliaa Al o - Akl
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The price including the labors, machinery
equipment, and materials, and all necessary to
achieve the work , and do all efforts to finish
the work in the best way. and according to
specifications and the instructions of Acted
engineer.

Note:The Supplier/contractor must provide all
the safety tools needed for the works either to
site staff or to the working site

lgall g Sldzallg Y9 Jloadl €l § Lo Jodin yadl
Joall £1g3Y 294201 S plidlly Joall Gedotd a3k o S
woigall Slerdaly Oldsolgall Widgg Ayl Jiadlo
RPN

4031 Aol Bt A g Jliedl/ )y gall a5k dla>do
Joa)l 289 ol Jloald clguw 239l 3 Joald

acted and donor on them with the requested
dimensions ( pics of donor and logo will be
sheare) described below.
Technical Specifications:

-Material: Polyethylene (PE) or Polypropylene

oG qua_ya” (p.ﬁ)ya 3.%[22«.0
sl laselgell

@b (PP) crbogy 92 of (PE) okl g2 80l -
Al (398 AL

Wjrad Calises Og) (o Ao didb ao JWSy 1ol -

1 | Backfilling works : : Oledyl Jlest
Implementation backfilling works with soil from
the same site after completing the gabion works, do Mg dunds aBgall (o AL sl Jlash daass
so that backfilling is done from the front, back 29 pledl e eyl i Cpmn Wbgulll Jleel UL m3
1.1 | and sides, where the backfilling process is carried o 25 olids e pa)l 0950 s Cilgzell (yag calsl
out in layers 25 cm thick according to the Olaslgall o p3ble S Jaeg Iz Hig sladb ()5 o 3(‘
specifications and instructions of the supervising . el edigell Oladadg
engineer.
2 | Plastic Sheets Works: 1S Julylall Jlesi
Supply of plastic Tarpaulins / (Plastic Sheets): S Jalylo L) g3
In numbers: Supply of high-quality plastic Sheets Rew ©HAN) Bagxdl ddle ASdl Jwlybs 195 13dall
( super shield) to be used to shelter displaced 0o By paiall g2l Gaud (Wl elgl (3 Lgalasaiwd(
people in flood-affected shelters. The item (o5 &Sl Julb 895 widl ey . blasdl!
requires the provision of plastic Sheets to meet lede degian eelwll g dadaiall Hlads Jooxd 9 ilasolgall NO
2.1 | the specifications along with printing the logos of | i)l odigall Jid (po dgllasdl Olulia)l s sie
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(PP) UV cured.

- Color: Color: Orange with a different colored
inner layer that distinguishes it. (customized).

- Weight/thickness: not less than 14 KG.

- Water Resistant: 100% water resistant.

- UV resistant: treatment to ensure that tarabil
is not damaged under direct sunlight for a
minimum of 12 months.

- Edges: Reinforce the edges with nylon ropes
or metal rings (eyelets) every 1 meter for easy
installation.

- Required sizes: 10 x 10 Yard.

- Tear resistance: High tear resistance to ensure
that the tarabil endures intensive uses.

- Thermal endurance: resistance to
temperatures from -20 to +70 ° C.

The supervising engineer or the representative
of the organization must be present in person at
the time of delivery of each sheet in order to be
fingerprinted according to the list name
approved by the organization, and no sheet will
be counted without his presence.

The contractor / supplier will be required to
bring a sample of the materials and a certificate
mentioning the name and technical
specifications and stamped to be presented to
the specialists for approval. And the supervising
engineer must match them.

(AR )

KG 14 o Ja5 Y iyl -

Lol %100 doglie :slel) doglie -

s pus Olasa) ddlas tduaniindl (398 dxis doglie -
12 oo Ja85 Y bued 80bedl (uedd! dail cos Jwlydall

Olal> ol Ogloldl e s Colgell 303a3 1 dlgell -
il Joguadd Slo 1 S (Eyelets) dodxe

()l ) 051 10 x 10 :dughlanll plxsYl -

Joz Olewa) B3edl dup Adle daglie 1 @5edl daglie -
AaSa) Olelusaw Jolylall

- o0 Byl il doglie ZL_SJ‘):J‘ ozl (e 8yaall -
Aogie Ay 70+ J] 20
o delaiall e (0 91 B el pudigall 055 OF o
sl Bdy cumad! ok $ Jbb S pdud die diaseio
09 4850 @3 Jbyb S iz (19 dalaiall o daaall
.0) o>
Balgig olgal) dige Hlaz 3)5ll / Jglaall e Cllarw
loye pid Lgade pisug duall Olasolgally el gd H5Sie
lgxislae O uadl eaigall ey . askuaed cuaiseed e
IRVFSTY AT

Nylon rope, Length: 30m (£ 0.5 m), rope Type: nylon,
Thickness:14 mm (£ 0.3 mm)

¢ 09kl el 895 ¢ (p 0.5 1) p 30 :Jgkall ¢ Oghl Ju
(2 0.3 1) oo 14 :8SLod!

NO
dde

16
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4

Metal Iron bar 10 Pegs, Length: 30 cm (£ 3cm),
Diameter: ¢ 14 mm (£ 1mm), Type: Iron bar with
circular head and tapered or pointed edge.

¢ (pee 3 1) o 30 :Jghall ¢ 5UoT 10 Qe Cibllas-
G5 Gt o gl ¢ (ko 1) e 14 55 Lal

NO
dde

8

PART 3: Implementing disaster ,site reduction site maintenance for the sites affected by flood and distributing the required work
components for Flood Mitigation in Al-Dhalee district - _Sanah sub district- Habil Al-Minzar Camp site.

Ay pa2a (b geall g cliladl) ) judal (ha iRl & glhaal) Jlas¥) il g8 1558 9 J smeall (ha By pucaiial) @B gall Lilpua g ) 981 (o 2] Jasf 3855 13 6 5

Juaial) Jan i 28 gan 7l Al e adlal

The price including the labors, machinery
equipment, and materials, and all necessary to
achieve the work , and do all efforts to finish

e3lgadl 9 Claally YNy Jloadl I3 3 Loy Jodid yauudl
ol £lgY 3942l S pluiilly Joadl Badoedd o3k Lo c,s;
weigall Cleddaly Olasol gall L399 iyl Juadls

will be used must be from the same area of the
camp. The price includes any additional
equipment or materials necessary for
construction and everything required to
complete the work in the best possible way and

the work in the best way. and according to . ol

s specifications and the instructions of Acted
engineer.

1 | Backfilling works : : Slweayl Jlesi
Supply, implementation and construction of an Ao b gl sl eladly Juasy dyy g 1 glall AL
earthen barrier with a height of one meter and a WAl oy 2o (sledl Gyzmo sline (brg=dd dume) fte yoye9
width of two meters (a barrier to divert the (Jgaddl) A3yl daido S clos i O azorg il £ U1
water course) with spraying of soil during oudd o ol et @ LA 0585 Of (e clguud
implementation. Each layer must be compacted 4dlpl slge gl wilng=d () Jodin yrudly useoll didaie LM

1.1 | with the same bulldozer (shovel). The soil that g dzg JS| e dl plesY a3k Lo S £LadYl pg3) J;-ﬁ 40
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according to the instructions of the supervising
engineer.

- Weight/thickness: not less than 14 KG.

- Water Resistant: 100% water resistant.

- UV resistant: treatment to ensure that tarabil
is not damaged under direct sunlight for a
minimum of 12 months.

- Edges: Reinforce the edges with nylon ropes
or metal rings (eyelets) every 1 meter for easy
installation.

- Required sizes: 10 x 10 Yard.

- Tear resistance: High tear resistance to ensure
that the tarabil endures intensive uses.

- Thermal endurance: resistance to

Al pue Olasa) ddlae 1zl (398 dxi doglin -
12 oo a5 Y 8 8 b)) (el dail oo Jol o)

Olal> ol Oglldl e o Colgell 30323 1 dlgell -
o) Juguld Ao 1SS (Eyelets) dsuae

()l ) 0350 10 x 10 :dsghlanll plxsYl -

Joi Olasa) @raill dup didle daglie 1@3eill doglin -
LSl Oleluseiwd Sl )l

-OR 5)[).7:“ L"Jl?_).) :X.Ajlfu :L_S_)b-"‘” M‘ ul.c 5_)..\.5.]‘ -
Asgie A0 70+ 4] 20
ol dalaiall Jiao op0 9 OB il uigall Q_9S3 Ol e
aaSl) adg euad! o § Jiyb S paled is duaseiy

2 | Plastic Sheets Works: 1SS! Juslylall Jlest
Supply of plastic Tarpaulins / (Plastic Sheets): S Jalylo L) g3
In numbers: Supply of high-quality plastic Sheets 2w SN Bagaddl Adle ASHdl Julb duyg5 tauall
( super shield) to be used to shelter displaced O 8) paiall {2l s Wl sl gl (§ gl
people in flood-affected shelters. The item (5 &Sl Julb 895 widl ey . oblbasdll
requires the provision of plastic Sheets to meet e degidao eeludl g dabaiadl Hlais Jood 9 ilaselgall
the specifications along with printing the logos of | i) Bl (edigall Jud (1o ghlaadl Oluliell s
acted and donor on them with the requested LT dosd gall () 940 4S)line
dimensions ( pics of donor and logo will be 1)l Olasslgall
sheare) described below. Bl (PP) cwgn d s 9 (PE) ¢l Jo 8okl -
Technical Specifications: il B398 daiNL
-Material: Polyethylene (PE) or Polypropylene el Calizes Og) (o dddsls diids o JSy 105l)! -
(PP) UV cured. (el cws)
21 - Color: Color: Orange with a different colored KG 14 o J&5 Y 1039l - NO 76
) inner layer that distinguishes it. (customized). .l %100 doglis 1slol) doglin - dde
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temperatures from -20 to +70 ° C.

The supervising engineer or the representative
of the organization must be present in person at
the time of delivery of each sheet in order to be
fingerprinted according to the list name
approved by the organization, and no sheet will
be counted without his presence.

The contractor / supplier will be required to
bring a sample of the materials and a certificate
mentioning the name and technical
specifications and stamped to be presented to
the specialists for approval. And the supervising
engineer must match them.

03% B 5 Sy (§) iy ()9 At (yn Aans)
.0) g

B3lay Slgol dxee sl ygall/ Jglial! e s
len2ye @il Lgdke isug Aol Olaolgally el lgud 555 e
giislas O dead] udigall ey . BolaieY cpaiiall e
RWSC NI

Nylon rope, Length: 30m (+ 0.5 m), rope Type: nylon, ¢ Oghb idudl 893 ¢ (0 0.5 %) p 30 :dghall ¢ Oghb Jum NO 152
Thickness:14 mm (+ 0.3 mm) (02 0.3 t) oo 14 :8Slodl Sde
Metal Iron bar 10 Pegs, Length: 30 cm ( 3cm), ¢ (e 3 1) o 30 :Jghall ¢ 5UoT 10 Qere bz NO
Diameter: ¢ 14 mm (+ 1mm), Type: Iron bar with SH1S S Caad 1ggidl ¢ (oo 1 1) @lo ¢ 14 1 ylasll e 76

circular head and tapered or pointed edge.

e ol dude A3l>g il

Total Price with out sales tax (USD)
(S A N gally Clagaall Ly pa ALalls 8 ) (o
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paleal) Jn g

DELIVERY CONDITIONS REQUESTED BY
~ ACTED
(ACTED) 58/ dalaia Lgullst 3 aulocil Ja gy

DELIVERY CONDITIONS OFFERED BY THE
BIDDER (if different)
A ) clpland) adia lpda e Al anladil) Ja g
(Aalida culs

INCOTERM
(as per last version)

eb'a,a.“e...\.‘uﬂ A gal) Ay jlacl) 48 ) Ja gy
(posissi)) el
(oY laay) )

DDP 10 IDP SITES IN AL- AL-DHALE’E AND
QA'TABAH DISTRICTS AL-DHALEE
GOVERNORATE INCLUDING THE DELIVERY
AND THE INSTALLATIONS.

(A oaday (pddianal) @B ga () S i) g Jaua g3 Jalde
adlual) Asdlaay adual) g ddaad

DELIVERY ADDRESS asldll i sie | IDP’S SITES IN AL-DHALE’E AND QA'TABAH
Office/Building No il /Sl 8 DISTRICTS AL-DHALEE GOVERNORATE
Street name gLl ) | Ailaay adudal) g dudaad e b G U a8)ga B
City Governorate/province/district Country Al &y yoaall / daaliall / Adadlaalldiaal) il

DELIVERY DATE paadil) o )

(either X days/months from contract Gl sl il w2 e e/ asm X W) ONE MONTH

signature or fixed date DD/MM/YYYY) (A /e / @ g 30na Qg gl
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1sUaal) adia b o

GENERAL CONDITIONS RECOMMENDED BY ACTED
(ACTED) iSj daliia Lgia 58 dale Ja g

GENERAL CONDITIONS OFFERED BY BIDDERS (if
different)
(At cis Ala ) Glplanl) atha lpda o dale bl

VALIDITY OF THE OFFER
o dadua

12Months
12 )

TERMS OF PAYMENT
cﬁﬁ\ da g

BANK ACCOUNT IN TADHAMON BANK
Qo oy b S Glal) S Juy

Name of Bidder’s Authorized Representative:

sUaal) atial Adinal) cugdiall aul

Authorized signature and stamp:

Aainal) ATAY) g A gl

Date:
t..) gLl
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