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PLEASE REVIEW MINIMUM TECHNICAL SPECIFICATIONS AND IN CASE OF VARIATIONS, Gliaal) aai Cony ALK Juualiil) i ¢ CUERY) Al 5 2l i) gall o (S0Y) 2a]) dxal e (2
PROVIDE FULL DETAILS. SAMPLES AND CATALOGUES MUST BE PROVIDED WERE INDICATED. JUHEN GNP
Project Name:
LOT 1 : Implementing disaster and site reduction site maintenance for the sites affected by flood in Marib . &JJ;:.A&\ ?‘““
Gov o be Alsilag 8 () ganad) (a5 ) uaiall @ gal) Al g 51 9S00 cpa n) s 24551 1091 e panall
LOT 2 : Implementing disaster and site reduction site maintenance for the sites affected by flood in Al- ) Aliblas B J gaeall (ya 5 pudaial) @) gall Al g )5S (ya 2ad) (Lo ) 5 ; 4500 Ao ganall
Dhalee GOV - ) ’ T |
& s il a8 50

Project Location:

- LOT 1- IDP’s sites in Al-Wadi AND Marib CITY districts in Marib Governorate L. . . R .
-LOT2- IDP sites in Al- Al-Dhale’e and Qa'tabah districts Al-dhalee Governorate ke Alidlae G jle Adpda g (5908l (e (2 (U @Bl ga 1] A ganall -
Jdbal) Aidlaag adlall g ddaad (5 paay (B Gaa N Bl 1 2 de ganal) -
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The bidder should not stamp or sign this Technical Offer to allow fair and
trasparent technical evaluation.

PLEASE FILL IN THE FOLLOWING TABLE FOLLOWING OUTLINED STEPS:

1.

2.

THIS TABLE SHOULD BE COMPLETED IN CONJUNCTION WITH THE
TECHNICAL SPECIFICATIONS OUTLINED IN THE FINANCIAL OFFER.

THE BIDDER IS EXPECTED TO PROVIDE TECHNICAL CATALOGUES OR ANY
OTHER MANDATORY TECHNICAL DOCUMENTS AS PER REQUIREMENTS IN
THE TABLE BELOW.

THE BIDDER MUST INDICATE ORIGIN AND BRAND OF EACH ITEM.

THE BIDDER IS NOT REQUIRED TO REPEAT TECHNICAL SPECIFICATIONS IF
ITEMS MATCHES MINIMUM STANDARD OUTLINED IN THE TABLE. IN CASE
TECHNICAL SPECIFICATIONS VARY, THE BIDDER MUST INDICATE
PROPOSED TECHNICAL SPECIFICATIONS.

PHYSICAL SAMPLES OF MATERIALS WILL BE REQUESTED DURING THE
COMING TECHNICAL INSPECTION STAGE.
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Failure to comply with the above outlined requirements might lead to a disqualification.
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2/13

T/15FSY/6S5CSM/Site Maintenance/South/LOG/Marib&Al-dhalee/YEM/04-12-2024/001

PRO-06



&9 acted

- Implementing disaster and site reduction site maintenance for the sites affected by flood in Marib and Al-dhalee Governorates.
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Dimensions:
Material (length*width*height)
Name & Weight
Minimum Manufactory/ Thickness Additional
lterns technical Phc|>to . B’a“"ads a1 p':__‘::::fttx" D':a:::;f’ details a:out the
3 DS PR speC|1i|cat|ons /clt; oste (mandatory) Ladall (Ui omserdsh) | E"_"w“'“ "
aad)g dabal) pusd TS /g () (mandatory) syl 9> 424 ;,lm
e A (3% -8 ol g
A8l cldeal galf :yhadll
(mandatory)
(3t
Item # 1_1: Covering latrine pits: Cement
In cubic meters: supplying and implementing covers for open Portland
manholes in the camp so that the covers are made of reinforced Sl
concrete and are in a circular shape and have a diameter of not CED T Ph
less than 2 meters, and the thickness of the cover is not less than oto
15 cm and the reinforcing steel is less than 5 bars with a diameter requested
of 10 mm per meter and the price includes materials, work Sand I3 sl
wages, casting and reinforcing iron according to specifications Jeyll
and operations of the supervising engineer.
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1Ol dudass
B)le 78 duay euseall (§ dgiaedl Oyl ddatl duaily by gs taaSell Aedb
Wyhad i Vg (55510 S 09559 doehunall &byl (yo ddal Ml (950 Eanms
_}hBtL!.dSQS@La:\Jh\gbjpu150&;%‘%;}55}33,45&2&5
W g slladd) o yoeid) Zduddl dad> 0 ad)y aslie Jos ao sio JSU 0010
o 25 58 JE Bl Cilga e Byl slad 65y Al 0950 Of Olardg
29719 dgall Jadia yaudly slasdl Sy Ui Bybed! zrlans dagusd ao ool ' 4
W9 Caally draslind! A gy Byladl! JI Aol VI oy J5 Olaudy Joad!
Sloghaly o gunydl 9 ol gald Uidg widl Hlms &g o Jlos! (§l9 gabuddl
Drluall odiagall

Gravel

&S

reinforcing
steel

Toheadldl >

Item # 1_2: In number: Supply of high-quality plastic Sheets
(Super Shield) to be used to shelter displaced people in flood.-
affected shelter.The item requires the provision of plastic to
meet the specifications described below.

Technical specifications:

- Material: polyethylene (PE) or polypropylene (PP).UV cured.

- Color: Orange with different colored inner layer that
distinguishes it. (customized)

- Weight/thickness: not less than 12 KG

- Water resistant: 100% water resistant. -UV resistant:
Treatment to ensure that the tarabil is not damaged under direct
sunlight for a minimum of 12 months.

- Edges: Reinforce the edges with nylon ropes or metal
rings(eyelets) every 1 meter of easy installation.

- Required sizes: 10 x 10 yard.

- Tear resistance: High tear resistance to ensure that the tarbil
endures intensive uses.

- Thermal endurance: resistance to temperatures from -20 to
+70 C. The supervising
engineer or the representativ of the organization must be present
in person at the time of delivery of each sheet in order to be

Plastic sheets
with ACTED
logo
Sl ze Julyb
S

Samples
requested

Glus gllae
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fingerprinted according to the list name approved by the
organization, and no sheet will be counted without his presence.
The contractor/supplier will be required to bring a sample of the
materials and a certificate mentioning the name and technical
specifications and stamped it to be presented to the specialists
for approval. And The supervising engineer must match them..
5 Ml ) Bagall ddle ASTudl Julyb duygi tdally 12 o3y Lidl
by L llanddl (po By siadl (2Medl tpoud (Ul el gl (3 Lgaldsiwd(
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KG 12 s J&5 Y 109l -
sl %100 doglio :eloll doglin -
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Item # 1_2: Nylon Rope In Numbers by pieces:

Supply and installation Nylon ropes according to the following
specifications:

Length: 30m. Type: nylon approved by Engineer.

Thickness: 5mm Nylon Rope
The nylon rope shall be used with the total thickness and without Length: 30m
division it. Type: Nylon
The price includes all the necessary works to finish the work in rope Samples
according to the specifications and instructions of the supervisor Thickness: requested
engineer. 5mm. Olys Qgllas
2O Jl> wygi dualb 1 1_2 o8y widl | - Ol Ju
gl @y JUail aplge SS9 Eldl ez Janl O9hl Jho duilg dygs | Ao 30 : Jglall
A Sliol gald iab @By Chiiudl slile Candid U8y Jasy) | gkt gl
O adl Guigall Jad ¢pe Buaiize &s 95 bl bt g9l . e 30t Jgkall | o0 5 2 chawudl
o 5 1 ol
Jadi yauadl . Jaoedl 453265 B las aiang diSlaws JSo Jam Al Jaond! pudSeinn
B huall pontigall Claplal 9 Cliolgally oo gusyl) ks Joall £1g3Y p3bile JS
Metal Iron bar
(Pegs)
Length: 30 cm
Type: Metal
Metal Iron bar 10 Pegs, Length: 30 cm (+ 3cm), Diameter: ¢ 14 iron bar
mm (+ 1mm), Type: Iron bar with circular head and tapered or Diameter: ¢ samples
pointed edge. . 14 mm ted
] ¢ (ouo 3 £) oo 30 : gkl ¢ 6gf 10 ume Cibllas 14 14) pho | (Jubme Cibllas Lﬂjf,m
e gl duke dBlg (el )l (531 (Suau> Luad tpgill ¢ (ede 2Gsf)) =
w30 :Jgkall
adolas- e gl
RREY
shill: ¢ 14
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Supply and implementation of sandbags of burlap to protect IDP
camps from floods:

In numbers: Supply and implementation of sandbags made of
natural burlap (jute) (total capacity 50-60 kg) resistant to
corrosion and sunlight and must be approved by the supervising
engineer, to be used as temporary barriers around the shelters of
IDPs affected by floods, and to direct rainwater (Floods) away
from the roads inside the camps. The work requires filling the
bags with dry sand (not less than 30 kg / bag) and then tying or
sewing tightly to ensure that the sand does not leak and the bags
are placed next to each other so that the bags are stacked in a
way that prevents water leakage, around the shelters of the
displaced and places where water collects and to establish
barriers directing rainwater towards temporary waterways or
towards natural drainage outside the camp. While ensuring that
it does not slip or slip due to the flow of water. The supervising
engineer for each activity must receive from the above before
moving to the next activity, and the targeted paths are carried
out according to the plan and according to the instructions and
directives of the supervising engineer

00 ! Silasses Dleed adall el (o Aday ST drdig g3
Jgaadl:

da) (92d)1) aadall il (0 degiuan dudoy (obST iy wygs oually
woigall (p Lalesel g uaddl dadilg JSUU pglie (0225 60 - 50 4
o0 Oy saiedl (pi Ul (Sl Jgo> A8 3o 39S galdseiw ¢ el
lowseadl -1 Skl e 10ua (SBLadd) ylasd! obe durgilg ¢ guund!
ool 03 (QwS /28 30 oo JaY) Bl Jaylb (obSYI &l Joad! callaiy
Yoz oy SVl auby g dayll il pds Olasal (Soxe S Al ol
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sandbags
burlap natural

O Aoy s
PSRN RERER]

Samples
requested

Oliss Qllas

71/13

T/15FSY/6S5CSM/Site Maintenance/South/LOG/Marib&Al-dhalee/YEM/04-12-2024/001

PRO-06




&9 acted

LOGISTICS
PRO-06
Version 01/2022

Jakaseod! Caon Aginal! Solylunod! o 9 JUI BLadl) JEEYI S oo Loo
B all pudigedl ilgear g9 Olasdal Cawon,

Paving works with squared stones and cement mortar:

in squer meters: The paving works using squared stones (type:
Balq) are to be executed beside the canal at the cross drainage
outlets of the secondary road, as indicated in the plan, to protect

the road embankment. The work includes leveling, cutting, and squared
filling up to a depth not exceeding 30 cm, with the filling material Balq ) stones
being gravelly soil, not clayey. Proper compaction and spraying type) Samples
must be performed to prevent any future settlement or erosion "re.quested
under the pavement, ensuring a smooth, stable surface for the €9 890 s> Slee O gllas
paving. No paving should be carried out in any section until the (@)
stability of the area and the required longitudinal and transverse
slopes are approved by the supervising engineer. All work must
be done in accordance with the dimensions and shapes detailed
in the accompanying drawings and the supervising engineer’s
instructions.
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The paving stones should be free from veins, cracks, or any
defects, and should not be water-absorbent. The stones must be
squared, with regular edges, and securely placed on their bedding
at the required thicknesses and dimensions. A sample of the
stone must be approved by the consultant before use. The paving
is to be laid in a single layer, with a thickness of no less than 15
cm, and the bond between the stones should not be less than 10
cm. The paving must be executed in a way that the paving strips
have a minimum width of 25 cm. These stones should be placed
on a cement mortar layer of no less than 7 cm in thickness, and
the gaps between the stones must not exceed 2 cm, and should
be evenly and neatly spaced. The gaps must be filled with cement
mortar, mixed in a ratio of 3:1 (cement: sieved sand), using a soft
mixture that spreads around the stones from all sides. The gaps
should be thoroughly cleaned and wetted with water before
applying the cement mortar. A raised cement joint should be
made for the gaps between the paving stones. Longitudinal and
transverse bands must be constructed in all paving sections as
per the specifications and drawings
duiiew! digadly Gyl Goyl Jesi :
s B CSloms (3J1) 95 goarall sl Cloyll Jlas S aopell ey
Ao Aadlorall Jalaseal! (§ Ll Hlinedl (£5a0) §oylall dusall dluadl Bylan
Je o 30 o8 Wi Y Gy pyllg adadlly dgudd! Jeaadl Jadig, @kl dredy
gz zawnt Lo el Sully Goylly g 8 digaas Lj pal 0950 O
Sgius dzg o Jgrazelly Mudiuns Ciwo )l Cods poyll o)y Vg b guds
POl s V] (0 patie 51 § oyl 02 Vg ,9 o)l dr)Y a2 909
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1. Maintenance tools:
2. In numbers supply and deliver all these tools:

3. Tool box: 50¥50*150cm 2mm welded Galvanized
Iron plate, painted with door and lock.

4. Arabic shovel, Local wooden hand, high quality,
and molded.

5. Steel shovels with steel hand, high quality. . All
. . . . Maintenance Photo
6. Arabic Hoe, medium-size, Local wooden hand, high
i . tools requested
quality. Temsah brand or equivalent. Sldae JS 30 Wsllas
7. pick-axe, rocky type from two side (pointed), WBluall ’
wooden hand high quality, molded.
8. Black plastic Bucket for the construction use (8 L).
9. Wheelbarrows with additional tube
10. measuring tape 5m
Wluall Oildae duygs
1AW Oldaedl arer Jualy g ddally
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Supply and spread filter cloth under the gabion works at the

required length and 3m width, according to the instructions of filter cloth Samples
the supervising engineer.  egs “ requested
. . - P , & Soled q

ol Jekalb Ogmladl Jlesl Camxl (o oy AS Jolod (Jiydg Lyg5 Tl A8 O Olge Ogllae
O fuall odigall Olgazrsd iy p3 (25209
Plain concrete: Cement
implement cement concrete of salty-resistant Portland cement Portland Photo
with a resistance of not less than 180 kg / cm2 with mixing ratios RPN requested
(1: 2: 4) (Cement : Sand : Aggregate) for the floor of the corridors, SN gl J3e Qollas
10 cm thick, and includes spraying for a week twice a day and all
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the necessary price for the materials and labor needed to carry
out the work. According to the drawings, specifications and

directions of the supervising engineer. Sand

dole dluys de!

O JB Y dogliay ZMeN pglaadl UMy gl Cieudl w0 dasle Lluys dudis
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&

Supply and implementation of gabions (excellent quality iron excellent

mesh, 3 mm thick, with openings not exceeding 4 cm, in different | quality iron

longitudinal sizes) to protect the soil and ground from rainwater mesh
and floods. The height of the gabion mesh must be 1 m, its width | Thickness:

1 m, and the length of each gabion basket (2 m, 3 m, 5 m) 3mm
according to the request and need, with filling them with suitable | Openings: not
stones of different sizes and filling the spaces between the stones | exceeding 4
with crushed stones and gravel. It is built in the form of a gabion cm in different

mesh, with the gabions connected to each other and doing longitudinal Samples
everything necessary to implement the work well and according sizes requested
to the instructions of the supervising engineer. CRERE YU IP lys oglke
Gloidlly ehe 3 dSlaw Blias due g (G i) b gaload! dadiSg Uy g3 8)liaw drs g5
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Name of Bidder’s Authorized Representative:
sllanll ?M Aalizal) G gaiall P
Authorized signature and stamp:
Aalinal) a3dd) g A gl
Date:
e
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