%) ACTED

OFFER FORM ACTED YEMEN

Date: 08-11-2021
Tender N°: T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021
To be Filled by Bidder (COMPULSORY)

Details of Bidding Company / dsaiiall 48 )&l Jualés

Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

1. Company Name / 48 sl (
2. Company Authorized Representative Name / g2 sdall gaddl) au (
3. Company Registration No / &S &l 7 gilal) Jawd) a8 (
No/Country/ Ministry
4. Company Specialization / 4S &) (awads (
5, Company Address / 44 ¢l sis (

Country/Governorate/City/St name/Shop-Office No

6. Contact Numbers / Juai¥! a (Land Line: [ Mobile No: )
7. E-mail Address / ¢ 3 A8 2 4 ( )
| undersigned , agree to provide ACTED, non-profit NGO, with items answering the following specifications, according to the general conditions and
responsibilities that | engage myself to follow.
sy Lo BBl g ) Gl ggeal) g Aalald) Ja g il LB g A0 ciliial gal) (DA 3 g3l 034 Ayay il g Apa gSa i) Aaiial) SiS) w3 o (38 gl oLia) ad gall Uil

PLEASE FILL IN THE FOLLOWING INFORMATION AND TABLES BELOW / .olial J glasl 5 ila slaall 038 40323 s 3
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%) ACTED

General Notes:
1) The Bidder shall, at his own expense, visit the project site for inspection and study all the circumstances surrounding the implementation before submitting its prices.
2) The Contractor shall submit samples of all materials before implementation and installation conforming to the specifications. The supervisor shall have the right to reject any
unauthorized or irregular samples.
3) The Contractor shall bear the consequences of any removal of the infringing works. The supervisor shall have the right to reject any quantities executed before approval.
4) The prices include the delivery to the site, the training of the community on how to use, and all necessary inputs to achieve the work together with ACTED engineer
dele UasHe
Oylasl @aud3 Ju8 Juaidl e 8,350ty dasseall g lall S duwlyd 9 dulaall g9 il a8ge ByL) duolsdl didds (Aeg Jgliaall e .1
Ao gl Bueian A& dius (S yad) L iuadl udigall 3oy Wiliuolgell Gallas S Uy dadidl B Slgall aresm Ciliue @addl Joliad! (e .2
oleis! Jud W) 939l Wdadid el lusS (81 yady OB el (uigall (3709 A Beall Jlas Al (ST s Joliadl Joxia.3
Oliolgeld Uidgg ddsylo Jadl Joad! sgY d9g20)l JSO pliilly Joaall Gaioet) a3k Lo JS lgalusuins! &S e dnnoiznall dicelll Cauyily g9 inedl a0 JI eabeilly Jino gl Gl § Loy Jodi yad.4
@B ! osigall Ciladaig
LOT1:

REHABILITATION OF WATER NETWORK IN RAS AL ARAH - AL MADARIBAH AND
AL ARAH DISTRICT - LAHJ GOVERNORATE

Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

1 JoVl e gacxall
> Aladloes - 8ylallg dyliaodl du ke - Bylall yoly olae Ay Ju5

Unit Total
of Price Price Unit Unit Price
Measuri Quantit | Material ¢ "cf b o (Supplies Total Country
Works Description ng Unit y Supplies of o:|y°ur + Labour) price c:f Origin
No. Jles¥) Gl Recyg : S . | s Jlox S Lided! ol
| | glegy | Sl T T ey
o= dadd dlaal A
Aygd ol gold ‘_?Kll
3lgall Wloally
Supply and installation of solid 4 hb cpliy) Jgr il S i &y 68
11 Polyethylene HDPE pipes 4 inch )
working pressure 16 Bar , according to Gldal gall Wila g 5l 16 e Joray
British standers NO BS-1378 and ks Aiiia g BS-1387 o8 st Ayl 5l M.L. 4600
couplings and reducers according to 2l BS-21 ) Ay ) liaal sall | Jgbo Ao
British standers NO BS-21 Y 28 S il g 3 6l Jady
Including supply and installing of all Gl 8 L) sl g Aalall adadl)
pipes, fittings and accessories (including s (&) ... il Culliadl g1 <Y
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Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

all types of bends, adaptors, collars,
tees, flexible couplings, reducers, ...etc.),
and all other materials required with link
with distribution point and excavation in
sand soil depth 0.75 m, and in asphalt 7
m only and reimplement the surface and
all necessary to finish the work as
directed by the supervisor engineer

A pa Jay )l pe Ay slas (5 3 adad
Lol B 0.750e sisdl SIS & 55l
Bale) s yia 7 Jshy clanl) b5 Al )l
o Jedl el a3 L S 5 land) 35
i pdial) aigall Clgas 53

Supply and installation of special

6 ki Adilas s qunldl S g )4

1.2 | items galvanized steel pipes 6 inch ) Al
working pressure 16 Bar , according to Claal gall Tda L 16 Junis Jarcay
British standers NO BS-1378 and S 5 Qi BS-1378 a8 ) Ay il
couplings and reducers according to 2 il 2 (e elall JLEY i)
British standers NO BS-21 where install | <l 2 J slall aay jgi g il 4 Hhad claa
the 6 inch pipe to receive water from two | 2 sill Jadiy Jauadl () 4l i) Jss
Gl pipes diameter 4 inch and distribute Lalal) adadll g i) A8lS) S il
the water to two Polyethylene HDPE , il o1 <Y d&"a 2 L) claaldl ML
pipes 4 inch At g Al adad gl 5 (&) L clalal) dg-bl i 12
Including supply, installing of all pipes, & Ball Jsh Jalsla 0,756 asll g 7
fittings and accessories (including all Lo JS g mhanall s sale] 5 dala )l 4 i)
types of bends, adaptors, collars, tees, gl Cilgaa 55 cava Jaal) L3 a3k
flexible couplings, reducers, ...etc.), and o il
all other materials required; excavation in
sand soil depth 0.75 m, and
reimplement the surface and all
necessary to finish the work as directed
by the supervisor engineer
Supply and installation of Gate valve: Al gy puna S g )58
1.3 | working pressure not less than 25 Bar 25 e i Y el iy Jeadlll e
high resistant according to British Claial sall silday | 1 4 Hla8 5l
standers NO BS-5163, screwed Gy iy 9 BS 5163 a8 4ty jull NO. 4
according to British standers NO BS-21, Al 21 BS &) Ay ) ciliaal sall dds

including steel inspection chambers all
necessary to finish the work as directed
by the supervisor engineer

(e (3 gdia Jady
Glgn 58 cn Jaal) el a5k L JS5
o _iall pavigall
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Inspection Chamber works:

oltidll) 2 Jlas

Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

1.4 | The implementation of Inspections ¢e o (80%60%60) Ll bye i
Chamber (60 x 60 x 80) cm with base e gl g (Sl )3 ellat 5 Bacld NO. 4
and concrete cover and cladding by Gl oy a3l A slae Aiian] dde
cement-resistant mortar with the Y Gl Guigal
instruction of ACTED engineer.
Rehabilitation of distribution room works:
1.5 il 22 Jeols Jles!
Plastering works: el Jlas|
1.5.1 | Plastering the walls internally, using CianY) aladiuly JalAll (e o)) aadl Gl
Portland cement and includes splashing Adahall 4l plall Jadyy 5 (523306 ) 5all
core and the final layer with mortar agiianyl) 43 sally Al asball 5 asla) m2 16
cement ratio of 1: 4 (sand: cement) with | ol (il e (Citend  Jay ) 114 Aty | ope Ao
spray three times per day for 3 days bl 3 3aad aalll o gall & il e S3 4
each layer according to the quantities Cilalad Cuen ekl il aiida <
with the instruction of ACTED engineer. S8Y G ydall Gedigall
Painting the exterior walls: A Al )l 3k
1.5.2 | includes surface preparation, 2 primary el | o el udigall Cilgan o Cuea
coats, painting 2 oily (plastic) coats Sl oD | mhall jagad | juaad
resistance for humidity, print ACTED and ylisda 3 Ay sk )l slie came Gl
doner Logo in the blue color, horizontal e bl ¢3a dada 2 ) ALYl m2 16
and vertical and all other works 48 jall 3 el ada oy s G G5l | 2o Ao
necessary for full satisfaction of ACTED | Jaxi ¢ aasddl cilasall sae (5, 391 (5l
Engineer. Jue) maans o Jilay (oud 5
JalSI L 1) et 3 500 (5 Y1
ACTED (pxigal
Mitigation the environmental impact (b Aadad) Jlas g () Y Chdds
1.6 | and safety works at the sites: 28 5all
the item includes the work of a fence of sl ezl Jae audl 138 Jady
wood or metal ... etc. , keeping of the madade s iVl Bds g Al ol LS
trees, and don't change the oil of the (8 8 sall Clanall s il jlnd) oy ) wjlmu 1

cars and equipment in the site, disposal
all the construction waste ,and work
slope at the site ground to drainage the
water ,the item include provision of

‘ cu\ﬁﬁ&@yx;wu@u\}‘é}d\
fse o om Y) JniY el e
i) Jadey ¢ oaall i sl Ja
Ul &y 8 Jleadl LDl ol 5o
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Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

safety tools for workers and work of
warning triangles and tapes, all
necessary according to the specifications
and instructions of the supervisor
engineer

g ol e JS 540 i) g 4, paail)
Co il G il Cilaalari § Cilial gall

1.7

Supply Maintenance kit contains the
following:

1- Digital Ammeter up to 100 Amp(# 1)
2- Screwdrivers Phillips/cross slot head
#1).

3- Screwdrivers slotted head (# 1).

4- Test Screwdriver 220v (#1) .

5- Test Screwdriver 12v (# 1).

6- Spanner French's — (adjustable end
wrench, crescent wrench) (# 1) .

7- Wrench (small size) (# 1).

8- Wrench (medium size)(# 1)

9- Galvanized/HDPE pipe cutter
includes: Pipe Lathe from diameter 0.5
inch to 2 inch (#1).

10- Cutter Pliers (# 1).

11- Pliers(# 1)

12- Shovel (# 2)

13- Pickaxe (# 2)

14- Taps as specifications 0.5 inch (# 10)
15- Aluminum Ladder 3 meter height (#
1)

16- Plastic broom with spray to clean the
solar panels (# 1)

17- Bag/case made of Metallic with size
fit the size of tools mentioned above
except Shovels, Pickaxes and Ladder (#

1.

(S s T Alba Al 3519 £ 08
Al Gl gSal)

100 i Ll 3ol (bl B il -1
(1 22 )

(1 e ) Bh ) elia -3

(1 e ) 8220 Land clia -4
(1 23 ) Gl 12 pasd ieb

ate ) (Jeanill JiB) (5 gl i ~Lida -6
(1

) (e ilie) (g sl Jay ) ik -7
(1 2

) (B sie (ulia) (5 aladl Jay ) 7 Lide -8
(1 2

Ao jie pe Claa s il (aie -9
olia 2 Y ia 0.5 Lk e canlil i
(1 2xe)

(1 20 ) () o8 40,5 -10

(1 =) a5 -1

(2 2e )l S -12

(2 222 ) solaa e -13

0.5 sk liwal sall cana Gliia -14
(10 222 ) a5 S (ia

(1 222 ) s 3 i)l asias alu 15
calaiil (e ae liOL daies -16

(4 222 ) Apalll £ 51Y)
G5V ana ol Al duis 17

) aladl 5 sinall |l ;S0 haela 5 5S3al)

(1 dac

Lum Sum

e shaio
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Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

Sign Board: 2 £ g wial) A gl CuiS g &)l
1.8 | Supply and installation of metallic sign g s siall dpame dpand da gl S Sig 0 ) 58
board to includes ACTED and the donor | s delih ae 5iSh palill 23 saill Cova
logos, project's details, and the location. Lo JS Jady Jaall 5 | adsall g J gaall 5 35S NO. 1
includes all necessary to complete the 5 Slo g )l Gada Jaall o182 50 dde
work as per the drawings and the o _dall (uaigall Cilagled 5 Cliial gl
specification instructed by ACTED
engineer
Total Cost Breakdown : Supplies Cost of LOT 1 in USD
A9 Ae ganall Jath il ) gill g 3 gall ) Alaa
Total Cost Breakdown : Labour Cost of LOT 1 in USD
oY) A ganall hith Alaall jruad] el
Total Price of LOT1 USD
S Y sally ‘_Q‘g‘\ﬂ de ganall ddleall g 3 gall ) JVEN)
LOT 2:

REHABILITATION OF AL LOOSE AL A'ASFEL'S WATER POINT IN AL HAIMHA VILLAGE - AL MADARIBAH AND AL ARAH DISTRICT - LAHJ GOVERNORATE

Al de gazxall

oe) dadloeo - Byladlg duylaedl dypde - dawsdl Jawd! o olll Ad sluadl dads Sl

Unit Total
_ of Price Price Unit Unit Price
Meaj”.';' Quantit | Material | . " (Supplies Total Country
T ng Uni y Supplies Only + Labour) price 9f Origin
No. Jus¥) olos g | o | o Qo $ Lakoll
Lah | gl yaw | T
ciay | Basgl | S| B | ke
gl Slgald S
Sgall Wleallg "
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Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

Construct masonry tank 40 m3

21 xSa o 40 daww Jlusys Ol sliy

Site leveling in lump sum: + due ghiall ad gal) 4 g
Include remove the stones, the trees, 5 Ll g sVl 5 ¥ A ) Jad Lum Sum
and all that hampers work with moving s 2l el o5k Lo gpany sl | Saie 1
these materials out of the site according L pall Gadige Cilgaa gl | T

2.1.1 | toinstruction of supervisor Engineer
Excavation and backfilling works in pqasl) fall aayllg dal) Jles
cubic meters: gl g i Y il : iall Jlee)
Excavation works: Excavation of any LAl all c 4 aall Ayl A
kind of soil :soil, rocky, concrete..etc. A smt g Gl 8 gl = A (ailal) )51
And remove the surplus outside the site sl 8 s dpam yY clay aall g8
with the leveling of the excavation floor el Jediy el | Al JAN Jlee YL
and well compaction of ground floor Al g Analio Al ey a2 )l 1 a2 Jleed M3

2.1.2 | before starting concrete work the price elally (5 & aas 20 ASLaws 32a) g Auag CxSe 8
includes the backfilling Clabidl G o Jeall 5 s dlxiy | TS
Backfilling works: backfill with suitable Lodigall Cilandat g Silaial gal)
and clean material, only one later 20 cm
and then sprayed with water and
compact and all the works according to
the drawings, specifications and
instructions of engineer.
Plain Concrete works: Ald 1 1 Al Al Al Jles
implementation of Plain concrete C20 : aw 10 ASlaw C20 £ 58 dile
of thickness 10 cm: COAN A )l i dpale dilu A 251
1- Implementation of Plain concrete OOAN dsa dpale Al A 24w -2
under the floor of the tank O alas dee e %5 Jsmg a1
2- Implementation of plain concrete O5A s Alall Bl sl dsm el

2.1.3 | around the tank 1.0 m width, 5% slope, e 40 g5 an30 am oy Ao 30

with curb stone at the end of P.C around
the tank of 40 cm width and 30 cm
height.

Using ordinary Portland cement with mix
ratio 1:2:4(Cement: Fine Agg.: Coarse
Agg.), cement not less than 200 kg / m3,

s 5 gale il 5 Ciiand pladiuly
JB Y (goSipmiitian) 4:2:1 LIs
Uil e 3a /228 200 oo ey dxS
285 Jaldy el 5 & sanl 33l Lie 5y (4 5
Aoala) Al Al Ciad il pall (g0 Adida
& sl 3al (50 5 Gl aay a5 ASLans
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curing of the concrete twice a day for a
week. The price includes the
implementation of a layer of boulder
stones (irregular stones (soling) under
the Plain concrete in thickness of 15 cm,
includes all necessary in accordance
with the drawings and specifications and
guidance of the supervisor engineer.

Jandl el a3b Lo JS 5 Lagy (45 50
udigall Slgaa 8 g Cldaal gall
oyl

Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

The reinforcement concrete works in

reaSal) jially dalucall Al Al Jlas

cubic meters:
implementation of reinforcement
concrete Class25 for ground, beams and

Bl @L}l\)é.\j)\i)}d\ Griany) e cadidl g
204/p2S 200 oo JB Y Aagliay (32l

2.1.4 | slab, Portland Cement, proportions -day - Cien) (3:15: 1) Bla sy
mixing (1: 1.5: 3) (Cement - sand - [a2S 350 e el daeS JE Y (58S | M3 Y
Gravel), cement not less than 350 kg / sl (i e g gaual Baad eladl i ae Ba | anSe e
m3, includes curing of the concrete for Glal sall cruay Jaall el a5 e JS
one week twice daily the work includes il Guaigall Cilgra 555 Sila sl
all necessary in accordance with the
drawings and specifications and
guidance of the supervisor engineer.
The Plastering works : s el el Geadl Jles
Provide plastering for the walls , slab and il mhasall g dia V1 Ol paadl Ganli
floor , apply 3 cm rough, solid and 3 sall J8 Bl an3 ASlaws daclip 204
smooth surface coats , including all plant JSEIL Jlee Y1 2l 4 gllaall 5 dlLeal)
materials and labor required to achieve Glial gall (Gilaall 5 oiia yall 5 Sl
2.1.5 | the finishes instructed in full compliance | Je¥) IS5 dallaall y mland) e Sl
with the Specification including surface dav WIS A gise Jlae W) (o SET 4G 5 pusall
preparation, curing, scaffolding, beading, A ;;eh Ciiand) alasinly dalud)l | M2 125
stops, and all other works necessary for oo iansl 1 day ) 103 Ay ) Saudls | oyl Ao

the satisfactory completion of the work,
measured as finished area using
Portland cement with Sika, and the layer
mortar cement ratio of 1: 3 (sand:
cement) with spray of water for two
times per day for 7 days and all
necessary in accordance with the

ISy ol 7 ol aal gl sl (45 5 G
Q\ém\yd\ oy el el ('a‘)LLq
Gyl utigd) o 555 g1
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drawings and specifications and
guidance of the supervisor engineer.

Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

Acrylic Paint:

RN

2.1.6 | Supply and implementation of acrylic Canl Ot (ST plas ddiiy 5 i
paint (white colour) for tank's external sle debiall Hlad Glasg o) a0 o) joal
faces of walls, and painting ACTED logo | s« (1.8%1.8) wstia o) )& o)) yas ax ) M2
on faces of tank's walls (1.8*1.8) m, The | léwal gall vy 2 5hle asan Jadly e nE 65
price includes everything needed to Ca il udigall Cilagdat s e g 5 | S5
complete this work; according to
drawing, specifications and instructions
of the supervisor engineer
Supply and installation of 0.6 x 0.6 m Fla b 2 0.6%0.6 Gl SS9 b6
2.1.7 | granulated steel door, s i 2 el 3sla pe dina iy
2" Shiman rings  fully around the door, Ol Jady g ala?,5 ASlew aaall ¢ Sl
steel thickness 1.5 mm, pad lock, with & ) O (il g &l g faall o gladl)
hinges and welded, ACTED letters AU pe Jadll 5 Jualdall 5 3llaall aen | No. 1
welded too, and stainless-steel paint, Lo JS 5 lgaalis aaally ACTED 4alS | sue
abrasion and two oil paint coats and one Glical gall Crua il eLeSY o 34
primary coat and all necessary according S edige ilagdad g Cllaladall
to the specifications, drawings, and
ACTED engineer's instruction
Supply and install special items Adlae 0V 6 ) QS 59 )65
2.1.8 | galvanized steel pipe BS-1378 ad 4ty ll il sall s
according to British standers NO BS- fsh Wl
1378 for the following: 2 iy paiy yia J gl saal g dakad 1
1. Install one pcs of one meter length il Gl 2y
diameter 2 inch for cleaning purposes. Gl 2 kb (g e J gk (piadad 2
2. Install two pcs of one meter length Olasiall Lum Sum
diameter 2 inch for overflow. Aseill 312 phaly e Jsh el 3 | e 1

3. install two pcs one meter length
diameter 2 inch for ventilation

4. Install one pcs of one meter length
diameter 2 inch for inlet.

5-install one pcs of one meter length
diameter 4 inch for outlet

includes fittings, accessories, and all

daadl (1 3 skt jie sk dekd 4
TR Sl 4 hd gie Jeha dakad 5
il Slalall g o 55l aes Jadiy Janl)
edigal) iladdad g Cildial gall Cra aul)

o _ydall
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needed to finish the work according

specification and the supervisor engineer

instructions

Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

Supply and install special items

3 b didlae 40Y o8 ) S Sig 3y g8

2.1.9 | galvanized steel pipe 3-inch diameter dag
according to British standers NO BS- BS-1378 ad dsitday ll il sall s
1378, fixing pipe on the wall of tank the JSGy AN Hlas e V) s 5y | LM, 6
work includes 2 elbow 90 and reducer 4 e aliis 90 g1 581 2 dads daall as | Jsbo S
from 4 inch to three inch all necessaries ) 35 o bl aea s (1 3 () Gl
to finish the item according the oeigall Gilaalad g Ciliial gall Cona
supervisor engineer instructions. s ydiall
Supply and install of 2.5-inch gate B85 Aiana &) g3 (uaa QS S 9 by 40
2.1.1 | valve for the tank, Lo g Gliald) pes go B 2.5 (Al
0 | high quality. Includes Implementation of | 60*60*60 4& & 245 Jady Jaall 53 Jlias
6076060 cm room made of solid blocks | g > by, sall o aall Al Go s |
with mortar, steel door and includes all Jandl el A 30 Jlae ) 2818 dssl\ Ms' 1
necessary to complete the work in 5 Aol Gl gyl 5 Slaial gall ol
accordance with the drawings, ) adigall Cilgaa 63
engineering specifications and guidance
of ACTED engineers.
Supply and install of maintenance Llua alu uS g 1y 48
2.1.1 | ladder inside the tank of galvanized Calaall paall jaul 50 (e O30 Jala
1 | steel pipes diameter 1.5-inch, width 40 el o 40 (am Gial5 ki
cm, spacing 30 cm and the same height O A W) (udly 5 ane 30 i shadl)
of the tank. includes the installation of ol sall (e s S 5 Jadly Jaall s | Lum Sum 1
galvanized rings or painted steel barson | oAl las e anaall Glusd ) adlaall | due glado
the wall of the tank every 0.5 m to fix the Jady Jaadl Ledalay alull S 531005 JS
ladder inside it. The work includes all Glial gall s Jael el a3h e JS
that is necessary to finish the work as Capdiall (uaigall Cilaglali 5
directed by the ACTED engineer.
Epoxy painting for Tank's interior s AN S gl oMU Al g by oS
2.1.1 | walls and floor: e OsSall (oS sl ¢3Ua i g ) i
2 | Implementation of epoxy paint from the ) S ey liadll S e (S e | M2 62
best epoxy types which suitable for il obie A el aniall g i) | 2050 Ao

drinking water tank, the tank's walls
should be dried and floor as well before

Ol sty Caaii g amd ) Cuay
e U fasa A, Y1 Adalall ol 53l
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applying the paint, and the painting
materials should be prepared according
to the Global Specifications and by
specialist workers. painting the interior
walls and floor three times with 6 h of
waiting between each time, the price
includes the guarantee of work quality by
filling the tank with water and to ensure
no water leaking occurred, and
everything needed to complete this work
according to specifications and
engineer's instructions.

Al o) all agad &g Al Sladl 3aLal)

& Azallall QM“QAX‘L_\MMHXMJS&J
85 Y Ao 5 5 & i Cymg i 36
Sl as sl SV aall G el 6 0
;LAJ\_\ u\);j\ ;:d.AJ d);d\ 33}; uLAch 3
M‘j&&%)ﬁjj;}emwﬁsm\}
cilaghet) iy a5 Lo S Jae Jad

o il uigal)

Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

Fill the tanks with chlorinated water

SS9 By oSl slially i) AL diws

2.1.1 | (FRC >0.5 ppm) for testing and (28a sia [ a2 0.5) (Aial) i<t
3 | disinfection. S OAN ddaiy ot Jady padl
Includes cleaning the tank in order to sy asb Lo paan g pandll 5 Jadi oy | M3 40
operate and inspect and all necessary to ondigall laled 5 Oliial gall Wik Saall | CaSo o
finish the work according to the il
specifications and instructions of the
supervising engineer.
29 Implementation of collection point of 4 taps, according to drawing and specification (2 Collection Points):
' (Sl 2 5ue) Slaslgally ciloganydl G @l 4 Aoelawad) Blsysdl oya dole ol Juais
Sites leveling: 2 gall 4 gt
Excavation and backfilling works in lump | Jus: dae shialls a3l jiall Jlael pe
sum and do all efforts to finish the work A4yl Juadly Jaall el 3 geall JS
in the best way, and all the works Gldal gall g Glabdall Cra oy Jeall 5 | Lum Sum 1
according to the drawings, specifications codigall Clalai s | dueghatio
2.2. | and instructions of ACTED engineer. Aliatia adl g0 2 4y a2l Adaa Sl
1 Note : the item is leveling 2 separated
sites
Masonry base for Collective point: asaadl) Aadll 5 aal) i@l Jles| M3
2.2.2 | implement stone walls of 20 cm wide and sasesan 15 gla)b oLl Jody o) CxSe i 0.5
15 cm Hight using cement mortar Ll Fdy a4 pall aladindy 4w 20 | T
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proportions mixing1:3 (cement: sand)
and all necessary to achieve the item
according to drawings and instructions of
supervisor engineer

s aid) 25 & 5lle aaen 5 1:3
il avigall Clagladi 5 Cila g

Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

Backfilling works:
backfill with suitable and clean material
with thickness of 15 cm then sprayed

s a )l Jles)
15 oo ASlany 4 5 danlia 3 s a2 )l

e JS Lsy el g elally (5 A s

with water and well compaction Glaaal sall s laladiall o oy Jaall E,/ESA ) 1
and all the works according to the Omdigall ilaglatis | 7 7
2.2.3 | drawings, specifications and instructions
of supervisor engineer.
The reinforcement concrete works in sl jially Aadual) Al Al Jles
2.2.4 | cubic meters: Crianl) o Aalie dilu A 2435
implementation of reinforcement 200 ¢ J8 Y Aagliay (g330 50l
concrete Class25 using Portland (3.5:1.75: 1) hls iy 2au/pas
Cement, proportions mixing (1: 1.5: 3) 350 eV A4S (58 - day - Ciiend) M3
(Cement - sand - Gravel), cement not saal il Jadi 5 caSa e JS aaS e 1.8
less than 350 kg / m3, includes curing of | Jdexdl el a3k le IS5 Lia sy (i 3o g sand | 7 7
the concrete for one week twice daily osdigall Clgaa 8 5 ldaal sall il
and all necessary in accordance with the il
drawings and specifications and
guidance of the supervisor engineer.
Supply and implement ceramic tiles: ¢ clia) o Ty BT 9 1) o8
2.2.5 | the item includes sand bed, mortar not Agieny) A gall ¢ Jasll Adda Ay 8 Ly
less 3 cm in thickness with mixing ratio Ll Aoy s an3 e LeiSlew J8 Y Sy
of 1: 4 (cement: sand) ,with Aale Dlu A 288 pe ((day 40 ienl)
implementation of plain concrete 10 cm san¥) CiianY! g dlgiad an 10 ASlaw
thickness under the sand bed, white L€l il ¢y Al Bl alle | )
cement high quality, pointing, grinding Gl ye G306 (45 pe e G ae aaalill g 2oy0 o 12

and polishing ,with spray twice daily for
three days, and includes all material and
labor required to complete the works as

Juae Y1 JSY o3k Lo S5 o) 2555 5
Jalsll JEaV 5 A 5all 45, Hlally
&sall Gunigal 188 55 Ciliial gall

otherwise instructed in full compliance e gyl 5
with the Specification and as per the site G (19 ¢ g B3 ¢ Al ¥
engineer and the drawings. clua S (G 2£)
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Note : Ceramic tiles must be granular
(no-slippery ) for the floor.

Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

Supply and installation of galvanized

1.5 sk Gilae bos qunli) S 59 348

2.2.6 | steel pipe 1.5-inch diameter el < Ayl yall Cildaal sall ida &
according to British standers NO BS- oubaall ) cbaiall e BS-1387
1378 for the connections of the water Glaalall g Laldll adadll 8 Jadiy Jaall ML
taps with the gate valve (plumbing work). Janll ol o 5h Le S5 Jdme §gaiay L
The work includes all fitting, metal box oyl Gudigall Cilgan o s of
20 x 30 x 50 cm and all needed to finish
the work as directed by the supervisor
engineer.
Supply and installation of gate valve Qi 1.5 kb Ayl gy puna S g ) gl
1.5-inch diameter 15 e Ju ¥ i) by Joailll Jle
for the collection point inlet with its' steel | BS ad_ dxilay jull clical sl silday | Sl
2.2.7 | box high resistant, working pressure not Gldial sall Galday iy 5 5163 No
less than 15 Bar, to be installed one D53 dsee GBS 21 &) Aty ) M’
meter before the collection point
according to British standers NO BS-
5163 and screwed according to British
standers NO BS-21
Supply and installation of water taps b 0.5 cldia cuS yig 468
0.5inch, 25 o du ¥ el larcay Janill e
working pressure not less than 25 Bar BS ) Ayl cliial sall 3y L
2.2.8 | high resistant, according to British Cliial gall Gilay (pinis s 5163
standers NO BS-5163 and screwed BS 21 &, 4y ) | No.
according to British standers NO BS-21 | W JS5 Juall ad 5 cibialsill Jady Jaally | sue
the work includes the connection to the odigall Clgan 65 Craa Jeall elgdY o 5h
water tank, fittings, labor, accessories, oyl
and all needed to finish the work as
directed by the supervisor engineer.
Implement removable steel mesh under cibdial) cad e dad 345
the taps (two sides, of 2mm thickness & ((OneladY) (B e 2 S as 2 ASLaw) No
and spacing 2 cm), angle steel frame Ji8 58 Ol e XB0%230 el 351 '
2.2.9 | 30x30x2mm thick. The work includes all Jeall 6l ab Le JS Jady Jeall 5 miall e

oyl utigall Cilalat ana
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necessary to finish the work according to
the instructions of the supervisor

Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

Supply and install UPVC pipes 3-inch

b8 UPVC iyl ) S 9 ) 8

diameter according to B.S 4517 or Din

25 Ak ial all 3l (RiA 3

19531, 19534 class 3, including DIN 19531 45! 5§l BS 4517 | L.M. 24
2.2.1 | accessories of same quality, wall 33 gall (udly ilialal) g dpa YY) (e Sl | Jobo e
0 brackets, fittings and all related civil Cruea Alaiall Jlae W) JS 5 ) jagadl |
works as per the engineer instructions. . osdigall ilayla’
Implement of irrigation basin for X1X0.31 &bl giad) L8 (aga 1T
animals1 x1x0.3 meters, stone walls Al Al e iyl g aall Slall (e sl
2.2.1 | thickness 30 cm, floor of reinforcement Jalall (e laall 5 (unlil) 5 dalisl)
1 concrete, plastering and paint inside and eled¥ ash le IS dady el s #z 58115 | No. 2
outside the walls, and the work includes Slial gall 5 il g Hll i 5 Jaall | 0
all the necessary to finish the work o pdiall (utigall Cilaglad 5
according to specifications and
instruction of supervisor engineer
o Implementation of collection point of 2 taps, according to drawing and specification (3 Collection Points):
(J2le 3) Sliolgally 3o gusyll Canes i 2 doeluued! Llusysl o dole Jalio Judi
Site leveling: 289al) &y g
Excavation and backfilling works in lump s dae sl aalls iall Jueel ae
sum and do all efforts to finish the work 4y 5k Juadly Jaall elg3Y 2 5eall S
231 in the best way, and all the works Glaal gall y illabadall Cra &b Jaalls | Lum Sun] 1
" | according to the drawings, specifications ondigall Sladlat g | ducglade
and instructions of ACTED engineer. Alaiia o) ga 3 4 guad A1) Asadla
Note: the item is leveling 3 separated
sites
Masonry base for Collective point: asaadl) Aadll 5 aal) i@l Jles|
implement stone walls of 20 cmwide and | e s o 15 Ll el Jady aud)
15 cm Hight using cement mortar Lald oy Aien) 46 gall aladiuly o 20 M3
2.3.2 | proportions mixing1:3 (cement: sand) o xl) 3,850 & 3hle e 5 1:3 oo o 0.45

and all necessary to achieve the item
according to drawings and instructions of
supervisor engineer

il uigall Claglali 5 Cila g
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Backfilling works:
backfill with suitable and clean material
with thickness of 15 cm then sprayed

soadyl) Jlasd
15&5@%}@&&\}4?{)]\

S JSE Ly i g olally (5 53 o s

Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

2.3.3 | with water and well compaction Gldal gall g Gllaladall Coss oy Jeall i/lj&n ] 0.75
and all the works according to the Lodigall Cilaglatiy | 7 7
drawings, specifications and instructions
of supervisor engineer.

The reinforcement concrete works in sl siall dateal) Al i) Jles|
cubic meters: G (e dalie Tl A 2w
implementation of reinforcement 200 e JE Y daslie 1306 )50l
concrete Class25 using Portland (3.5:1.75: 1) bla oy 2a/aas
Cement, proportions mixing (1: 1.5: 3) 350 eV 4aS (58 - dayy - Ciien) M3

2.3.4 | (Cement - sand - Gravel), cement not Baal Gl Jadi 5 xS jia S paS CnSn 1.35
less than 350 kg / m3, includes curing of | Jeall el a3l Lo JS5 lua sy (4t o g ol | 700
the concrete for one week twice daily oedigall Gilgaa 6 5 Cldal gall'liils
and all necessary in accordance with the il
drawings and specifications and
guidance of the supervisor engineer.

Supply and implement ceramic tiles: ¢ clial o Ty BT 9 0y ) o8
the item includes sand bed, mortar not Aty 4 gall ¢ ol Adida @y & Ly
less 3 cm in thickness with mixing ratio Ll Ay g an3 e eiSlew J8 Y Suny
of 1: 4 (cement: sand) ,with ddle lu A 20 ae ((day 4i1ian)
implementation of plain concrete 10 cm san¥) CiianY! s dlgiad an 10 ASlaw
thickness under the sand bed, white LSl g ol ¢ g il ¢ Basall adle
cement high quality, pointing, grinding e 3 (N G e e SV 0 el |

2.3.5 | and polishing ,with spray twice daily for Jlee¥) JLSY o 5h Le IS5 L) 4530 sadl . 9
three days, and includes all material and ol VY 5 v sl 4y yhally | &7
labor required to complete the works as &8 sall (uigal 185 5 Ciliial sall
otherwise instructed in full compliance RU PPV
with the Specification and as per the site Gaa (0988 () quag ) ¢ Azadla *
engineer and the drawings. Gl M (@) )

Note : Ceramic tiles must be granular
(no-slippery ) for the floor.
Supply and installation of galvanized | 1.5 k8 Hilaae baa culil S g 468 LM
2.3.6 | steel pipe 1.5-inch diameter @8 aa Aty jll Clidual sall lida & d }b'ﬁ 3

ostaall ) el e BS-1387
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according to British standers NO BS-
1378 for the connections of the water
taps with the gate valve (plumbing work).
The work includes all fitting, metal box
20 x 30 x 50 cm and all needed to finish
the work as directed by the supervisor
engineer.

linlll 5 dealal ol 284S Jaly Jeall 5
deadl elgd¥ a3l e US55 (Sare §saias
il Guigall Clgaa 5 Cusa

Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

Supply and installation of gate valve

Giid 1.5 kb 4l g3 (usaa GuS g 345

1.5-inch diameter:
for the collection point inlet with its' steel
box high resistant, working pressure not

150;@\1@\):@&;3&\@&
BS o duillay il sl sl aillay, s
Gldial gall ilay cpiniy 9 5163

2.3.7 | less than 15 Bar, to be installed one D53 dsee GBS 21 &) Avitlay ) L\i 3
meter before the collection point
according to British standers NO BS-
5163 and screwed according to British
standers NO BS-21
Supply and installation of water taps Qhdd 0.5 clidia oS g &yl
0.5 inch, 25 oo Ju ¥ i) vy Joatll Jle
working pressure not less than 25 Bar BS @i &y ) cliial sall ilday 0
high resistant, according to British Claial gall Giay (pinds 5 5163

238 standers NO BS-5163 and screwed BS 21 a8 45ty 4l | No. 6

" | according to British standers NO BS-21 Lo IS5 Jeasll 2l g cilialiill Jady Jaadl s | due

the work includes the connection to the odigall Clgan 65 Cra Jaall elgdY o 5h
water tank, fittings, labor, accessories, —a_pdiall
and all needed to finish the work as
directed by the supervisor engineer.
Implement removable steel mesh cldial) cad i dlud 145
under the taps: e (o) (8 a2 JS e 2 ASLew)
(Two sides, of 2mm thickness and Q8 55 ol 5 ae X30%230 Gl (3 sla No

2.3.9 | spacing 2 cm), angle steel frame Jaall el a5k Le IS Jady Jeall g aall M‘ 6
30x30x2mm thick. The work includes all o pliall udigall laalat Coa
necessary to finish the work according to
the instructions of the supervisor

231 | Supply and install UPVC pipes 3-inch | k8 UPVC csyal cunld S s 3085 | | .

o | diameter: SR 2| o g 36
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according to B.S 4517 or Din 19531,
19534 class 3, including accessories of
same quality, wall brackets, fittings and
all related civil works as per the engineer
instructions.

) Aty ) il gall (3ildas

DIN 19531 4sWlyl 5l BS_4517

53 gl ety ialall dpm V) e Shalid
e Al Jlae Y1 S 5 < sgal

. gl Silaylas

T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

231

Implement of irrigation basin for
animals 1x1x0.3 meters, stone walls
thickness 30 cm, floor of reinforcement
concrete, plastering and paint inside and
outside the walls, and the work includes
all the necessary to finish the work
according to specifications and
instruction of supervisor engineer.

) gaad) AlBal (yaga 2T

Ao )y saall Sl e i x1X0.31
e ol g il g Aalisal) A5l AN (pa
23k L S Jads daally 2 a5 Jall
Sl gu )l ran gy Janl') 613y
il Gaaigall Claglai g Clial sall 5

No.
dde

24

Supply and install of a Complete Pump Unit worked by Solar energy. where all components European (Caprari or similar with power not less than 11kw) production with
efficiency and excellence, as following Data:

- Pump Capacity to rise: 170 m

- Actual flow: 11.8 cubic meter/hour.
- Temperature: 40 C°

- Well depth: 24 m

- Well diameter: 1.8 m

- Installation depth: 25 m

- Frequency: 50 Hz

- Voltage: 3 x 380-400-415V

- Eta pump: not less than 70%

- Eta motor: not less than 80%

and item include all necessary to complete the work in accordance with the drawings and engineering specifications and guidance of the supervising engineer

instructions.
Note:

- Attach the catalogs, drawings and specifications for all materials supplied and installation works for the solar pump unit, which will be used in the implementation of the

item with the Offer

G 8292l absailly BUiSU (§ cilolgoll Absllaag( kw11 J45 Y 8yuds Lghiloslo 9l (63196 A9 dslino adaidl) A3 (19S5 o . duumaid! BUAIL JoaS AalSiio b B9 SS9 Wy95

:3YE wbld

Ao 170 :28) 848 -

doldl /S e 11.8 1A li] -
°C40 Byl a.?Jé -
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Form PRO-06 Version 1.3

T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

p 24 : A Gos -

p1.8: Al ylab -

P 25 :uSH oo -

350 50 : oSyl D31 -

J1-3 cJgd 415- 380 :dulgdll -

%70 s J& Y 1dsaell 5138 -

%80 e J& Y 1 juolal & yeall 3e1aS -

o el udigall Olgags 9 Slagunyll 9 ilisolgall liab g dseianll Joat Ogllaall JSio Joadl slgid daiMI olgall adadll d36 Jan! Jodi 9
slan)l an Widl dudiS (§ puseinnd Bgw (HI 9 dumidll dBUall doiinll Fd Bu>g) CuS A Jlas! g 83)gall dlgall B Oilasolgall 9 ko gusyll 9 il gliSII 3Byl Comy :dla>Mlo

Supply and install of motor and
submersible pump, with all
belongings of pump inside and
outside the well,

Materials of manufacturing:

- outer cover: Cast iron

- Fan: Castiron/Bronze

- Shaft: Castiron AlSI 431

- outer cover of motor: Cast iron AlISI 403

ALE (uald diudaa g dl jae GuS g 34
89 JAN Jadll) ad g paan Jald il
g

il 8 4100 3 5

RTRENY U DS ENPE N5 N WP 3
R

304 AISI ysn/ cla v Gyl -
AlISI 431 la 2a 15 ,l0Y) 2 gee -
lia paa @l aall Al el -

- Degree of Insulation: Degree (Y) AISI 304
944 | Degree (F) S (F)aa o clilll 4 jledi s 0 - | NO 1
7| - Type of Insulation: PE2/PVC with (Y )3 | oue
Beeper to cut when temperature go up. 25 » PE2 /PVC : Jall e 5 -
- Degree of protection: IP68 da gl die Jeadll jladiul jles
- Connect between the motor and pump L lall
according (NEMA standard) IP68 : djlasllds o -
The work includes all the pieces and G4 Aaadl s & jadl g Jua sl -
materials necessary to finish the work (NEMA standard)
required to operate the pump and Lo 30U ol gl g adadl) 43S Jaal) Juy
according to the specifications and daadl Jead Csthadl JSG Jaall oLy
drawings and instructions of the Gl s s Slagu 5 lial sall Tl
supervisor. o phall (uaigall
Supply and install of Cable: A8 JiS A g0 g S S
942 Cable for pump Motor, that ensures high | 4ille daslia o5 caulia & jaall 4385 QS | LM 60
"% | corrosive and humidity resistance, and daas e Allall 5 ) pall A jag slall | Jobs flo

high temperature resistance, and one

Eh\jwujsgu\ju‘)u‘ &J.CLAAAJ
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piece (HO7RN/F). The work includes all
the pieces and materials necessary to
finish the work required to operate the
pump and according to the specifications
and drawings and instructions of the
supervisor.

S Jeall Jols 5 (HO7RN/F) g 5
JSE Jandl el 43U ) sall 5 adadll
5 lial gall Taida g dacadl Juad o slladll
il eigall Clgaa 55 5 Sl gu )l

Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

Supply and install of Cable 1.5mm
diameter for Sense System of pump for
switch on and switch off, accordance of
water level in well, that ensures high
corrosive and humidity resistance and

Losin (e dglaal) JiS )8 9 S
ki (sl QS 5 5 SISV pe el o g
Gy g Gle 5 Jaddl Bl 1.5
;LQHI\AJGA J..J U}Sa Q\ ‘_A‘;J ‘alzul\

high temperature resistance, and one . . e o . LM
243 piece. The work includes all the pieces ’ :A;i ﬁ\“’sg ‘:‘:’éé‘ﬁfﬁ b A 20
and materials necessary to finish the co . J“ Jonl ﬁ U< sl Le-f‘;
work required to operate the pump and . A e ‘.
. PR Cilgaa g3 g Sl g I g liial gall Wik g
according to the specifications and il utieal
drawings and instructions of the ' <
supervisor.
Supply and install of Steel-Clad Pipes | b (ilaa bda jud gall &) 95 5 S S
of high pressure (heavy) 6mm thickness, | (heavy) e b cilae il e
3-inch diameter, 6m length, and with all Aaadll (53 2.5 ka8 ale B ASLew (uild
components, belongings, and S il a5 aaan ae yie 6 Jshass
connections to install the pump line as Ll (e guall bl Elua g NO
2.4.4 | Flenshat, konekrat, ...etc the work Crilall e el Al Gl iS5 S 4
includes all the pieces and materials Fuals Aty codill gl 5 cilath o | O0F
necessary to finish the work required to bl A8 Jeall Jady 5 LSl JislL
operate the pump and according to the sllaall (<5 Jaall elgd 2a 330 ) sall
specifications and drawings and 5 clial gall T g daadl Jasd
instructions of the supervisor. il udigal) il ¢ g e gun )
Supply and install of an electric (AA3) (b S Jgaa 298 9 S )
transformer MPPT Ao shidd Cuilic oSa3da 4l s MPPT
(infaltier) and control panel suitable for (e godall daghie Judis e 06 fuzl) NO
2.4.5 | the pumping system capable of Al ~1 (e AC/DC Crraall 38 e 1

operating the pumping system of both
AC / DC sources from the solar panels or
from the generator with the appropriate

3&}&&@\4)@5&\ J.‘_}AM L}“}‘W‘
skth eall Jady y oLl fyulia Aan
1) e Aaolill DY) AL avand
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protection unit for the system. The work
includes all the pieces and materials
necessary to finish the work required to
operate the pump and according to the
specifications and drawings and
instructions of the supervisor.

Alaall 288 ae Jsaally Loy ) 8 Al
pSaitaa g (A Jgaall i g Cus A 00
ekl Z8S Jandl Jadly o s31al¥) (0 driian
sthaall JS5 Jeall 6Ly da 300 a5l
5 lial gall Taada g daadll Jaal

S pall gl Glgaa 55 5 il g Sl

Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

Supply and install of the necessary
protection from lightening and the
work of the necessary turf (Art) and all
the necessary quality is excellent. The
work includes all the pieces and

O da DU Alaad) 3565 9 S
(<) o33 () Jas 5 (30 gl
S 2l Jadyy g o jliae dae 53 0 30l US

L.S

246 materials necessary to finish the work Jeall 6LV 5 Gl suall (o e 2 Llanll | due ghatio 1
required to operate the pump and ks dacaall Jand o slhaall (S35
according to the specifications and Glga 5 5 Glasu)ll 5 Clinal sall
drawings and instructions of the L8 pall adigal)
supervisor.
Supply and install of solar panels
(JinKO Solar, Canadian Solar, Trina Lowadi ) ol 065 9 S
Slar, or Yingli Green Energy) conforming | JinKO Solar, Canadian Solar )
to European specifications, with high Trina Slar, or Yingli Green
capacity and capacity suitable for pump | <A s¥) il sl silas « (Engergy
lifting capacity. The item includes all @y soMl Aulia Al ol 53,08 il
electrical works of wire, wire protection Al anll Jady 5,285 G gllaall 33004])
pipes, electrical connections and all the 5 Agmlaill GV (e 430 5eSl JlaeY)
947 | NECESSArY tools and materials to connect | Aib_eSl a5 LY les il | Watt 17600
""" | the solar panel energy to the transformer | 48U day )1 3l ga g &l gl (e ah e JS5 5 | il

in the pumping room and to finish the
work required to operate the pump
according to the specifications and
drawings and the directions of the
supervisor.

Note:

- Distance between Panels and well: 150
m (include poles to Carrey the cable)

gl ds e 8 Jgnall U dgsedll SV
amd) Jerl G glhall JS8 Jaall ol 5
Gl i 5 Glogus 5 il gall Gl

el puigal)

4dan Dl

Jaxl)a150 7)) adge o sl 2ay -

(Sl Jaad cilils Jady
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Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

Supply and install of a metal structure st Jaad (dara JSb &, 00 9 S
for carrying solar panels installed on a s dpluA sacl e Cufle dpsadd)
concrete base (16 mm iron). Where the o Cus ad gall L oddia (016 50
boards are raised from the natural Die dgmadall (i )Y g (e ) 1Y)
ground level by not less than 2 meters, s Al Al 3acldll 5| 2 e Jo Y
and the concrete base shall be placed at S0Vl Gl an 70 e Jo Y Gen
least 70 cm below the ground and its el HUaY) Jaad daulia () ¢S5 Laalay)
dimensions are suitable for carrying the IS 5 zbl Raglia 5 ) oY) agle il
metal frame on which the panels are Lo i () (ga5 28 Al dadal) Jal 5o
fixed and resistant to the wind and all- il JuEiny thall J gualls puasig LS
2.4.8 | natural factors that may lead to its fall. pSai ke o (5 iat Cun) aedl 4,& Jlaie 1
(Including the control switch at the angle 5l 5 = V) B2l Jgaa Ay ) o pSaill | 7
of the base of the panels and the ability Jalia) o) Lelds ) 45l 5l iy aSadl)
to control the angle shift up or down, so RURPEN | S N PN JRE PPN B OVRLITEN
that the panels can be moved in all A ol Jady g ((edl) Anl dxlial
directions, to follow the sun). The item JS Jandl 6l a5h L JS 5 Jlae V)
includes all the works and everything 5 Cilial gall Tauda 5 43 adll Jaal o slladl)
necessary to finish the work required for 8 pdall unigall Gl ¢ 5 Sla g )
the work of the pump according to
specifications, drawings and instructions
of the supervisor.
Supply and install non return lock, Aol g say e alaa quS g )68
pressure gauge, productivity agemates Gl 3O dpaliil Guld dlae bazia
with bolts for fixing the pump and pipes, [ YTS SR B AP PREE PREVN|
249 expulsion pipe with elbow 90 degrees. Al 28wl & Shle aren 942,090 &S | LS 1
"% | The item includes all the works and Claglali 5 Cla guu Hll 5 Slial sall avas | dueglatio
everything necessary to finish the work o _pliall Guigall
according to specifications, drawings and
instructions of the supervisor.
Protecting panels around 2 m height: | gWi b 71 Je dbas g3l dhidi Jas
The work of the iron netting is covered 12
944 | With plastic around the slabs so that it dsa AL Gl yoa ol dee |
0' " | does notexceed 3.5cmby 3.5cm. The | 3.5 ¢ dakdie Aalue 353 oy 151 wﬁm 1
net of the ground is 2.5 meters. The work | (¥ (e (Auall deldi )] canw 3.5% am | 7
consists of burying 50 cm of netting in e e 50 (82 el Jaall s | e 2.5
the ground with cement mortar in it. Iron | L diend £ 50 Jae aa ()1 3 <l
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diameter 1.5-inch thickness 1.8 mm so
that the dimension between the vertical
is not more than 2.5 meters high that
elongation of the poles of the poles shall
be wires every 20 cm along the height of
the column and the columns are
resistant to rust and the columns are
followed by a concrete base 1: 2: 3 depth
70 cm diameter 30 cm, The day for a
period of not less than three days with
the work of galvanized iron door for entry
and exit the wall of the system.

Cung o alud 5 aa JS0 gl 2
Db s ol ge saeely o ) Cugis

sl 35 Gy et 8 dSles 115
S Of S 2.5 e (53508 C
w20 S SUlly (35S, 8302 YU o
Baac Yl s diy g 3 sanll gl ) Jsh e
il 3acld Baac V) Catii g ¢ laall o glia
iy 30 kb w70 e 1:2:3

G JBY Badl gl (8 0 pe G ey
Cilaall aal) (e s Jae ga o 2030
D e oAl Jaall Jal

Lo OS5 Jlee Y1 46S 2l Jadiy e shaiall
5 lial gall lida Jaall el 3L
il udigall Clgaa 53 5 ila g )l

Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

Rehabilitation of well works:

2.5 Adl ool Jleel
Plain Concrete works in square P el el alad) b Al) Jes]
2.5.1 | meters: a1 Uaom sl Jea ke Al ja daw
Provide plain concrete around the well %5 0e JuY Jpayan 15 A8l
1.5 m width and 15 cm thickness with a Ge JB Y Aaglia 200 ) gal) Ciiany)
slope of 5 %, of not less than 180 (4:2:1)15k sy 2.0/>2< 180
kg/cm2 proportions mixing (1: 2: 4) sadd 30 Jadi 5 (S - da - Ciiausl)
(Cement - sand - Gravel) and include o e iy ¢ Lia gy (485 ye Cpe sl | M2 12
curing for two weeks twice daily. And the w30 glaih Apalall Al Al Gy okl | ope e
implementation of stone walls to Jal) el a5h e IS5 aw 40 4SLaws
surround the ordinary concrete height 40 oedigall Clgaa 8 g Sliaal gall i
cm and thickness of 30 cm and all REPRA(
necessary according to the drawings,
specifications and guidance of the
supervisor engineer.
The reinforcement concrete works in seasal) jially dadoal) Alu Al Jlas |
2.5.2 | cubic meters: eVl o ((Aad) dalise A3l A 240 M3
implementation of reinforcement Y Al (3l ) dgida ll) 30 ) sall xS o 1.5

concrete Class25 forwell (circular fram),
Portland Cement, proportions mixing (1:

01 ) blA sy 2a00/aa8 200 e JE
(s S-day-ciand) (3:15
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1.5: 3) (Cement - sand - Gravel), cement
not less than 350 kg / m3, includes
curing of the concrete for one week twice
daily, the work includes all necessary to
achieve the item in accordance with the
drawings and specifications and
guidance of the supervisor engineer.

S5 el O e g sand B2l eladly (5
Sliial gall Covny Jaall ¢lg3Y a3k L
AS) (uige Sl 59 Cllasasll 5

Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

Implementation of steel well cover

il gUad At

2.5.3 | for the well opening (Deformed plates), Jaall s by 80 8 Cusall poall (e
two doors painted of 3 coat anti- DY) ae cuae il g blalil) oy
corrosion paints as shown in the Jadiy g aa ol 2D lacall aca Sy
drawings and specification and 22.5 3l dlaw cuae paazan)
supervised engineer instruction. B8 il a3 o (a2 clilalii
Deformed plate (2.5mm thick and Jars Lgia elazl) Cilag i Jue g jaal)
2inches angle iron 3mm thick and a3 sl bl aal g sl 8 Gl St
3inches angle iron 5mm thickness i &g g8l il adal 8 Jee aa a5
should be made in one direction of the aa Jee 5 L aalall Ceals dua sl
door, also, 2inches angle iron 3mm thick G.S.M g5 (e JEBY) 4sindll 28 50 M2
should be made to support the shaker FORY e alish Gl s COlaka i i 1.6
plates where is necessary. making an @il el sasie il Jee ga | &0
opening for the belt engine pump. the el g i e o jble JS Jae 5 il
locks are GSM quality type. Fixing & adad o 50 J e dae g e ) 8 A
hinges joints and long handles from Sl a b be IS5 sl e jUasY)
outside with several rings for lifting and il (uaigall Cilgaa 6 G g Jazdl
opening, doing whatever the work needs
(fixing, filling the voids and welding), the
slope should be made to drain the
rainwater. All the work should be done
according to the drawings, specification
and supervised engineer instructions.
Supply and install lifting reel medium b Jaca gia (qulBa 3 S5 S 5 9 48
2.5.4 | size with its plastic bucket of 10 Ltr, 3l Jaall Jadiy 5 ) 6ill J8 dial) alaic)
locally made with a strong handle and 40 | e, ua JS ol e alalll g sl (e | No. 1
m of plastic rope (15mm thick) used for 10 paa lindl b S 5 50,6 | s

fetching water from the well, and all

sk 5 1.5 A8lew (Sl ds g
il o slall il e L 5 sia 35
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Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

i) gall lisks 5 Janll 5l a3 Le S,
el aigall Gl 59 Sl a5

necessary according to the specifications
and guidance of the supervisor engineer.

Pipes from the source to tank and from the tank to collective points:

Supply and installation of solid Polyethylene HDPE, working pressure 16 Bar , according to British standers NO BS-1378 and couplings and reducers according to British standers
NO BS-21

Including supply, storage, transportation and handling of all pipes, fittings and accessories (including all types of bends, adaptors, collars, tees, flexible couplings, reducers,
...etc.), and all other materials required and all necessary to finish the work as directed by the supervisor engineer as the following diameter:

2.6
T asexi)l blas I obsdl e olisd) 1 yuaadl e CusliMt

- BS-21 3y &slasall oliolgall lidds duiunsg BS-1387 03) o Aslasall coliuolgall lidog Hb 16 JuscsS Jaiuzs cntial g2 unbl 8539 a3

B all odigall Slgagd o Joall 6l p3h Lo 59 Dgllan (53t adad (slg (@) ... lioladl, dbadl, $16SY1 el (§ Loy) ilimelally duolsd) aladlly ConbY! 260 LSl gl Jadey sl
@Lﬂl_)”ﬂj)’l [T 3]

Diameter 2.5 inch ol 2.5 ki |\

2.6.1 L 550
Jsb Ae

Diameter 2 inch ol 2 ks
2.6.2 L.M. 1100
Job Ae

Diameter 2 inch ol 1.5 JkE |\

2.6.3 o 560
Jsb S
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Supply Maintenance kit contains the
following:

1- Digital Ammeter up to 100 Amp(# 1)

2- Screwdrivers Phillips/cross slot head (# 1)

3- Screwdrivers slotted head (# 1).

4- Test Screwdriver 220v (# 1) .

5- Test Screwdriver 12v (#1).

6- Spanner French's -— (adjustable end
wrench, crescent wrench) (# 1) .

(5 s giad Alua dlis 1,619 £y
+ Alll) el g<al)

100 i i) 328 (bl (o) yinel -1
_(1 J.\s)):\,m\

(1 e ) e Bl i 2

(1 2e) éj‘;:':\),\é.i.«-3

(1 e ) @220 (asd i 4
(1 222 ) 12 pand lieb

(1 230 ) (il Qi) (g sl i ke -6
2 ) (Ui (i) (g5l Jay ) ke -7

Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

7- Wrench (small size) (# 1). .(1
8- Wrench (medium size)(# 1) e ) (daws gie elia) (5 5abail bay ) #lide -8
9- Galvanized/HDPE pipe cutter includes: (11 Nno.
2.7 Pipe Lathe from diameter 0.5 inch to 2 inch Ot Ak e e Gilae s il (e -9 e
(#1). s ) Gl 2 ) e 0.5 558 e sl
10- Cutter Pliers (# 1). .(1
11- Pliers(# 1) (1230 ) (aad) U=l 40,5 -10
12- Shovel (# 2) (1 22 )45 -11
13- Pickaxe (# 2) (2 2 ), <-12
14- Taps as specifications 0.5 inch (# 10) (2 22 ) golas Hine-13
15- Aluminum Ladder 3 meter height (# 1) Jiia 0.5 ki clival sall s Silgia -14
16- Plastic broom with spray to clean the (10222 ) ay S
solar panels (# 1) (1 222 ) sie 3 gliiy) asiagl ol =15
17- Bag/case made of Metallic with size fit Y calaiil (6 je pe @il daies -16
the size of tools mentioned above except (4 22 ) danedll
Shovels, Pickaxes and Ladder (# 1). B S Aall i ga¥) ana S Agiana Apiia -17
(1 23 ) alidly sl el ) Sl hacla
Supply and installation of Gate valve, working pressure not less than 25 Bar high risistant , according to British standers NO BS-5163, screwed according to British standers NO
BS-21, as the following diameters:
2.8 193 39ac I3 BS 21 8y syl Olaselgell Gallas sy BS 5163 o3y 4l wlaselgall Gl , 4b 25 e Jar Y Juitadl Jasuzy Jasaill Jle Doy G (uS3i9 53
LI HUREYY g
Diameter 4 inch il 4l NO
2.8.1 )
dde
282 Diameter 2.5 inch i) 2.5 ks NO.
dde
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283 Diameter 2 inch Ol 2 had NO. )
dde
284 Diameter 1.5 inch il 1.5 ki NO. 3
dde
Protection of the pipelines: cilasa Ao Al d Ldi
Implementation of plain concrete cubes cliYlaal b ¢l
to fix the pipelines of (0.4X0.4X0.4) cm, el (e (X0.4X0.40.4)
using Portland Cement resistance of not 180 oo JE Y Aaslaay (o130 )50l
less than 180 kg/cm2 proportions mixing | <iewl) (412 : 1 ) hls iy 2au/pas m3
29 | (1:2:4) (Cement - sand - Gravel) g s 33l AN Jadis 5 (S - ey - 3 10
includes all of the labors, suttering, Jadl el a3k e IS5 ¢ La gy (i e f
curing for one week twice daily and all Glgan 55 Gla sus )l 5 Diliaal gall Lida
necessary in accordance with the Lo piall unigal)
drawings and specifications and
guidance of the supervisor engineer.
Inspection Chamber works: Jlidil) S Jles)
The implementation of Inspections Adala alagly (andi o e 2an
Chamber internal dimensions (60 x 60 x cua'c;; e 8 ae ans (80x60%60) NO
2.10 | 80) cm with base and reinforced Agtian) 45 gay el CJ.M JPEIREN ML‘ 3
concrete cover and cladding by cement- gl Clardad Canany = Sladl 4 glia
resistant mortar according to drawing SY Gyl
and instructions of ACTED engineer.
Excavation works: 2 o) Jles)
Excavation in floods roads depth 1 m Joad) (5 ma) (B Dl o 1 Gany jial LM
2.11 | and reimplement the surface and all aob e 0S5 mhandl Mt sale) s (ol | T 250
necessary to finish the work as directed Cleaa 55 Clial sall uua Janll ole3Y o e
by the supervisor engineer a_pliall uaigall
Mitigation of environmental impact e Al Jlas) g Aud) AN udds
and safety works at the sites: 123) gall
the item includes the work of a fence of s adall (e gl Jas anll 138 Jady
912 wood or metall... etc. , keepllng of the pae s ¢ il hais g ¢ &l sl Eum Surr 1
trees, and don't change the oil of the 8 32 sa gall Cilasmall 5 ol jland) Gy st | dxs glade

cars and equipment in the site, disposal
all the construction waste ,and work
slope at the site ground to drainage the

‘ cu\ﬁﬁ&@m;‘}nuam‘}céﬂ\
fisn s m oY) Y il e s
85 0l ey ¢ ol i sl Jasl
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water ,the item include provision of
safety tools for workers at least helmet
and safety boots , and work of warning
triangles and tapes .the item all
necessary according to the specifications
and instructions supervisor engineer.

33 Al JaY) Ao Jleall ZadLl) &) g0l
el Ul & 5 6 g ¢ Aadlall Audal
Claial gall 8 a3k L JS 5300 8N
Capiiall G pliall Chlaalat

Form PRO-06 Version 1.3
T/15DYK/D34/AWP/MAD-2WP/LAHJ/08-11-2021

213

Supply and installation of sign board:
Supply and installation of metallic sign
board to includes ACTED and the donor
logos, project's details, and the location.
includes all necessary to complete the

s Bl da gl S g b4

g sordiall dpne dpand Aa sl S i 2 ) 58
i el e S a3 palll e
sl s Jgaall g 2

ks Jaall oledY a5 e JS Jady Jaall

No.
dde

work as per the drawings and the gl Gilalad § Ciliial gall 5 o g
specification instructed by ACTED syl
engineer

Total Cost Breakdown: Supplies Cost of LOT 2in USD
A de ganall Jadd culay ) gill g o) gall ) )

Total Cost Breakdown: Labour Cost of LOT 2in USD
LIl 4o gagall Jaid laell i) Alaal

Total Price of LOT 2USD
S N gally AU de ganall Allanll g ) gall jauddl B EN)

BIDDER’S COMMENTS/REMARKS / (s<8lial) ciliadla g ciliylas
1.
2.
3.
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a5l

Delivery :
Iigr Work Description Address Recommended work completion Guaranteiis:llilzfsry time for
e gane Jaall ha g &) gind) paluall CJ.\AA\ 2 gall Szl 535 Coneng aihell e n
REHABILITATION OF WATER NETWORK Site: AL MADARIBAH AND 10 ks after Site hand
1 IN RAS AL ARAH AL ARAH DISTRICT - LAHJ GOVERNORATE Weexs afier viie handover
. . § gall ADl] Ll 5y
Byladl ol olao ASuds JuG @‘Jd&.ﬁ.")l:u-i)l.ﬂb&g)hfa»ﬂ EIJERVS :é}oﬂ ol 222 (10) bl 25
REHABILITATION OF AL LOOSE AL o
A'ASFEL'S WATER POINT IN AL HAIMHA Site: AL MADARIBAH AND AL ARAH .
2 VILLAGE DISTRICT - LAHJ GOVERNORATE 12 weeks after Site handover
@ 5all 2 3ay (12) £ sam) 2l
ool Sl o gl i sleall a3 Lo o dadle - Byladlg dyylac)l e 1a9g0]l

BIDDER’S TERMS AND CONDITIONS / (cdlial) Ja g yii

1. Validity of the offer / 334l sl (2 21l
2. Terms of payment /i slaall x8all 48 )k

3. Terms of Delivery/ Jua sl La 5 5d - Joa sl 324
gl ddailase (ST dakiia a8l 50 () o g ) A8S 5 a5l

Name of Bidder's Authorized Representative / gailiall cau )il (a siall ol

Authorized signature and stamp / i siall &35 5 &8 5

Date / 4l

(recommended: Six months or more i) 5 yed) A 32l (e jall BaBla (5S35 o) Jaady)
(recommended: bank accountin IBY  (Jgall Crasdl éliy 8 Sl Cloall &8 ) Joaoust Juady)
(recommended: DDP in ACTED Site in Lahj governorate, -Yemen. Jali o5 o)) Juady

NB: in case of Request for Tender, please attach the service proposal to the present offer form / 4ailiall palil) Jadf i joll ) el = jiia ) po) (oo _p dciliol) b s 4
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