Site reference: Distribution Areas & Community Spaces in Aljufainah Admin center

Governorate: Marib
District:Marib City

Location: AlJufainah Camp

BoQs for Distribution Area & Community Spaces in Aljufainah

General Guidelines ( General Requirements)

1-Design plans and BoQ are complementary to each other, hence the contractor has the obligation to execute the tasks mentioned in either one of them. Incase BOQ and technical drawings have discrepancies.

site instruction at all times.
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2- All the BoQ articles comprise supplying manpower, machinery, equipment, transportation all necessary requirements to get the work done properly regardless of it's mentioned in the BoQ articles or not.
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3- All the BoQ articles must be carried out according to guidelines of Iragi Technical Specifications with updates and instructions of IOM site engineers.
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4- All the BoQ articles comprise removing and transporting any debris or rubble to allocated disposal areas by municipality or local authority.
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1- Site visit is required for vendor to see / inspect project, and to submit a letter mentioning site been visited with tendering documents.
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2- All items / materials in this BoQ includes supplying the materials ,with any necessary equipment's needed,cost includes installations and transportations
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2- Activities for any Steel doors, tubes , to be leveled / well welded from all sides, painted by anti-trust / white oil paint as a finish paint.
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3. Cleaning, and Removal of Debris, with new landscape if any and take them out of the building.
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4. WASH Item no. 1/ 5 (regarding water tank ) to be implemented with all necessary connections
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5. Any damaged structure will be responsibility of contractor to redo poor workmanship without cost to IOM .
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6. Follow IOM site engineers instruction at all times
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7. All materials should be a good quality. Show sample for QC engineer approval before installing. Cost include transportation and installation. Follow supervising engineer instruction during installation
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8.Submit work plan schedule for project activities.
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Construction of Distribution Areas & Community Spaces in Aljufainah Admin center based on specifications, drawings and instructions of the supervising engineer
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BOQ supersedes technical drawings. Follow IOM site engineers
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Preliminaries: The Bill of Quantity (technical specifications) given describes the major elements of bl bub s Jass (40 Olisolge) Sliuo gally Gl Iy 1 Oloxmbgs
.the construction together with the technical drawings. All units are fully complete and functional Aadstuedl Olusgll 5 dnaizs Lovap gl Olagundl I 43U 84831 45LaSY
The contractor is fully aware of the situation and the requirements on site. The contractor adheres @ ©laally gzsll o Ll Gar O Jglaall e o dddasy AasSe
.to standard construction codes L45LaSY) 21gSYI plaas AN Jolaadl (e, aBgoll
1 |Steel work for Shade (12x4 m) RW-02 RW-02 io(6x4)3lal dddaadl sl Jlos!
11 |Foundation work Gl Jlas!
111 Executing excavation works for the bases with dimensions 0.9 * 0.9 * 0.60 m up to the foundation depth and | e Jledl ez, il Gas 3> ¢ 0.60%0.9%0.9 sl delgall sl Jlos! duass m3 4.9
- All work should be according to specifications, work principles and the instructions of the IOM engineer. 8y2xgl) &gl Aalanall pudkige Oladais Jasdl (S3lual g (L35 O . LN | AaJb :
Supply and implementation of normal 10 cm thick concrete. The rules are required with the brushes with t_g\‘uwi Syiomey, gdgnall Gyl ae delgdll 93 010 Wlow Lisle Ay dudidy duygd m2
1.1.2 plum,and with a cement content (250Kg / m3), to reach a resistance of not less than (200Kg / cm2), All work FaS O e JleeYl guex, (200Kg/cm2) e Ji5 Y daglie ] Jguo sl (250Kg/m3) |2l 8.1
should be according to specifications, work principles and the instructions of the IOM engineer. Bymgl) Al dslaiall pudige Olaalady Jasdl (salee) Lisg &'-)'“J Sl
Supplying and implementing reinforced concrete for the bases with a cement content of not less than (300
kg / m3). Ly 3 p/p75300 ) 05 JBY ol Ssizear 5 45158l Axlno Bl Ludiy s
113 rebar of not less than (85 kg / m3 Kg / cm) to reach a resistance of not less than (2) 2) s J& Y deglie JI Jgwo sl Kg/em 3 ¢ /pl>sbS 85 ) (e Ja5 Y dands el m3 2.45
- The price includes (logging, cutting and placing iron, casting, shaking the concrete with a vibrator and ol Gy 350l &leoysell 30 cuall ¢ sl b9 pady cdussall) Jodo eilly 254 | AaJb .
spraying with water and all that is necessary, All work should be according to specifications, work principles By2egl Aol daliall judige wledady Jaadl toaluel sy (PS5 O ez Jlesdl ey
and the instructions of the IOM engineer.
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1.2 |Shaded Steel structure dlall Juaedl JSegd! Jlas!
Supplying and installing materials for the Shade, with height of 3.5 m Ao 3.5 planb Al (S35 dyes
It includes the following works: : & Jleed! Jody
Steel Columns H 120x60x4 mm : R - +H 120X60X4 mm Biesd) IZDXBPXA mm ?wv“
. N N . . . LS 0oy plasciul (855 ¢ fnb gliiyl H 120X60X4 mm ol blas! (w39 dygs
Supply and installation of steel columns with section H 120x60x4 mm mm with a height of 6 meters, on . L A . . N
both edges, welded with perforated bases from the bottom and the top to be installed above concrete N _r‘i}’ = JLA‘A” 0 Aok el lw)bb b M. sl d 4?4,0}‘ “’h
121 ; . X e oo , Syl Jat oty ¢ I o0 el Ll pguncr uS539 ibuayl sslall 353 Letass
foundations and installation of rafters on the top and the price includes grinding and paint two layers of . . f i j X K .
anti-rust and two layers of Gray paint, and the price also includes all necessary to finish the item perfectly, ‘Q’VL‘) L "‘EM IS el ¢ ol sl “?_35 el b joor s Olads 5’»’»‘3.'5
according to the specifications, drawings, work rules, and the instructions of the IOM engineer. e Sloskssy Joall dsoly Slosully Slalyall oy 4?5_&& "L; w\,d@vﬁ
L Ao 8ymg)) dodate
Steel Beams H 120X60X4 mm : : H 120X60X4 mm g
Supply and installation of steel beams with section H 120X60X4 mm,they should be installed between the Rl (§ Ay )l BaaeYl o Lo S5 H 120X60X4 mm glad jsz S)39 dygd
columns in both directions at the level of roof, also at floor level to carry the wall above, also it should be & doup gall JIghbU leuSys @i coldad! Jo poya) )Vl GlliSy Catudl O gude dis
installed with distances shown in detailed drawing, both beam edges should be welded with perforated g D985 oy Jas go gl (o Aoysee Uelgd @3l bL ey Aduaiil Glagu,l
1.2.2 bases with installation of connections for support at joint points, it should be fixed by bolts on columns, stell Olalss Juol lgals o5 sl Baesdl (355 oy msluws uSy3g Ol ¢Skl 4
L 2.5" and length 20 cm will be welded on the main beams with distance 1 m in between, and the price & o Aol Sy Hguarl el (§ eoxliy oigad) oo daysie @20 gl Ciuady (i
includes grinding and paint two layers of anti-rust and two layers of Gray paint, and the price also includes | luall Lo ooy (ng=9 Oladg Fdarlly 8yaiall o (ailly b Solsdl amylell tay)) dilelis
all necessary to finish the item perfectly, according to the specifications, drawings, work rules, and the s 49 JoS) e aidl g3 il Lo S Joi SIS (yally ¢ (53le) Ol 499
instructions of the IOM engineer. L A9l Bymgll dalaine iige Oladlaly Jeall Jguoly Olaganlly Wlasolgall
Purlins steel tube 60x30x1.8mm: : 60x30x1.8mm g
Supply and installation of pirlines steel tubes 60x30x1.8mm ,ength of 6 meters and the distance between S5 o 50 L d3lually o6 Jlghl 60X30X1.8MM w95 Sl amlye a9 dygs
123 them 50 cm installed above the rafters of roof, fixed by nails installed on the welded L steel above the D 393 ealell Olaliadl e polusy S35 s poluall cully Caiadl jguu (359
rafters of the roof, and the price includes grinding and paint two layers of anti-rust and two layers of Gray < by Ogh drgg Iuall wd paoy gy Oladg Fladly Byaiuall Jad (pedlly Cadud!
paint, and the price also includes all necessary to finish the item perfectly, according to the specifications, Gloguslly Olaplgall oo dg JoS| e widl slgY o3k Lo S Jodin SIS ailly
drawings, work rules, and the instructions of the IOM engineer. L A9l Byl dalaie eige Olaadady Jasdl Jssoly
¢ Cadudl slad
Roof cover : Sl aalall 358 S Bl pEXL.1 ulia 0.41 ks (! Sore) &) uSy39 53
Supply and installation of American metal sheet (localy called zinc) white, grade 041, with dimensions 1.10 Bygam9 I sl y2xigll O3lle () ellat S5 Jadi oyally o))l oSWI 2o &) alusy
X 6 m, galvanized, installed on purlins using nails and other accessories to fix it well, and the price includes ol paeoe sl o (de Aol 8yaegll dalaie Hladig el dcbds (pedl Jatiog ¢ &ud
1.2.4 painting of IOM logo on the top of workshop's roof with dimentions and color approved by IOM engineer, Gl Jile 8339 dygs SIS Jadi pailly (Bl uiigall Olowdsd oy rland!
also supply and installation of a thermal insulation sheets will be installed under the roof cover (zinc) from Jediy (reilly ¢ Cadaad] Al Jo&J 15mm e Ja5Y dSlaway J-Il oo 3l o disy m2
inside with a thickness of not less than 15 mm, and the price includes all the materials required to complete Byl doliin judige Olagkady Jasdl Jguo!) Cawumey Candilly oS Drgllanll Slgell IS N 48
the item according to specifications, work roles, drawings and instructions of the IOM engineer. Olisolgall s dg JaSI e il slgsY a3k Lo S Jocdin SIS (eilly. 39l @-’A‘” Aol
- &gl Bymgll dabiie Gudige Sladdady Jasdl Usioly Slogaslly
Rain Drainage Channel : 1 olaoYl oo i el il gid
Supply and installation of rain drainage channels at the roof edge, galvanized iron grade 18, underneath the sl (e odalg danll elipll Gl dulgs S5 Uaedl sl LaBMeg (Sloxe CSyig duygd
125 channel will weld holes 3 " and connect PVC pipe 3" with dimentions shown in drawings, price includes et (pedlly (2 I BN Coileal) (203 i lglaw! @by a2 18 Hlue pyalaeal)
install it with proper slope to ensure rain drainage also, installation of 4 PVC pipes 3 " for drainage, the price | ppule auemx lends caile 45as Coiladl pulgay Olally Codtlly Canlia Jgses guSys
includes also all necessary materials required to complete the work perfectly according to specifications, Gy drg oS! e il slgd pils Lo S Jaiy SIS (pally ¢ drg JoS| (e Joadl g3y
drawings, work roles and instructions of IOM engineer. L A9l gl dalaie dige Oladlady Jesdl Jguoly ileguylly Wlaselgell
Galvanize n sheet 200x150x8 mm to cover hangar's corner: :200x150x8 mm &) (yaloeo zlo
126 Supply and installation of galvanized iron sheet angle 200x150x8 mm and painted Gray colour, installed and Cig LS Golaydl OgUL o 9 s 200x150X8 dosly ke Zho g daygs
fixed using nails in all corners of the shade to cover intersections and parties and wherever necessary to g JaS) e il gy a3k laigly BB labolinll duass) Al O8)) guazr § polusy
complete the item perfectly according to specifications, work roles and instructions of IOM engineer. L &gl Bymg)l dalaie udige Sledaiy Jardl Jguol oy
: Ohdsedl
Walls: t e b Jotidg Allall Clga ) Olaz (aiSyi9 gl Yo
First Supply and installation of walls for all sides of the Shade, including the following: 35 Y &y Ly Ayl BoaeY) o 2295 ¢ 80X40X2 MM ol Ldpd> dasl -1
1- Steel columns tube 80x40x2 mm, installed between the main columns with distance in between is not Jediy peidlly ¢ H120X60X4MM &Syl jguced) e Iz @l p 1 glaslbg p 1.5 o
more thant 1.5 m with all height of 1 m, well welded on the main H beams H120X60X4mm, and the price L $olay Oghs dmgg lsall b ey (g9 Oy Fldlly Braiall
includes grinding and painting 2 layers of anti-rust and 2 layers in gray color. Gy Sy (S9l)l Blas! e ploxllly 5 ¢ 80XA0X2 MM (S9L- &l j3aur -2
2- Tube steel beams 80x40x2 mm, welded on tube columns with vertical distance in between is not more d99 uall b yaup (ngzg Oy ey Byaall Jado (eillge p 1.5 e w35 Y duw
than 1.5 m, and the price includes grinding and painting 2 layers of anti-rust and 2 layers in gray color. L goley g
1.2.7 |3- American white metal sheet (locally called zinc) caliber 041 size 1.1x1 m, galvanized for all shade sides, Obss Uall Ohdr CSlgad 3l Ae1.0%1.10 (wlie 041 Hhe panl Sopedl elij-3

with height of 1 m, will be installed on tube columns and beams using steel bolts with all materials requied
to complete the work, the price includes all the materials required to complete all work perfectly, according
to instructions of IOM engineer.

Second Supply and installation of walls for all sides of the Shade, including the following:

1- Hollow blocks (20*20*40cm) hight 1 m

2- Stone foundation with mortar 40 cm Width and 40 cm height .The price also includes all necessary to

complete the item according to the specifications, drawings, work rules and instructions of the IOM engineer.

59 i)l oSWI e i) el (S9ldl ygannlly BaasIl o by Sy Ao 1 gliiil
s o Jos Al Cilgar e Ol Sy dygl LB L4 8)gams r dxy
18U (s 40 * 20 * 20) &g ey oo hir -1

5 Joig il o 40 Lib)g pus 40 (2yms pazlly ciivowsdl Bgalls Gyms ulasl -2
8ygl) dalie pukige Olonlaly Jand! Jguo! oy Casdilly S osllaall Slgall

L adgdl

Jawols Sleaw s Slavlas) Cowse d>g LS|, de widl eledY il Lo, 5, L ¢S vasll

The Shaded Areas work (12x6 m) RW-04

RW-04 jio(12x6)slal )l Jles!
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21 |Foundation work Sl Jlas!
211 Executing excavation works for the bases with dimensions 0.9 * 0.9 * 0.60 m up to the foundation depth and | cow Jledl gz, puwldl Gos 3> ¢ 0.60%0.9%0.9 slob delgall yasdl Jlas! duiss m3 P
All work should be according to specifications, work principles and the instructions of the IOM engineer. 8yongl) Aol dalaiall (udige Wlaalady Joall (S3lue] ladg (fi5 Ol _ 254 [N
Supply and implementation of normal 10 cm thick concrete. The rules are required with the brushes with ol Sgizmas, wgaall iyl ge dslsdll pg3) 010 lows ole Bluys- duiiSy )5 m2
212 plum,and with a cement content (250Kg / m3), to reach a resistance of not less than (200Kg / cm2), All work R O e JesY guez, (200Kg/cm2) e J& Y daglie ) Jguo sl (250Kg/m3) . 3.25
should be according to specifications, work principles and the instructions of the IOM engineer. Byl A9l dalaiall dige Oladlaiy Jasdl okl ladg b’)“'” Felb
Supplying and implementing reinforced concrete for the bases with a cement content of not less than (300
kg / m3). =9 3 /028300 ) o5 JBY Gawd Syizmas 3 delgil) Aok Bilays duiiSy dygs
213 rebar of not less than (85 kg / m3 Kg / cm) to reach a resistance of not less than (2) 2) e Ja Y deglie J) Jgso sl Kg/em 3 ¢ /pl2slS 85 ) e Ja5 Y duds el m3 1
The price includes (logging, cutting and placing iron, casting, shaking the concrete with a vibrator and ol g 35a0b Bleeysdl 38 ) ¢ doasedl jubgs pady cdudall) Jode oedlly 8 < \judb
spraying with water and all that is necessary, All work should be according to specifications, work principles Byoegl Aol dalaiall udige Wlonlads Jaadl ts3lue) a3y (RS O Gz Jlesdl guezy
and the instructions of the IOM engineer.
2.2 |Steel frame work for the Shade allal 3uaedl Sagdl Jles!
Supplying and installing materials for the Shade, 12x6 m, with height of 4 m Ao 4 glisiby 126 M <uS)39 g3
It includes the following works: AWl JlasYl Jaidy
Steel Columns H 160x80x6 mm : R . w
Supply and installation of steel columns with section H 160x80x6 mm installed by conncetions and welded &160){80)_(6 mm &Mfw w'f% E-iﬂ160)<80)<6 mnr'1 g Blast %;fﬁ .;i),_,
: ; ) ) LdLbl pxliy clog plusiuls S35 ¢ Aabpall Olagell § (o 9 S Caliso syl
221 in stért-end @th perforated bases from the botjcon? and the tt?p tlo be |nsta!led above concrete foundatlons il g iS5 Alaay il A5 5 gtads p) Al Jawdl 5o Aayieo el
and installation of rafters on the top and the price includes grinding and paint two layers of anti-rust and sl 495 Mall s sy s G039 el Syl ot sl ¢ (Je3) oo lgele
two Iaye‘r% of.Gray paln‘t, and the price also mclu‘des all r?ecessary to finish tr.\e item perfectly, according to lsolgal u,->ev“4>.3 08! e il g gl Lo 5 Sy U s« soley
the specifications, drawings, work rules, and the instructions of the IOM engineer. L Aol Byl dabaia edige Wladady Jasdl Jssoly oh,;)hg
Steel Beams H 160x80x4 mm : : H160x80x4 mm g
Supply and installation of steel beams with section H 160x80x6 mm,they should be installed between the RS (§ Ayl Basl o Lo S5 H160x80x6 mm glad jgur (S)39 duyssl
columns in both directions at the level of roof, also at floor level to carry the wall above, also it should be & Lmpgall JIghI lguSys @i cobazdl o o) Ay ISy Catud) Qg is
installed with distances shown in detailed drawing, both beam edges should be welded with perforated Dy G985 WMoy Jas ae (rigad! e daysis delgd @l bL el Aduaid! Slogu,l
222 bases with installation of connections for support at joint points, it should be fixed by bolts on columns, Olaks Yol lgads 0oxlig Gupidl BaaeYl B8 oss polunes uS)39 el (Skel 3é
steel L section 5x5x2mm and length 20 cm will be welded on the main beams with distance 1 m in between, | 5w Aol Sblusy jguadl (el § poxbiy cnigadl oo dayses 0020 Jghay Cinaly (niiins
and the price includes grinding and paint two layers of anti-rust and two layers of Gray paint, and the price | luall o sy (agg Oladg Fladls Brauall Jady eilly lexd Sl aoledl Ty dilalis
also includes all necessary to finish the item perfectly, according to the specifications, drawings, work rules, Gy 49 a1 e widl elgs p3hs Lo S Jatio @IS (palls ¢ (Soley gy d99
and the instructions of the IOM engineer. L A9l Byl dalaie iige Oladdasy Jasdl Jguoly ilogunlly lasolgall
Purlins steel tube 100x50x1.8 mm: :100x50x1.8mm )guuz
Supply and installation of pirlines steel tubes 100x50x1.8 mm, distance between them 50 cm installed Dy 398 LS5 e 50 g @luedly 100x50x1.8MM 95 S5l aolye uSyig ygs
223 above the rafters of roof, fixed by nails installed on the welded L steel above the rafters of the roof, and the | peilly Caiud! jsur 398 pokoll Olakidl (e soluay 855 Comns polunall iy i)
- price includes grinding and paint two layers of anti-rust and two layers of Gray paint, and the price also oy SIS ety ¢ Sy Ogls Az Il bd yanys cngzg Oy Eelanlly 8yiiall Join
includes all necessary to finish the item perfectly, according to the specifications, drawings, work rules, and Gladaiy Josdl dgpoly Ologusylly laolgoll Caunzs dzg JoSI e il slg3Y a3l o S
the instructions of the IOM engineer. . &gl Byeg)) dalain uige
Roof coveri ) ) ) ) o . il slat
Supply and In?taIIaFlon of Amencan. meta.l shee.t (localy called zinc) V\{hIIE, grage 041, with dlr.nenslon.s 1.10 S gl 58 Sl pBXLL olin 041 sl (il Sors &—) iS55
x 6 m, galvanized, installed on purlins using nails and other accessories to fix it well, And the installation of st ol L.éLL:.Jl,\;aJi oo 215l bl ks sk JJ)J;OSU‘ ol polans
transparent sheets of fiber to passing the sun light into the hangar, distributed regularly to ensure adequate s M Sl e uﬁ;j e ¢U,\SJM.J oy« (Uaub &35 ;M' o é‘wy'l
2.2.4  |lighting, and the price mclu.des painting of IOM Iogo on th.e top ofworkshop's roo.f with dlmer.mons. and Slyal ng olls ¢ M‘ e JoS) 15mm o6 Ji5Y €Sl 10 e i) m2
color approved by IOM engineer, also supply and installation of a thermal insulation sheets will be installed . A G o N . B | Al 72
under the roof cover (zinc) from inside with a thickness of not less than 15 mm, and the price includes all the sl Bmd) w i Olarlads Joall gl M Seiilly v.S,«.U “slhal &) :
. : A ) - . ) ; Slogasly Sl gall Canony 429 Jo1 e il el p3ly Lo 5 S SIS cpatlly.
materials required to complete the item according to specifications, work roles, drawings and instructions of By 8yl i dige laslasy Jasl gty
the IOM engineer. ® i :
Rain Drainage Channel sl oles cypel Olgid
Supply and installation of rain drainage channels at the roofs edges, galvanized iron grade 18, underneath w’w A_P"“ ‘3,%19“ bl A,MJ vsf J_U“)” o) uinw Gl s "\:?y
. N i N ) . L NS Coball (a3 Cd Ll @39 1> 18 Dbe palamall dpuddl (0 O gendall
225 the channel will weld holes 3 " and connect PVC pipe 3" with dimentions shown in drawings, price includes oilen 25 caleall palgng Gl Cardily s gsor lgnS5 Jats ally L3

install it with proper slope to ensure rain drainage also, installation of 4 PVC pipes 3 " for drainage, the price
includes also all necessary materials required to complete the work perfectly according to specifications,
drawings, work roles and instructions of IOM engineer.

) g g3l Lo (S Jadio WIS (patlly ¢ dzg JaS1 (e Jaall elgdY p3lale paze Lgiasdiy
Byl dalaio (oign Slolaly Jasdl dgoly Wlaguslly Slisolgell caus dzg JoSI Jo
. ddsll
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Walls:

First Supply and installation of walls for all sides of the stores, including the following:

1- Steet columns tube 100x50x2 mm, installed between the main columns with distance in between is not
more thant 1.5 m with all height of the hangar 6 m, well welded on the main H beams of the ground
H160X80X6mm, and the price includes grinding and painting 2 layers of anti-rust and 2 layers in gray color.
2- Tube steel beams 100x50x2 mm, welded on tube columns with vertical distance in between is not more
than 1.5 m, and the price includes grinding and painting 2 layers of anti-rust and 2 layers in gray color.

3- American white metal sheet (locally called zinc) caliber 041 size 1.1x1 m, galvanized for all store sides, will
be installed on tube columns and beams using steel bolts with all materials requied to complete the work.

: Ohdaell

+ G e Jai O3eall Cilg pad Ol (S5 s

W35 Y & Ol Ayl BaeeYl (w aud95 ¢ 100X50%2 MM S9ls- g Bukas! -1
&)V Gyl gancdl o I @xlS ¢ O3eall JoB plasihg 0 1.5 e

Ogh dxgg Iuall Ao yasy gy Oy Flandly 8yaiuall oty eills ¢ H160X80X6MM
AU

) Sl 5911 Bhos] e ploxllly 5 ¢ 100X50X2 MM G9l Ayl jgaucr -2
drgs Muall Lb e ingrg O Kl Baiall Jado gatllse p 1.5 oo 33 Y dui

L soley g

2.2.6 Oh9d yzigll Oz Cilgad §lr Ae1.0%1.10 elie 041 Hhe pan! Yl el -3
4- Supplying and installing a thermal insulation sheets to be installed on walls from inside , with a thickness &)J:J:;C” q;u L.:fbj > \ _ww‘;‘ A iS u‘w ‘%‘:&S L:J .
O < M 2. Canlo. Q'}k&]
not less than 15 mm for all walls, and the price includes all the materials required to complete all work 5 T e 0 2 ; )J Moo Mf )1
5 "
perfectl.y, acc?rding to instr.uctions of IOM engineer.Second Supply and installation of walls for middle of the oK) 15 52 J55Y Sl 101 0 i plel i @L»:i;tﬁ?;s;j ,u); -:
Shade, including the following: . s . . < . W elas
" 1 b Joitds Alall awg § Jiold Jlr (S35 )53 LB, ladl glasy!
1- Hollow blocks (20¥20*40cm) hight 2 m = L .o % A 2h ,
MU ) : . 2 U (o 40 * 20 * 20) Agmn elly Glao sl -1
2- Stone foundation with mortar 40 cm Width and 40 cm height A i . It = A
8 ot oillg e 40 B9 s 40 2pm ally Adiossdl Lgalls Gy bl -2
8yl dalaie pudige Olaadad | |z oty auSAU Dgllaoll ol gall
The price also includes all necessary to complete the item according to the specifications, drawings, work : e Slarlads Joall Usiol coimy Crefills SR 2 :fj.
rules and instructions of the IOM engineer. S
3 |Fence works D9l Jlas!
31 |Fence work Jgadl Jlos!
The supply and installation of materials to complete the previous fence consists of the following:
- Zinc sheets, thickness of 1.5 mm, height 2 m from the ground level, shall be fixed on circular columns of 2 2 (Y1 0 095 Galdl Zlewd! YLl dlge 839 dygs
inches in diameter, 2 mm thickness, and horizontal bridges fixed with fixing screws that are distributed Q51 Bas! (e Ao 0955 ¢ )Yl Cgunio o 0 2.5 FLADL @0 1.5 dSlows lipll 19l -
evenly both horizontally and vertically. Ly Laadl pUAnl £5)93 oS paluey Sl Bl gy 002 ASlowe (131 2 4ad ML
311 - Horizontal empty bridges 80x40x2 fixed by suitable welding with the columns with the use of joints to Olasal oy plasuiul go Blasdl o anlio ploxdy b 80XA0X2 Sol5 &bl Hgun - | b 95
ensure good pruning between the bridge and the circular column, fixed in a technical and completely Al ¢ Lola3 doyinag &ud ddylay ol ¢ (S5 3gaaly !y duaedl @l d}‘w Aall
straight manner, the vertical distance between the bridges is 60 cm starting from the level of the flat ground, | _as s Wb Cax cigiuall (2 Qganio (30 syl o 60 gul) - dsaslyll
they must be painted two Bremer layers to protect against rust and two layers in the approved color by Aalaiall pedige dawlgs daiaall 9glL uiddog sluall (e lasl)
Organization engineer. "
The Relocation of the previous fence consists of the following:
- Zinc sheets, thickness of 1.5 mm, height 2 m from the ground level, fixed on circular columns of 2.5 inches + Y1 0 095 ol Zlewd! Ja5 Al
in diameter, 2 mm thickness, and horizontal bridges fixed with fixing screws that are distributed evenly both 2 5had &5l Bassl e Ao ¢ Gyl Qgande (0 0 2 BlaBL @0 1.5 ASlaws il 19l -
horizontally and vertically. el Laadl PUaBh £5)90 Cold alusy ol &xi8 Hguzy @02 Elowe (1 ML
3.1.2 |- Horizontal empty bridges 80x40x2 fixed by suitable welding with the columns with the use of joints to Olasal oy plasuil go Blasl o unlio ploxdy b 80XA0X2 Sols &bl Hguu - |l 46
ensure good pruning between the bridge and the circular column, fixed in a technical and completely Al ¢ Lola3 dosinag &ud dylay ol ¢ (S5 3gaaly ! oy duaedl @l ‘J}hl At
straight manner, the vertical distance between the bridges is 60 cm starting from the level of the flat ground, | s ot b o giuadl (o)l Qgude (o lelinl o 60 geull EWRN
they must be painted two Bremer layers to protect against rust and two layers in the approved color by Aalaiall pedige dawlgs daiaall OglL uiddog slall (e lasl)
Organization engineer. "
3.2 |Doors work Slel Jlas!
-Supply and |nsta|l.at|on of a gate !n the fence with dimensions of 3 * 2.5 meters using galvanized iron 13 Qoo Ayl Al Bac) plaaly s 2.5%3 slasls g Algs S dgs
circular columns 3 inches and a thickness of 3 mm, and the frames are empty 100 * 50 * 2 mm, and empty A . - . ; N et
i N ) . —— ) X ) & bawgll 3 os 1.5%40%80 S99 ¢ pa 2¥50%100 (Sslill o hbYlg ¢ o 3 dSlasey
80 * 40 * 1.5 mm in the middle in the vertical and horizontal directions with no less than intermediate < z . e - . -, ..
X X X R X X Sloww Sopa) il ey ellaill ¢ fa 1 e J85 Y Aoy Oliluay (581 (ol I oyl
distances About 1 meter, the cover is made of American zinc, 1.5 mm thick, and also includes all the . - * =T
X - R . . . R . ©aie (e dzy JoSI e widl clgs Ay pall OlgaunnSII (S Jodio Sy ¢ 0o 1.5
accessories necessary to finish the item perfectly, including hinges, hinges and bolts, as well as making an ! R N A A
N ) . R . o0 1.5%40*80 95 whlbb e 2%1 Ads1s Spiue dlgs Jos Sy ¢ 3llieg wlihuing m2
321 inner small gate 1 * 2 meters with empty tires 80 * 40 * 1.5 mm and an American zinc cover, 1.5 mm = | N . R 18
thickness And all the hinges, bolts, endpoints, and others, the price also includes coating with two layers of b e 55ty by glials o ey o 1.5 ESlaww Sppal o slialy ef“”j'db
rust-resistant primer andgt\n;o la e’rs of‘t’:olor; roved b 'the s’: ervising engineer and grintin the g Aelboy Crhall igall on Baine gl (s elball polie san oideday Sl dado
ssistant p - v app Y P 6 eneir P 6" Jodio yaadl (B adl ukigadl lgazg3 Cammny ilgdl panme) dwlio slaoly dalaiall e
organization's logo with dimensions appropriate to the size of the gate according to the instructions of the . " .
. X o . ) ; odige Slaglady Joall Jgmoly Slasolgall Cons drg JaSl e didl g3 o3l la S
supervising engineer. The price includes everything necessary to complete the item according to R . -
- L X ) - gl 8y2g)l dolaia
specifications, work principles and the instructions of the IOM engineer
Supply and installation of a gate in the fence with dimensions of (1.5 * 2) m consisting of empty squares 50 * ke 2% 25 * 50 45l ©lasye (0 05Se ¢ (2 % 1.5) gl > Cb uS39 dyyss
322 25 * 2 mm. The price includes all the needs of joints, metal handles and bolts and fixes them to robust and Gl e lgindly aeluelly dodas)l palially o gl ilalis guez yaudl Jodo m2 6
- strong squares (80 * 40 * 2 mm). The best types available in the local market, and place their part in the 3 Lot o9 ¢« Jonodl Bgandl (3 8,091 £l93 Liadl (who 2 * 40 * 80) Dy dugd @)oﬂjdb
fence according to specifications, work principles and the instructions of the IOM engineer.. a9l Byl dalain pudige Wladaly Jaall dgmoly Olasolgall 389 zludll
4  |The Ground work Aoyl Jlas!
Supply aggregate with 1/4 inch, from bazilt stones black or white, and spread on the whole yard surface to e g e 235 I gl 35w AW )l (0 diogy 1/4 2o S @lslas]
411 create a dust free leveled ground. The price includes preparing the whole site with cuting/filling upto 20 cm, haiisg (o 20 I e bo sda / gad Jatin yaudl (290 5l 0 A (2391 3l m3 55
h compacting, and leveling as required and everything necessary to complete the item according to Joall okay laolgall by widl JLSaiwd 3 le 59 Qsllaal) sl e Lgeallly| Sl iedbs
specifications, work principles and the instructions of the IOM engineer. AOM (edige leddaiy
. ) - . . i Ladl e Jinos JUYI RHS kil (30 e ghaan HUaiil § 83all ulySIl CaSyi9 g3
Supply and installation of ready-made waiting chairs made of steel RHS frame and well polished best quality N Jes ) e OF Fyas) G bl bl _“fj‘ 'J}f
: b wi , . B! e LAl ddane dg) me (21 e Lgodlo) s (g ol de g
412 timber, which will be fixed to the ground with metal plate and bolt from the leg. The length of the bench A0XA0X2mm i «(RHS) 40x20x2mm 15 e aslin b 555 of NO 20
1. ‘ Cady o CB A 1.5 6 090 O
should be 1.5 m, formed (RHS) 40x20x2mm, standing 40x40x2mm, The price includes everything necessary lasdads Jool g;u Sliolall g i) Lia dﬁ)’ < o JM)&:& 2aalb
ol ol 5 ?
to complete the item according to specifications, work principles and the instructions of the IOM engineer. 0 i 9 78S e IOM .u;
. o
5 |The Mobile Storage Unit (Rub-Hall) work MSU cuSyig J& Jles!
. . . ' £
51 |Transportation and Installation works Sl Jadl Jles
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511

Transport the metal materials of the MSU 10*24 steel from IOM Jaw Alnassem WH in Marib city district to
the site of work in Aljufainah district. Materials consists of the metal sections like columns ,beams PVC
tarpaulin

All material can be transported in one trip by truck of 6 m in length .All work should be according to
specifications, work principles and the instructions of the IOM engineer.

Dypke i) 92 0350 (90 (024%10) H2igl el el Aol diaall Slgall Ja5
nlly Saaed) Aine_oliall 0555 Slyall Ansbel s 3 Jondl wdge JI e ko
wo(debkally

JoeYl oz, Ao 6 Jgb (539 93 A Aawlgs (e 51 8u>lg 850 Lghis (S Slgall o

L 8yzeal) Aol dakarall yodige Slaxlaiy Joall 53kl a2y RS OF oy
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Installation of the mobile storage unit (MSU) 10*24 m using the pre-made materials provided and
transported above. The work includes installing the columns, beams, bressing elements and covering with

daditell wuall dips Slgall plascinly o (MSU) 10%24 Aliisel! cppsall 8am9 (uSy5
dodiall das o Jaig dnid_polially @31y eI oS5 Jand) ooy oMl Alaially

512 the provided tent correctly as per the instruction of the engineer to get the completed shape of the MSU. All | JS 055 of caze .MSU ¢pe slgisdl i (Ao Jgmand) udigall Colaxdaz) Edg e S Lum 1
work should be according to specifications, work principles and the instructions of the IOM engineer. AOM edige (3o Olalasdly Joaal 183lng Olisolgall lady Jos
7
52 |Floor works Glall Jlesl
In square meters: Site preparation for the mobile storage unit floor which includes removing top soil up to I s Wl L1 D] Joutd (@ AUsszal) cp3sel Bams @aUa)l J @dgall slae] iaope Ao §
521 40 cm, backfilling with selected base-coarse material, compacting & levelling every 10cm using water to 10cm S gudls Jaiuog Bucld diasdl slgall oo )lisue ds gazo g p3)ll (o 40 m2 312
reach a density above 90%. The work includes removing the waste to approved area and all the necessary to | suwiaoll dilarall ] wblad ady o)l Jadog . 290 392 A8US J] Jguo gl oluodl plasiiwly b-“-’“” Al
complete the job as per the specification, drawings and instruction of the supervising engineer. Bl eoigall Slagkady Slogasyg linolgal lidg dagall Sy a3k Lo SS9
The supply and installation of ordinary concrete for flooring using Portland cement thickness (5cm) and (5em) elow UMl o)l plasiils Oluz)M Lsle Bluys S35 )9 m2
5.2.2 [cement content (250Kg/m3) to reach resistance of at least (200kg/cm?2), all work must be completed in o, (200Kg/cm2) e Ji5 Y deslie J] Jgwosd (250Kg/M3) hass Sgizeass . 312
accordance with the principles of work and the instructions of the supervising IOM engineer. Byxgl) Adsu)) dolaiall udige ilaalads Jodl (Saliad Ladg (AXG :31 o Jlesdl C‘»‘J’“‘H Sl
supply, implement and cast light reinforced concrete resistant to mechanical loads (MSU floors and ). 10 cm MSU las ) Sndl oo dogliadl daubsdd! dobuall &) o g dxiSy dyyg3
thickness , and with a cement content (250Kg / m3), to reach a resistance of not less than (200Kg / cm2), [ 025200) e J&5 Y doglaal Juasd (3 p / 0225 250) (hase] S5imeng o 10 dSlass (3 m3
5.2.3 and 5 reinforcement bars , 10 mm diameter / m , in both directions,on that implement onform squares all S Slasye S e 35 of e ol S § ¢/ 00 10 yhad s Olsad 5 9 (2 pu . 32
of square (3*3)m”3 and Expansion Join no at least about (2cm), using insulation material, All work should Gom Jbosdl gz ¢ 3l Bolo plusuinly (o 2) e S Y augillg 34 0 (3 % 3) e V-'SAJ‘J“Jb
be according to specifications, work principles and the instructions of the IOM engineer. 8yl Al dabaiall pedige Oladady Joadl (3lua) 39 (£33 O
6 |Relocation work for Guard House Aoyl ddye CuSyig Ji5 Jles!
61  |Relocation works Jadl Jles!
Transfer and installation of a guard room with dimensions of 5 * 4 m to the same site with all its contents, LMW ey ol (bgions 235 adgall s JI p4*5 Sl dulyddl 88,8 (S )39 Ji5 3,&3.!4.5.&
6.1.1 including the pavement of the Inter lock tiles, all materials can be transported at once by the Crane. All work | Jledl gz, Ao 6 sl (39 93 dus dlawlgs 8axls 8y lghis (Sas Slgall guaz, Lo Sl " 1
must be completed according to work principles and the instructions of the IOM engineer. Bygl) Adoul) delaiall (utige ilaslads Joall tsalied L9 (L5 O Lum
Supplying and implementing reinforced concrete for the bases with dimensions 0.4 * 0.4 * 0.5 m with a ) 08 JaY sl Sgionar s £0.5%0.4%0.4 Slarl stelil) Aoukane Bays: iy s
cement content of not less than (300 kg / m3). Ji dyagU‘Kg/cm 36 /bl 85 ) 08 5 Y ey el dpins 3 ¢/ 300
6.1.2 rebar of not less than (85 kg / m3 Kg / cm) to reach a resistance of not less than (2) i;u)ﬁm}n ol ¢ ot .6'3;55 e l-) @'w‘j'z ) Jﬁi}ifuglia m3 0.5
The price includes (logging, cutting and placing iron, casting, shaking the concrete with a vibrator and 7 Lm.lu d;’-“ sbad U M 1‘ < du..;ﬂl s Togle _ < | Al .
spraying with water and all that is necessary, All work should be according to specifications, work principles oeign Slaslels ) 9 POl t’“ﬂ?’ i J;J, N
; . . Sy2el) &sl dolaiell
and the instructions of the IOM engineer.
62 |Plumbing works duoall Oldsded! Jles!
Supply and installation of sewage pipes, Saudi plastic PVC diameter 4 inch, half pressure 6 bar, and the price | Jodo (ailly JU6 daius Ciuas (i1 4 418 PVC (S3gaw hiundls (o punlgn CuSyig dyssl
includes all requirements for installation and fixation of connections, angles, triangles, ventilation, fixing ol sheg Couds (asliag diggdy Culling Llgjy oy (o Cndilly SAl oldlaie S
knobs and original glue, and the price includes: ek pedlly ML
6.2.1 - Soil excavation work to suitable level to ensure slope ) Jgaadl oy oy Ceasliall Gl ) AN e Jlasl - . 25
- Soil filling works with fine sand around the pipe from the bottom and sides, and then filling by excavated Usosll ezl &t 301 o8 (yag Clgzdly Jawdl (p0 8y9mnlall > @b Jays pay)l Jlast - Jﬁb«"”
soil to reach the previous level before drilling. el Jd ald! Qgadall JI
And All work must be completed according to work principles and the instructions of the IOM engineer. 8ygl) Aol delarall ukige Oloalaiy Jaal tsolual g (A5 O s Joed! g
7 |Toilets works : Ololesddl Jes!
Toilet : daaadl Jloe! Joty 1 dadyell Olagusydl oy p 1.2x1.2 plax 8559 g3 : plasull
Supply and installation of bathroom with diemensions1.2x1.5 m as shown in drawing: this includes steel Jiladly @il (pe el GSY 3)53 Guir (o Ollly ULE,SI Olaolgall yuiiy SSagld
work same specifications of caravan mentioned above, walls of gypsom board, roof of zice with isolation ookiged] Olaglaiy Wlagunylly Wi gall Conse Wil <lgdY p3b b S Jado yadly ¢
steet, price includes all necessary to finish item according to specifications, drawings amd instructions of Bl
I0M engineer. ade 3819 S O3Ubg Bjlias das g5 oo 50X50 hasluw LMo uSy39 dyg5 : du)l -
- Toilets floors :Supply and installation of ceramic tiles 25x25 cm, excellent quality with color approved by 00 Tl g e LI il ¢ duid Ayl oSl o ( adg)] Byong)l dolaio uige
I0M engineer, it should be installed in proper way, under the tiles is iron sheet 2 mm thick, should be o @ a9 oMel 8)gSiall dudyV Hgur e plodll iy oo 2 ASlaw zlall woas)
welded on the ground steel, afer that soil filling (Basecoarse) well graded with water spray and proper sl Jd laaz Hl o 03 epeg slally ez Gyl @9 dpdie dgua> D070 ddde o3l
compaction then puting soft sand before the tiles directly, the price includes puting white cement after tiles Ll Jado yaadly LI Jlael da sl daiianel dg) Jos Jodio yaudly ¢ I Jlach
work, also the price includes installation of liner tiles on the edge between walls and floor around all walls A9l 8yxg)l dalaie (ikige lgdde (381901 due gl Ohuaell Jg> Aad Jos
with quality approved by IOM engineer. Jlesl 8559 )5 1 lalamell Godly Jslll zeall Brally ASldly Slednad! -
- Finishes,Plumping and sanitation inside and out side bathroom : Supply and installation of sanitary works, HeNIRYS 0553 @y guall Spall Sl
which consist of the following: Blias B3g> 43y g3l (3,6 @4S 11
7.1.1 1- one Arabic chair toilet, (Victorian neck), good quality. o 10 * 10 oolie Osirw 1-2 No. 4

2- Saphon pipe size 10 * 10 cm

3- Tap with small water sprinkler good quality

4- Electical Ventilator, good quality.

5- Window 70x70 cm, Aluminum , suadi made, hinged opening icluding super section white color, 4mm
glass,

6- Door 70x180 cm, Aluminum, siadi made, white color, with all necssary parts to install them well.

7- Medium sized hand wash basin 60x60 cm good quality outside the toilet with faucet wash and mirror
with all accessories, size 60x60 cm installed above The sink and shampoo holder.

- All necessary to complete the work, in addition to installing all the internal plumbing connections of the
bathroom, as well as the sewage network under the floor of the bathroom (Elbows, T connectors,....elts)
according to the working principles. And that all materials are original

8- Supply and installation of shower, with feeding pipe pvc 1/2 inches from the tank.

All work should be done perfectly according to IOM engineer instructions.

Bax ducgd_piuo slo (ol qo il 1 -3
B Lo g A8lyeS d>9y0 1 -4
4 7l 0ol pan) S b S duaies doxid Suaw deluo pguall o 70x70 Jbi 1 -5

o
laboll graxr Jodog ¢ Blias degd (S392u (anl o 70x180 poeiogll DIl 1-6
Bl

iy Jran g0 B9l &ee55 plasell 7yl (60X60CM) paxoed! A gie Aygay Ao -7
5 S5 Q) BLoYy ¢ Jard LY g3k Lo 5 o omsll 359 e (60X60Cm) s
o9 oy §15S1 ) plasel) Sl gl Copall 8t ISy pladl a1l Colapual
Aol Slgall guar Ol . Josdl Jguol 399 ( 21 4 Eullioy

1 1/2 hidly sty Ol o Bdail pulye go ) (S)39 s -8

Slagdaly Sloganylly Sliwolgally Jarll dgao! sz Ll elgs p3ks bo S Jadiy yacadl
301 8y2x)l et odigo
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Sewage pipes:

Supply and installation of drainage pipes, Saudi plastic PVC diameter 4 inch, 6 bar, and the price includes all
requirements for installation and fixation of connections, angles, triangles, ventilation, fixing knobs and
original glue, and the price includes:

- Soil excavation work to suitable level to ensure slope

1 gwall Bpall Cliaded

sl ¢ ki Ll (551 4 5lad ehdudly muall Gogam G Bro pulse xS disd
ol sl ggs Llas Eadling S 0 ol Jad

0o ilomd pslgoll Jil Joy ub9g pal) Jading caling Usang gendos LA sl -
Sl

7.1.2 |- Soil filling works with fine sand around the pipe from the bottom and sides, and then filling by excavated Slaglaiy Olagaylly liselgally Joal dgpol e 2idl £lg3Y 031 Lo S S 2! ML . 10
soil to reach the previous level before drilling. Adgull Byoxgll dalaie udige J"b s
And all necessary according to the work principles, specifications and instructions of the supervising 10 3! &l Lgb plusciuwly o 50 gU5L9 e 6060 Giwids Byf elidl Jod yaudll _|
engineer. Ao Byl dalare ek o3lexel ok Supd> cllad yaud! Jodog o
- Price includes construction sewage check points 60x60x50 cm using cement bricks 40x20x10cm, also
installation of metal cover should be approved by IOM engineer.
Cesspit : M
Supplynj\g and constrgctuon of cesspit with a net dimension of 2 x 2 meters and a height of 6 meters, o e S35« e 6 iy e 252 &bl sl Auwsbuaital By sy 53
containing the following: = = Selagt ‘;)__,M 15 541 cll d—;@yu Coslall e oy s -1
1- inside wall made of cement blocks 40x20x15 cm, hollow e s 9 @AQU'W&MM.H,‘E“&M% WLQP@»Z . .
713 2- Reinforced concrete roof with 5@12mm/m for both directions, and reinforced concrete beams are poured oo 1 5125 el 3 55le Jie G—“;“"‘r‘3 o 40740 sy Gyl 350 Eonbans iy @3.!@.9 1

over the walls with dimensions of 40x40 cm, with top and bottom reinforcement 3@14mm and stirups
5@8mm/m .

3- 4 inch PVC plastic ventilation pipe

The price includes everything necessary to finish the item fully, according to the specifications, work rules
and instructions of the IOM engineer.

o0 8 48 flall U5 s

U5 PVC 4 &S3dl L1345 8y5l90 -3

Slaglasy Jall dgaoly Olisolgall oy dzg JoSI e il el g3k Lo S Jadi (ally
L &9l Byl dolain pukige

TOTAL PRICE

usb 0

Important note:

- The contractor applying for the tender should visit the site before starting to study the tender.
- Commitment to not exceed the period of implementation and delivery of the periods described in the contract and calculated from the date of signing the contract and the contractor to fill the annex to the schedule of the project
- Attaching the offer to a detailed specification table for the types of materials used in the construction process unless the type is mentioned.
- All the above works as directed by the supervising engineer and the attached drawings, if any.
- Samples shall be approved before delivery and the engineer shall have the right to refuse work unless this is done.

sdala da>Mle

(el oy ) 15] Algganad) Jo8 Ugliall Jaxisg 05 of plall aBsall Bogad Aliangy Ay Auslyy , JlasSU AeDUI Slsall Jlas] syl Jte JasHl e 535allg Bladially Aagmall (g ol guaz dushag elland] Lushys § ed) Ji3 ggall B ellanl § putizall Jolaall e -
g3 ally (ol sl gzl oxlo diens Jlaall g diadl g8 55 el o camnsy Jiall 3 Aol AR oo dadludy il 8s a3 Y oy AN -
il (ol Goelalls SIS Lemad sliall e deg Sy o L) deasdl) Al (3 Aotstanall Slsall 158 s Olisalge sy (o)l G-

Sz O] Aisloll Slogunylly (B all (igall Olguzr g3 G @35 03l JlosYl apoz -
3 o @le Jaadl pady (edigall 3> ¢re9 dnygll Jid bl daial -

Prepared by: Ghazi Mahmoud
Position: field Asisstant
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Reviewed by: Tewodros Woldegiorgis
Position: Technical Officer (ESU/CCCM)




